
Commercial Roof Anchors • CRZ Z-Purlin

CRZ Z-Purlin Anchors with Pass-Thru Tops
Designed for use with 3/8” wire rope horizontal lifeline systems (HLLS), Pass-Thru tops (PT) allow a 
connector ring to move from one side of the PT top to the other side. This feature provides a 100% 
tie-off along the entire length of the HLLS.  PT tops are oriented for the direction of the HLL using 
models AP or BP and require CRZ A or B models to be used as HLL end anchors. PT tops are not 
specified for personal fall protection (PPE) anchors. 

Specifications
• 5,000lb min. tensile strength 
• Hot Dip Galvanized (HDG), 304sst or 316sst
• SST threaded vent hole plug
• 18-8sst attachment bolts
• Foam filled riser 
• Loop Top A/B orientation for HLL installations
• Pre-drilled No.2049 blocking optional
• Master Flash No.2050 optional
• Custom riser heights available. Contact SAS Sales Team

CRZ-BP
Pass-Thru Top 
Orientation
Perpendicular 
to Ridge

CRZ Accessories
Part No.   Part Name                               Material wt/lb           

2048      Replacement Bolt Pack     
2pc 3/8”x5” w/lock nut      

2pc 3/8”x1-1/4” w/lock nut     
18-8sst .5            

2049 Z-Purlin Wood Block       
2pc 1-1/2” WS Screws                     

Hem/Fir
4”x5”x6” 2

2050 Master Flash 10”x10”                35yr  
Black EPDM                            
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CRZ-AP
Pass-Thru Top  
Orientation
Parallel with 
Ridge

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Loop Top Riser Material

No. Type O.D/wt. Sch

6 CRZ-6AP           
1126-6AP                     HDG 1091 Q235

3.0”
15lb

40
0.203        

 1126-6APS                                                                 304sst 1091-S  316sst

6 CRZ-6BP          
1126-6BP                  HDG 1091 Q235

1126-6BPS                  304sst 1091-S 316sst

12 CRZ-12AP          
1126-12AP                  HDG 1091 Q235

3.0”
18lb

40
0.203

1126-12APS           304sst 1091-S 316sst

12 CRZ-12BP        
1126-12BP               HDG 1091 Q235

1126-12BPS             304sst 1091-S 316sst

Do not proof load Pass-Thru tops. 
Note 1: Standard models max. top flange width 3-3/4” w/min. purlin web depth 6.0” 

3/8” Thick
Base Plate Foam Filled Riser

SST Threaded 
Vent Hole Plug

No.1091 Cast Steel 
Pass-Thru Top


