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Super Anchor Safety is a major manufacturer of 
residential and commercial personal fall protection 
equipment. With over 35 years of roofing contracting 
and 25 years of PPE manufacturing, SAS is recognized 
as an industry leader with thousands of distribution 
points across the USA and Canada. Our expert sales 
personnel and design team work closely with builders, 
architects and engineers to provide practical, 
innovative and cost effective solutions for fall 
protection. SAS maintains an extensive 
inventory of 3rd party certified and 
engineered commercial anchors 
including pre-manufactured 
components that can be 
assembled into custom 
designs and shipped 
on short notice. 

State-of-the-art 
Warehouse
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Serial No. Tag
stock models only

Riser height
measured

from base to 
riser top

High Strength Single Piece Cast Steel Loop Tops 
Q235, Q345 and 316sst

Replaceable 
PID 

Labels 

Foam Filled 
Riser 

Established in 1992, Super Anchor Safety continues to develop high quality cost 
effective commercial anchor designs with special features not offered by 
others. Our expert design and sales team work closely with architects, 
engineers and our dealer network to supply pre-engineered or custom fall 
protection anchors. Backed by an extensive inventory of finished goods 
and pre-manufactured components, these anchors typically ship with 
minimal lead times. These anchors are certified by a 3rd party for quality 
manufacturing, design and performance.

SAS Commercial Anchor Division 

Commercial Roof Anchors

Custom Services:   
• Anchor location plan service
• Horizontal Lifeline pre-engineered
   and custom designs
• Project specific 3rd party 
   structural engineering
• English/Spanish competent 
   person training classes. 

Compliance
Compliance to US and Canadian industrial safety standards is your 
assurance that SAS anchors will perform as specified. We provide 
documented 3rd party engineering and lab reports on request.

www.superanchor.com    1-855-301-4575

Specifications   
• Single person PPE, Window Washing and Horizontal 
   Lifeline Systems
• Imported or 100% USA mfg. steel components 
   A-36, Q235, 304sst and 316sst
• High strength single piece cast steel loop tops 
   w/stamp marks. Q235, Q345 and 316sst.
• Foam Filled Risers
• SST Threaded vent hole plugs
• Wide range of attachment specifications

Compliance Standards
ANSI Z359.18-17  Type A/T  
Intertek Lab reports CRA, CRO, D-Plate anchors
IWCA.1-14.1 Window Washing standard 
CAL-OSHA Title 8 CRO anchor designs
OSHA 1926.502 / 1910.140

CRA-Models
Min. 10,000lb Loop Top

Tensile Strength

1-3/8”   

3.0”o.d.

CRO-CAL-OSHA
Min. 20,000lb Loop Top

Tensile Strength

2.0” 

4.5”o.d.

Architects and  Design:   
• BIMsmith Revit and AutoCAD Library 
• Full MasterSpec Specification for CRA Anchors
• MasterSpec 118129 Facilities Fall Protection
• CRA Project Starter for Design Professionals	
• BIM, AutoCAD, and DWG Files

Threaded 
SST Vent 
Hole Plug

Permanent 
Stamp 
Marks



 Installation Details
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Typical installation details as specified in SAS commercial anchor manuals are mechanical fastened with SAS 
certified screws, bolt attached, concrete substrate or field welded. Backer plates are used with long length bolts 

or threaded rod. Custom installation specifications and engineering are available upon request. 

Type B Metal Decking  
 Mechanical Fastened

Bolt Attached 
Structural Steel

Wood Substrate 
Mechanical Fastened

Type B Metal Decking 
  Bolt Attached w/Backer Plate 

Backer Plate

Purlin

H-Beam

Backer Plate

 Threaded
Rod

3/4” Plywood

Concrete Pour in Place
or Wedge Bolt

Bolt Attached Steel Beam

Bolt Attached H-Beam
w/Backer Plate

Backer PlateBacker Plate

Backer Plate

CMU Block

Bolt Attached D-Plate
w/Backer Plate

Bolt Attached Wood Beam
 w/Backer Plate 

Field Welded to 
structural steel 

Threaded 
Rod



No.1090 Cast Steel Loop Top
1-3/8” i.d.

▲ 52 Bolt Hole 
Base Plate Max. 
Riser height 18”

Foam Filled Riser 

SST Threaded 
Vent Hole Plug

Serial No.Tag*

Commercial Roof Anchors • CRA

Specified for use as a single PPE anchor point, window washing tie-off 
and horizontal lifeline systems. CRA-W are 3rd party engineered and 3rd 
party lab tested for compliance to USA safety standards. Install with mechanical 
fasteners, bolt attached, field welded or concrete embedment. CRA-W 
models feature SAS single piece cast steel loop tops that have a minimum 
tensile strength of 10,000lb.  

Specifications 
• Min.Tensile Strength 5,000lb
• No.1090 Q235 and 1090-S 316 sst loop tops tensile strength rating of 10,000lb* 
• Stainless Steel vent hole plug
• Foam filled riser
• Hot Dip Galvanized (HDG), 304sst or 316sst
• *Stamped serial No. tag stock anchors only
• Custom model serial No. specified on PID label. 
• No. 2022 40pc fastener pack 52 hole base plate models only. 
• 3rd party engineering by DH Glabe & Assoc.
   Report available upon request
• Custom anchors available. Contact SAS Sales Team

CRA-W Loop Top Anchors
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Compliance 
ANSI Z359.18-17 Type A/T*
Window Washing: ANSI/IWCA 1-14.1
OSHA 1926.502 
*Request 2020 Intertek CRA Lab Report 

Base Plate 
Fastener Holes

Standard 
CRA Model

Fastener Hole 
Specs

3/8 ” 9/16”

8-12-18 40 12

24 N/A 12

30-36 N/A 4-8

Max. on site proof load 2,500lb. 
▲ Stock Part. 

 May be attached with SAS specified screws.
∆ Bolt attached, concrete embedment or field weld.

 Supplied with 4ea 1/2”x1-3/4” sst bolts w/lock nuts and washers without foam filling.
▲ 52  bolt hole base plates include 40pc 14ga. 2-1/2” 
     hex head screws for installation thru wood and 
    Type B metal decking min. 22ga thickness. 

ANSI Z359.18  CertificationNew

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Loop Top Riser Material

Base  Plate                                  
No. Type O.D/wt. Sch

∆ 5 CRA-5W
1031-W      ▲HDG 1090 Q235 3.0”

8lb

40
0.203        

6”x6”x3/8   
1031-WS      304sst 1090-S  316sst

∆ 8 CRA-8W
1035-W     ▲HDG 1090 Q235 3.0”

36lb

▲16”x16”x3/8”                               
52 Hole

 1035-WS                                                                 304sst 1090-S  316sst

∆ 12 CRA-12W
1032-W ▲HDG 1090 Q235 3.0”

41lb1032-WS        304sst 1090-S 316sst

∆ 18 CRA-18W
1033-W  ▲HDG 1090 Q235 3.0”

46lb1033-WS      304sst 1090-S 316sst

∆ 24 CRA-24W
1042-W ▲HDG 1090 Q235 3.0”

64lb

80
0.276

16”x16”x5/8”                               
12 Bolt Hole1042-WS        304sst 1090-S 316sst

∆ 30 CRA-30W
1025-W      HDG 1090 Q235 3.0”

79lb
 12”x12”x5/8” 
4-8 Bolt Hole1025-WS         304sst 1090-S 316sst

∆ 36 CRA-36W
1026-W      HDG 1090 Q235 3.0”

95lb
 12”x12”x3/4”                   
4-8 Bolt Hole1026-WS           304sst 1090-S 316sst

 Custom Mfg. 
Non-stock models 
are mfg. with 12”x12” 
base plates with 4 or 8 
holes unless otherwise 
specified by customer.



Commercial Roof Anchors • RLT Risers
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Max. on site proof load 2,500lb 
▲ Stock part
Note 1: Field welded risers cannot be foam filled prior to welding. 
              PID label supplied for installation after field welding.

Specifications 
• 5,000lb Min. Tensile Strength
• Window Washing, PPE, HLL systems
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized, (HDG), 304sst or 316sst
• SAS HLL system engineering
• 3rd party engineering by DH Glabe & Assoc. 
  Report available upon request
• Custom anchors available. Contact SAS Sales Team

Compliance
ANSI Z359.18-17 Type A/T
Window Washing: ANSI/IWCA 1-14.1
OSHA 1926.502

RLT Loop Top Field Weld Risers 
RLT field welded risers are mfg. to the same specifications as our 
CRA models and have zero deformation with a 2,500lb load applied 
to the loop top at any angle. 3rd party certified and tested for compliance.
Choose from pre-engineered designs or custom fabrication. 

SST Threaded 
Vent Hole Plug

No.1090 Cast Steel Loop Top

ANSI Z359.18  CertificationNew

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Pass-Thru Top Riser Material

No. Type O.D/wt. Sch

8 RLT-8W     
1043-WG            ▲HDG 1090 Q235 3.0”

4.6lb

40
0.203        

 1043-WS                                                                 304sst 1090-S  316sst

12 RLT-12W     
1044-WG         ▲HDG 1090 Q235 3.0”

6.9lb1044-WS           304sst 1090-S 316sst

18 RLT-18W     
1045-WG          ▲HDG 1090 Q235 3.0”

10.4lb1045-WS      304sst 1090-S 316sst

24 RLT-24W     
1046-WG       HDG 1090 Q235 3.0”

17lb

80
0.276

1046-WS        304sst 1090-S 316sst

30 RLT-30W     
1047-WG            HDG 1090 Q235 3.0”

22lb1047-WS           304sst 1090-S 316sst

36 RLT-36W     
1048-WG          HDG 1090 Q235 3.0”

26lb1048-WS        304sst 1090-S 316sst

1-3/8” 
i.d.



▲ 52 Hole Base Plate
Max. Riser Height 24”

No.1091 Cast Steel Pass-Thru 
Top

SST Threaded 
Vent  Hole Plug

Foam Filled Riser

Serial No. Tag*
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Commercial Roof Anchors • CRA-PT

Specifications  
• Use only for Horizontal Lifeline intermediate anchor.
• 5,000lb Min. Tensile Strength
• SST Vent Hole Plug
• Foam filled riser
• Hot Dip Galvanized (HDG), 304sst or 316sst
• *Stamped serial No. tag stock anchors only
• Custom model serial No. specified on PID label. 
• No. 2022 40pc fastener pack 52 hole base plate models only. 
• SAS HLL system engineering available
• 3rd Party engineering by DH Glabe & Assoc. 
   Report available on request.
• Custom anchors available. Contact SAS Sales Team 
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Do not proof load Pass-Thru tops
▲ Stock part

 May be attached with SAS specified screws.
∆ Bolt, concrete embedment or field welded

 Stock part supplied with base plate serial number tag.
▲ 52 bolt hole base plates include 40pc 2-1/2” hex head screws for 
    installation thru wood and Type B metal decking min. 22ga thickness. 

Compatible HLL 
end Anchors
CRA, CRZ, and CRA-4 

Base Plate 
Fastener Holes

Standard 
CRA Model

Fastener 
Hole Specs
3/8 ”  9/16”

8-12-18-24 40     12

30 to 36 4 or 8

 Custom Mfg. 
Non-stock models are mfg. 
with 12”x12” base plates 
with 4 or 8 bolt holes unless 
otherwise specified by 
customer.

CRA-PT Pass-Thru Anchors
Specified for use with horizontal lifeline systems (HLLS) as intermediate 
anchor points that support a 3/8”d. HLL wire rope (cable). Spacing 
between anchors is 20-30ft w/HLL lengths up to 120ft. Pass-Thru tops 
are designed for use with connector rings No.5010-SM allowing 
travel between anchors along the entire length of the HLL cable. 
 

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Pass-Thru Top Riser Material

Base Plate
No. Type O.D/wt. Sch

∆ 5 CRA-PT5
1031-PG ▲HDG 1090 Q235 3.0”

8lb

40
0.203        

6”x6”x3/8   
1031-PS      304sst 1090-S  316sst

∆ 8 CRA-PT8
1035-PG HDG 1091 Q235 3.0”

36lb

▲16”x16”x 3/8”                  
52 Bolt Hole

 1035-PS                                                                 304sst 1091-S  316sst

∆ 12 CRA-PT12
1032-PG  ▲HDG 1091 Q235 3.0”

41lb1032-PS           304sst 1091-S 316sst

∆ 18 CRA-PT18
1033-PG   ▲HDG 1091 Q235 3.0”

46lb1033-PS      304sst 1091-S 316sst

∆ 24 CRA-PT24
1042-PG HDG 1091 Q235 3.0”

50lb1042-PS        304sst 1091-S 316sst

∆ 30 CRA-PT30
1025-PG      HDG 1091 Q235 3.0”

66lb  12”x12”x 5/8”        
4-8 Bolt Hole

1025-PS           304sst 1091-S 316sst

∆ 36 CRA-PT36
1026-PG       HDG 1091 Q235 3.0”

79lb
80

0.2761026-PS           304sst 1091-S 316sst



SST Threaded 
Vent Hole Plug

No.1091 Cast Steel 
Pass-Thru Top

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Pass-Thru Top Riser Material

No. Type O.D/wt. Sch

8 RPT-8                                          1043-PG     HDG 1091 Q235 3.0”
4.6lb

40
0.203        

1043-PS                                                                 304sst 1091-S  316sst

12 RPT-12                 
1044-PG   HDG 1091 Q235 3.0”

6.9lb1044-PS           304sst 1091-S 316sst

18 RPT-18                   
1045-PG  HDG 1091 Q235 3.0”

10.4lb1045-PS      304sst 1091-S 316sst

24 RPT-24                  
1046-PG HDG 1091 Q235 3.0”

17lb1046-PS        304sst 1091-S 316sst

30 RPT-30                   
1047-PG       HDG 1091 Q235 3.0”

22lb1047-PS           304sst 1091-S 316sst

36 RPT-36          
1048-PG        HDG 1091 Q235 3.0”

26lb
80

0.2761048-PS           304sst 1091-S 316sst

Commercial Roof Anchors • RPT Risers

Specifications 
• Use only for Horizontal Lifeline intermediate anchor.
• 5,000lb Min. Tensile Strength
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized, (HDG), 304sst  or 316sst
• SST vent hole plug
• 3rd party engineering by DH Glabe & Assoc. 
  Report available upon request
• SAS HLL system engineering
• Custom anchors available. Contact SAS Sales Team

RPT Pass-Thru Field Weld Risers    
Field weld version of the CRA-PT. Specified for use with horizontal lifeline 
systems (HLLS) as intermediate anchor points that support a 3/8”d. HLL wire 
rope (cable). Spacing between anchors is 20-30ft  w/HLL lengths up to 
120ft. Pass-Thru tops are designed for use with connector rings 
No. 5010-SM allowing travel between anchors along the entire 
length of the HLL cable. 
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Compatible HLL end Anchors
CRA, CRZ, and CRA-4 

Do not proof load Pass-Thru tops               
Note 1: Field welded risers cannot be foam filled prior to welding. 
              PID label supplied for installation after field welding.



3.0” o.d.

Commercial Threaded Cap Anchors • CTT

CTT Anchors with Threaded Riser Cap
CTT anchors are designed to accept PPE bolt attached components mfg. 
by Super Anchor Safety, HVAC and other roof mounted equipment. 
Another SAS exclusive feature is our 1.0” thick riser cap with a 
water stopper plate that prevents moisture from entering the 
riser through the bolt hole. Specified for use with a 5/8”-11 
attachment bolt. Ideal multi-use permanent anchor for 
applications that require PPE to be removed when not in 
use. Custom base plate and bolt hole sizes are available. 

Specifications
• Min. Tensile Strength 5,000lb
• 5/8”-11x1.0” Riser Cap w/Water Stopper Plate
• Compatible with No.1028  Swivel-D, No.1090-SSA and No.1090-SSG Loop Tops  
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized, 304sst or 316sst
• No.2022 40pc fastener pack 52 hole base plate models only.
• Foam Filled Riser
• May be engineered for HVAC attachments and non-fall protection uses.
• Custom anchors available. Contact SAS Sales Team 

Certification/Compliance
CTT are fabricated using the same design and 
material specifications as our CRA anchors.
ANSI Z359.18-17 type A
OSHA 1926.502
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Foam Filled Riser

No.1028 Swivel-D 

5/8”-11 Threaded Riser Cap 

Water Stopper Plate

 1.0”

SST Threaded 
Vent Hole Plug

Max. on site proof load, 2,500lb 
 May be attached with SAS specified screws.

∆  Bolt attached, concrete embedment or field weld.  
▲ 52 bolt hole base plates include 40pc 2-1/2” hex head screws for
    installation thru wood and Type B metal decking min. 22ga thickness. 
Note 1: Bolt attached accessories or equipment not supplied by SAS 
               may require engineering by others.
Note 2: Specify grade 5 or 8 cap screws for structural applications. 

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material Riser

Sch Base Plate
Type O.D/wt.

∆ 8 CTT-8          
1480-G         HDG 3.0”

36lb

40
0.203        

▲ 16”x16”x3/8”
52 Hole

1480-S                                                                        304sst

∆ 12 CTT-12        
1481-G       HDG 3.0”

41lb1481-S              304sst

∆ 18 CTT-18        
1482-G         HDG 3.0”

46lb1482-S            304sst

∆ 24 CTT-24         
1483-G       HDG 3.0”

64lb

80
0.276

12”x12”x5/8”
4-8 Bolt Hole

1483-S           304sst

∆ 30 CTT-30        
1484-G             HDG 3.0”

79lb1484-S               304sst

∆ 36 CTT-36        
1485-G            HDG 3.0”

96lb
12”x12”x3/4”  
4-8 Bolt Hole1485-S                 304sst

ANSI Z359.18  CertificationNew

Improved Threaded 
Riser Cap Design 

10,000lb Tensile Strength 
Grade 5 cap screw

 w/horizontal load applied
     

5/8”-11 
Attachment 
Bolt

▲ 52 Bolt Hole Base Plates
Max. Riser Height 18”



▲ 5/8”-11 Threaded Riser Cap 

Water Stopper Plate

 1.0”

Commercial Threaded CAP • RTT Risers

RTT Field Weld Risers with Threaded 
Riser Cap

8

www.superanchor.com    1-855-301-4575

▲ No.1028 Swivel-D

5/8”x3/4” 

RTT anchors are the field weld version of the CTT 
and accept all the same SAS mfg. PPE bolt 
attached devices. Custom size threaded 
cap bolt holes are available. 

Specifications
• 5,000lb min. tensile strength
• 5/8”-11 Riser Cap Threaded Bolt Hole.
• 1.0” Thick Cap w/Water Stopper Plate 
• Compatible with No.1028  Swivel-D, No.1090-SSA 
   and  No.1090-SSG Loop Tops  
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized, (HDG), 304sst or 316sst
• May be engineered for HVAC attachments 
   and non-fall protection uses.
• Custom anchors available. Contact SAS Sales Team 

Certification
RTT are fabricated using the same design
and material specifications as our RLT anchors.
ANSI Z359.18-17 type A
OSHA 1926.502

No.1090-SSA 316sst
Loop Top Fixture

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material Riser

SchType O.D/wt.

8 RTT-8          
1450-G         HDG 3.0”

4.6lb

40
0.203        

1450-S                                                                        304sst

12 RTT-12        
1451-G       HDG 3.0”

6.9lb1451-S              304sst

18 RTT-18        
1452-G         HDG 3.0”

10.4lb1452-S            304sst

24 RTT-24         
1453-G       HDG 3.0”

17lb

80
0.276

1453-S           304sst

30 RTT-30        
1454-G             HDG 3.0”

22lb1454-S               304sst

36 RTT-36        
1455-G            HDG 3.0”

26lb1455-S                 304sst

ANSI Z359.18  CertificationNew

Improved Threaded 
Riser Cap Design 

3.0” o.d.

5/8”-11
Attachment

Bolt

SST 
Threaded
Vent Hole 

Plug

1-3/8”
i.d. 

10,000lb Tensile Strength 
Grade 5 cap screw w/horizontal 

load applied
     

Max. on site proof load, 2,500lb 
▲ Custom bolt hole sizes may be specified
▲ No.1028 is Q/A tested to pass a 10,000lb horizontal load. 
    CSA certified SAS factory test equipment. 
Note 1: Bolt attached accessories or equipment not supplied by SAS may require 
               engineering by others.
Note 2: Specify grade 5 or 8 cap screws for structural applications. 
Note 3: Field welded risers cannot be foam filled prior to welding. PID label supplied
               for installation after field welding.



Commercial Roof Anchors • CRZ Z-Purlin

CRZ Z-Purlin Roof Anchors
SAS exclusive using our CRA design, the CRZ fits most common size Z-Purlins 
used in steel building and commercial building structures. The bolt through 
attachment provides a very strong connection point allowing the CRZ to be 
used for single person PPE, Horizontal Lifeline Systems (HLL) and Window 
Washing. Pre-drilled purlin blocking is sized to fit all standard Z purlins.

Specifications
• 5,000lb min. tensile strength 
• Hot Dip Galvanized (HDG), 304sst or 316sst
• SST threaded vent hole plug
• 18-8sst attachment bolts
• Foam filled riser 
• Loop Top A/B orientation for HLL installations
• Pre-drilled No. 2049 blocking optional
• Master Flash No. 2050 optional
• Custom riser heights available. Contact SAS Sales Team

CRZ-A
Loop Top Orientation
Parallel with Ridge

CRZ-B
Loop Top Orientation
Perpendicular to ridge

Z-Purlin

No.1090 Cast Steel 
Loop Top 1-3/8” i.d. 

Wood 
Beam

9
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Certification/Compliance
• ANZI-Z359.18-17 Type A/T 
• OSHA 1926.502
• Window Washing ICWA 1-14.1

Max on site proof load 2,500lb
▲ Stock part 
Note 1: Standard models max. top flange width 3-3/4”  
              w/min. purlin web depth 6.0” 

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Loop Top Riser Material

No. Type O.D/wt. Sch

6 CRZ-6A           
1126-6A                     ▲HDG 1090 Q235

3.0”
15lb

40
0.203        

 1126-6AS                                                                 304sst 1090-S  316sst 

6 CRZ-6B          
1126-6B                  HDG 1090 Q235

1126-6BS                  304sst 1090-S 316sst

12 CRZ-12A          
1126-12A                  HDG 1090 Q235

3.0”
18lb

40
0.203

1126-12AS           304sst 1090-S 316sst

12 CRZ-12B          
1126-12B               HDG 1090 Q235

1126-12BS             304sst 1090-S 316sst

SST Threaded 
Vent Hole Plug

3/8” Thick
Base Plate 

Foam Filled Riser



Commercial Roof Anchors • CRZ Z-Purlin

CRZ Z-Purlin Anchors with Pass-Thru Tops
Designed for use with 3/8” wire rope horizontal lifeline systems (HLLS), Pass-Thru tops (PT) allow a 
connector ring to move from one side of the PT top to the other side. This feature provides a 100% 
tie-off along the entire length of the HLLS.  PT tops are oriented for the direction of the HLL using 
models AP or BP and require CRZ A or B models to be used as HLL end anchors. PT tops are not 
specified for personal fall protection (PPE) anchors. 

Specifications
• 5,000lb min. tensile strength 
• Hot Dip Galvanized (HDG), 304sst or 316sst
• SST threaded vent hole plug
• 18-8sst attachment bolts
• Foam filled riser 
• Loop Top A/B orientation for HLL installations
• Pre-drilled No.2049 blocking optional
• Master Flash No.2050 optional
• Custom riser heights available. Contact SAS Sales Team

CRZ-BP
Pass-Thru Top 
Orientation
Perpendicular 
to Ridge

CRZ Accessories
Part No.   Part Name                               Material wt/lb           

2048      Replacement Bolt Pack     
2pc 3/8”x5” w/lock nut      

2pc 3/8”x1-1/4” w/lock nut     
18-8sst .5            

2049 Z-Purlin Wood Block       
2pc 1-1/2” WS Screws                     

Hem/Fir
4”x5”x6” 2

2050 Master Flash 10”x10”                35yr  
Black EPDM                            

 
1           

No.2048 CRZ Bolt Pack

No.2050 
Master Flash™ 

WS 
Screws

No.2049 Z-Purlin 
Wood Block

CRZ with 
Blocking 
Installed
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CRZ-AP
Pass-Thru Top  
Orientation
Parallel with 
Ridge

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Loop Top Riser Material

No. Type O.D/wt. Sch

6 CRZ-6AP           
1126-6AP                     HDG 1091 Q235

3.0”
15lb

40
0.203        

 1126-6APS                                                                 304sst 1091-S  316sst

6 CRZ-6BP          
1126-6BP                  HDG 1091 Q235

1126-6BPS                  304sst 1091-S 316sst

12 CRZ-12AP          
1126-12AP                  HDG 1091 Q235

3.0”
18lb

40
0.203

1126-12APS           304sst 1091-S 316sst

12 CRZ-12BP        
1126-12BP               HDG 1091 Q235

1126-12BPS             304sst 1091-S 316sst

Do not proof load Pass-Thru tops. 
Note 1: Standard models max. top flange width 3-3/4” w/min. purlin web depth 6.0” 

3/8” Thick
Base Plate Foam Filled Riser

SST Threaded 
Vent Hole Plug

No.1091 Cast Steel 
Pass-Thru Top



2,500lb max. on site proof load. 
Note 1: CRO anchors are specified for bolt, concrete embedment or field weld attachment 
               to the supporting structure.  
Note 2: Backer plates may be required for installation. 

Commercial Roof Anchors • CRO

11

www.superanchor.com    1-855-301-4575

Compliance
ANSI Z359.18-17 Type A/T*
Window Washing: ANSI/IWCA 1-14.1
CAL-OSHA Title 8
OSHA 1926.502 
*Request CRO Intertek 2019 Lab Report

No.1093 
Cast Steel Loop Top2.0” i.d.

Bolt Holes

Foam 
Filled 
Riser

Standard
4 Bolt Hole 
Base Plate

SST 
Threaded 
Vent  Hole 

Plug

One of the strongest engineered anchor designs available
our CAL-OSHA anchors have zero deformation with a 5,000lb 
load applied to the loop top at any angle. 3rd party certified, 
tested and engineered to comply with CAL-OSHA Title 8 
requirements. Our 2.0”i.d. cast steel loop top has a min. tensile 
strength of 20,000lb. Choose from pre-engineered designs or 
custom fabrication. CRO anchors are mfg. in the USA 

Specifications
• Min. Tensile Strength 5,000lb
• No.1093 Q345 and No.1093-S 316sst loop tops 
   tensile strength rating of 20,000lb* 
• Stainless Steel vent hole plug
• Hot Dip Galvanized (HDG), 304sst or 316sst
• Foam filled riser
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team

CRO CAL-OSHA Compliant Anchors

Specified Use  
• Window Washing
• Single Person PPE
• HLL Systems

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Loop Top Riser Material

Base Plate
No. Type O.D/wt. Sch

8 CRO-8
1400-G     HDG 1093 Q345 4.5”                       

38lb
        

80
0.276

12”x12”x5/8”
 1400-S                                                                 304sst 1093-S  316sst

12 CRO-12
1401-G  HDG 1093 Q345 4.5”

49lb 12”x12”x3/4”
1401-S        304sst 1093-S 316sst

18 CRO-18
1402-G  HDG 1093 Q345 4.5”

66lb 12”x12”x1.0”1402-S      304sst 1093-S 316sst

24 CRO-24
1403-G HDG 1093 Q345 4.5”

79lb
12”x12”x1-1/8”

1403-S        304sst 1093-S 316sst

30 CRO-30
1404-G      HDG 1093 Q345 4.5”

137lb XX
0.674

12”x12”x1-1/4”1404-S         304sst 1093-S 316sst

36 CRO-36
1405-G      HDG 1093 Q345 4.5”

158lb 12”x12”x1-3/8”
1405-S           304sst 1093-S 316sst

ANSI Z359.18  CertificationNew

4.5”o.d.
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Commercial Roof Anchors • CRR Risers

CRR are the field welded version of our CRO anchor  
and comply to the same certification and compliance 
standards. Rated for window washing, single person 
PPE or HLL systems. Choose from pre-engineered or 
custom designs. CRR risers are mfg. in the USA 

CRR CAL-OSHA Compliant 
Field Weld Risers

2,500lb max. on site proof load.     
Note 1: Field welded risers cannot be foam filled prior to welding. 
          PID label supplied for installation after field welding.
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Compliance
ANSI Z359.18-17 Type A/T*
Window Washing: ANSI/IWCA 1-14.1
CAL-OSHA Title 8
OSHA 1926.502 
*Request CRO Intertek 2019 Lab Report

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Loop Top Riser Material

No. Type O.D/wt. Sch

8 CRR-8
1201-G     HDG 1093 Q345 4.5”                       

16lb
        

80
0.337

 1201-S                                                                 304sst 1093-S  316sst

12 CRR-12
1202-G  HDG 1093 Q345 4.5”

19lb1202-S        304sst 1093-S 316sst

18 CRR-18
1203-G  HDG 1093 Q345 4.5”

30lb1203-S      304sst 1093-S 316sst

24 CRR-24
1204-G HDG 1093 Q345 4.5”

38lb1204-S        304sst 1093-S 316sst

30 CRR-30
1205-G      HDG 1093 Q345 4.5”

81lb XX
0.674

1205-S         304sst 1093-S 316sst

36 CRR-36
1206-G      HDG 1093 Q345 4.5”

93lb1206-S           304sst 1093-S 316sst

No.1093 
Cast Steel Loop Top2.0” i.d.

SST 
Threaded 
Vent Hole 

Plug

4.5”o.d.

ANSI Z359.18  CertificationNew

Specifications
• Min.Tensile Strength 5,000lb
• No.1093 Q345 and No.1093-S 316sst loop tops 
   tensile strength rating of 20,000lb*
• Stainless Steel vent hole plug
• Hot Dip Galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team 



Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Pass-Thru Top Riser Material

Base Plate                                                                                                                                           
No. Type O.D/wt. Sch

8 CRO-PT8                                                1400-PG            HDG 1091 Q235 4.5”                                                                                                    
42lb

80
0.337        

12”x12”x5/8”                                 
4-Bolt Hole

1400-PS                                                                       304sst 1091-S  316sst

12 CRO-PT12                     
1401-PG         HDG 1091 Q235 4.5”                                                                                                    

49lb1401-PG                 304sst 1091-S 316sst

18 CRO-PT18                       
1402-PG         HDG 1091 Q235 4.5”                                                                                                    

59lb1402-PG            304sst 1091-S 316sst

24 CRO-PT24                      
1403-PG        HDG 1091 Q235 4.5”                                                                                                    

69lb1403-PG               304sst 1091-S 316sst

30 CRO-PT30                       
1404-PG            HDG 1091 Q235 4.5”                                                                                                    

80lb1404-PG                 304sst 1091-S 316sst

36 CRO-PT36              
1405-PG            HDG 1091 Q235 4.5”                                                                                                    

95lb
12”x12”x 3/4”          

4-Bolt Hole1405-PG                  304sst 1091-S 316sst

Commercial Roof Anchors • CR0-PT 

Specifications 
• Use only for Horizontal Lifeline intermediate anchor.
• 5,000lb Min. Tensile Strength
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized (HDG), 304sst or 316sst
• Foam filled riser
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• SAS HLL system engineering
• Custom anchors available. Contact SAS Sales Team

CRO-PT Pass-Thru Anchors   
Specified for use with horizontal lifeline systems (HLLS) 
as intermediate anchor points that support a 3/8”d. HLL 
wire rope (cable). Spacing between anchors is 20-30ft 
w/HLL lengths up to 120ft. Mfg. with No.1091 Pass-Thru tops
designed for use with connector rings No. 5010-SM 
allowing travel between anchors along the entire length 
of the HLL cable. CRO-PT are mfg. for use with CRO HLL 
systems that require matching 4.5”o.d. riser dimensions.  
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Compatible HLL 
end Anchors
CRO and CRO-4 

Do not proof load Pass-Thru tops
Note 1: Requires bolt, concrete embedment or field weld attachment to supporting structure.
Note 2: Backer plates may be required for installation.

SST 
Threaded 
Vent Hole 
Plug

No.1091
Cast Steel 
Pass-Thru Top

4.5”o.d.
Riser

Foam Filled 
Riser

Standard
4-Bolt Hole
Base Plate



SST 
Threaded 
Vent Hole 
Plug

No.1091 Cast 
Steel Pass-Thru 
Top

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Pass-Thru Top Riser Material

No. Type O.D/wt. Sch

8 CRR-PT8                                                1201-PG            HDG 1091 Q235 4.5”                                                                                                    
17lb

80
0.337        

1201-PS                                                                       304sst 1091-S  316sst

12 CRR-PT12                     
1202-PG         HDG 1091 Q235 4.5”                                                                                                    

21lb1202-PG                 304sst 1091-S 316sst

18 CRR-PT18                       
1203-PG         HDG 1091 Q235 4.5”                                                                                                    

29lb1203-PG            304sst 1091-S 316sst

24 CRR-PT24                      
1204-PG        HDG 1091 Q235 4.5”                                                                                                    

37lb1204-PG               304sst 1091-S 316sst

30 CRR-PT30                       
1205-PG            HDG 1091 Q235 4.5”                                                                                                    

44lb1205-PG                 304sst 1091-S 316sst

36 CRR-PT36              
1206-PG            HDG 1091 Q235 4.5”                                                                                                    

52lb1206-PG                  304sst 1091-S 316sst

Commercial Roof Anchors • CRR-PT Risers  

Specifications 
• Use only for Horizontal Lifeline intermediate anchor.
• 5,000lb Min. Tensile Strength
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized (HDG), 304sst or 316sst
• SST vent hole plug
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• SAS HLL system engineering
• Custom anchors available. Contact SAS Sales Team

CRR-PT Pass-Thru Field Weld Risers   
Field weld version of the CRO-PT specified for use with 
horizontal lifeline systems (HLLS) as intermediate anchor 
points that support a 3/8”d. HLL wire rope (cable). Spacing 
between anchors is 20-30ft w/HLL lengths up to 120ft. Mfg. 
with No.1091 cast steel Pass-Thru tops designed for use with 
connector rings No. 5010SM allowing travel between anchors 
along the entire length of the HLL cable. CRR-PT are mfg. 
for use with CRO HLL systems that require matching 
4.5” o.d. riser dimensions

14

www.superanchor.com    1-855-301-4575

Compatible HLL end Anchors
CRO and CRO-4 

Do not proof load Pass-Thru anchors      
Note 1: Field welded risers cannot be foam filled prior to welding. 
               PID label supplied for installation after field welding.

4.5”o.d.



Same base plate and riser specifications as our CAL-OSHA models.
Features a 1” thick threaded riser cap with a waterproof bolt hole stopper. 
The threaded riser cap is ideal for attaching permanent or removable PPE 
fall protection anchors and bolt attached structures.
Choose from pre-engineered designs or custom fabrication. 
Mfg. in the USA. 

Specifications
• Min. Tensile Strength 5,000lb
• 5/8”-11x1.0” Riser Cap w/Water Stopper Plate
• Compatible with No.1028 Swivel-D, No.1090-SSA 
   and No.1090-SSG Loop Tops  
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized (HDG), 304sst or 316sst
• Foam Filled Riser
• May be engineered for HVAC attachments 
   and non-fall protection uses.
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team

Standard 4 Bolt Hole 
Base Plate

5/8”-11 Attachment
Bolt 

Foam Filled 
Riser

SST Threaded 
Vent  Hole Plug

10,000lb Tensile Strength 
Grade 5 cap screw

 w/horizontal load applied
     

Max. on site proof load 2,500lb
▲ Custom bolt hole sizes may be specified
▲ No.1028 is Q/A tested to pass a 10,000lb horizontal load. 
    CSA certified SAS factory test equipment.
Note 1: Bolt attached accessories or equipment not supplied by SAS
               may require engineering by others.  
Note 2: Specify grade 5 or 8 cap screws for structural applications. 

Commercial Roof Anchors • CRO-TR
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Compliance
ANSI Z359.18-17 Type A/T*
OSHA 1926.502 
*Request CRO Intertek 2019 Lab Report

CRO-TR™ Threaded Top Anchor

Improved Threaded 
Riser Cap Design 

▲5/8”-11 Threaded Riser Cap 

Water Stopper Plate

 1.0”

No.1028 
▲Swivel-D 

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Riser Material

Base Plate
O.D/wt. Sch

8 CRO-TR8     
1486-G     HDG 4.5”                       

38lb
        

80
0.337

12”x12”x 5/8”
 1486-S                                                                 304sst

12 CRO-TR12   
1487-G  HDG 4.5”

49lb
12”x12”x 3/4”

1487-S        304sst

18 CRO-TR18   
1488-G  HDG 4.5”

66lb 12”x12”x 1.0”1488-S      304sst

24 CRO-TR24   
1489-G HDG 4.5”

79lb
12”x12”x 1-1/8”

1489-S        304sst

30 CRO-TR30     
1490-G      HDG 4.5”

137lb XX
0.674

12”x12”x 1-1/4”1490-S         304sst

36 CRO-TR30     
1491-G      HDG 4.5”

158lb
12”x12”x 1-3/8”

1491-S           304sst
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Max. on site proof load 2,500lb
▲ Custom bolt hole sizes may be specified
▲ No.1028 is Q/A tested to pass a 10,000lb horizontal load. 
    CSA certified SAS factory test equipment
Note1: Bolt attached accessories or equipment not supplied by SAS
              may require engineering by others.     
Note 2: Specify grade 5 or 8 cap screws for structural applications.
Note 3: Field welded risers cannot be foam filled prior to welding. 
              PID label supplied for installation after field welding.

Commercial Roof Anchors • CRR-TR Risers
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Compliance
ANSI Z359.18-17 Type A/T*
OSHA 1926.502 
*Request CRO Intertek 2019 Lab Report

CRR-TR Field Weld Riser 
with Threaded Cap

Request Unit Pricing
Riser

Height
Part

Name Part No.
Material

Type
Riser Material

O.D/wt. Sch

8 CRR-TR8     
1492-G     HDG 4.5”                       

16lb
        

80
0.337

 1492-S                                                                 304sst

12 CRR-TR12   
1493-G  HDG 4.5”

19lb1493-S        304sst

18 CRR-TR18   
1494-G  HDG 4.5”

30lb1494-S      304sst

24 CRR-TR24   
1495-G HDG 4.5”

38lb1495-S        304sst

30 CRR-TR30     
1496-G      HDG 4.5”

91lb XX
0.674

1496-S         304sst

36 CRR-TR30     
1497-G      HDG 4.5”

93lb1497-S           304sst

5/8” Attachment Bolt 

SST Threaded 
Vent  Hole Plug

Improved Threaded 
Riser Cap Design 

4.5”o.d.

▲5/8”-11 Threaded Riser Cap 

Water Stopper Plate

 1.0”

Loop Top Fixtures

No.1090-SSA 
Stud Bolt Loop Top

316sst
1-3/8” i.d.     

No.1093-SSA 
Stud Bolt Loop Top

316sst
2.0” i.d.     

No.1028
▲Swivel-D

10,000lb Tensile Strength 
Grade 5 cap screw

 w/horizontal load applied
     

CRR-TR anchors are the field weld version of the CRO-TR. 
The threaded riser cap is ideal for attaching permanent or 
removable PPE fall protection anchors and bolt attached 
structures. Mfg. in the USA   

Specifications
• 5,000lb min. tensile strength
• 5/8”-11 Riser Cap Threaded Bolt Hole.
• 1.0” Thick Cap w/Water Stopper Plate 
• Compatible with No.1028 Swivel-D, No.1090-SSA, 
   No.1093-SSG Cast Steel Loop Tops. 
• SST Threaded Vent Hole Plug
• Hot Dip Galvanized (HDG), 304sst or 316sst
• May be engineered for HVAC attachments 
  and non-fall protection uses.
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team



Use
Rating

Part
Name

SAS
Part No.   

Material
Type

Top Fixture

No. Type

PPE   D-Plate ▲1038 Red Powder Forged D-Ring     

WW
PPE
HLL

∆D-Plate     
 1-3/8”            

i.d       

▲1037-G     HDG 1090 Q235

1037-S 304sst 1090-S 316sst

HLL
Interm.

∆D-Plate         
Pass-Thru      

1037-PG HDG 1091 Q235

1037-PS 304sst 1091-S 316sst

WW
PPE
HLL

∆ D-Plate         
2.0”            
i.d 

▲1301-G HDG 1093 Q345

1301-S 304sst 1093-S 316sst

Backer 
Plate

▲1039-R Raw Steel Requires 4 ea.
1/2”d. attachment 
bolts and lock nuts. 

▲1039-G HDG

1039-S 304sst
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Commercial D-Plate Anchors

Specifications
• Ideal for CMU block walls 
• Bolt attach, concrete embedment or field weld
• Standard models 6”x6”x 3/8” base plates avg.wt 5lb.
• Hot Dip Galvanized (HDG), 304sst or 316sst
• Attachment bolts not included but may be 
   supplied separately.
• Custom size base plates available. 
   Contact SAS Sales Team

Compliance
Models No.1037 and No.1301
• ANSI Z359.18-2017 Type A/T*
• ANSI/IWCA Window Washing
• OSHA 1926.502
• Model No.1301 CAL-OSHA Title 8

Cast Loop Tops Rated for Lifting
Contact SAS sales team for details 

▲ Stock Part
  Single Person PPE 

 ∆  Horizontal Lifeline intermediate anchors only. 
▲ Do not proof load Pass-Thru tops.
 ∆  No permanent deformation with 5000lb load in any 
     direction maximum on site proof load 2,500lb
     

∆ No.1301
No.1093 Cast Steel 
Loop Top CAL-OSHA  
2.0” i.d. 

No.1037-P
No.1091 Cast Steel 

▲Pass-Thru Top
Use with 3/8”d.
HLL Wire Rope

No.1039
Backer Plate

3/8”

9/16”d     

 6.0” 

 6.0” 

No.1038
Forged D-Ring Red 

Powder Coating

Concrete Embedment
Great Livestock Tether 
Field Tested for Q/A

CMU Block Walls

Wood 
Framing

SAS 
Value™ 
Lifeline

70lb 
Landscape Block

www.superanchor.com    1-855-301-4575

New

Cow sold separately

            ANSI Z359.18 Certification
These low profile fall protection anchors may be installed onto wood framing, concrete and 
CMU block walls, concrete embedded or field welded to structural steel. Use for single 
person PPE, HHL Systems ,Window Washing and hoisting where specified. No.1037 
and  No.1301 models mfg. with our high strength 3rd party engineered cast steel 
and pass-thru loop tops. ∆ No.1037 

No. 1090 Cast Steel
 Loop Top 
1-3/8” i.d.
   



Commercial Vault Anchors

CRV Sub-Surface Anchors
A SAS exclusive, CRV-Vault anchors are designed for flush mount in-
stallation onto vertical walls. Installations over flat surfaces and walking 
decks are made possible with a 100% waterproof thermal-plastic coating 
and 1/2” threaded drain hole. Specified for window washing, PPE tie-off 
and wall mount horizontal lifeline systems.

CRV-A Model   
Model No.1603-TP with Yellow Thermo-Plastic Coating

www.superanchor.com    1-855-301-4575

1-3/8” i.d. sst Cast Loop Top 

Compliance
ANSI-Z359.18-17  Type A/T
ANSI/IWCA Window Washing 
CAL-OSHA Title 8 
OSHA 1926.502
DH Glabe 3rd party engineering

Model Options 
• CAL-OSHA compliant 
   2.0” i.d. loop top
• CMU block wall models
• Corner bolt holes
• 316sst cast loop tops
• Custom drain hole sizes
• Thermal plastic color choices

Part
Name

 Attachment
Specifications

Material
Type

 SAS
Part No. 

Top  Fixture

No. Type

CRV-A
Factory
Welded

1/2” Hex Nuts

HDG 1603-G
1090 Q-235

Thermal Coat 1603-TP

304sst 1603-S 1090-S 316sst

CRV-B
9/16”
Corner

Bolt Holes

HDG 1604-G
1090 Q-235

Thermal Coat 1604-TP   

304sst 1604-S 1090-S 316sst

9/16” Bolt Holes

▲CAL-OSHA Vaults with 2.0”i.d Loop Tops

CCRV-A
Factory
Welded

1/2” Hex Nuts

HDG 1605-G
1093 Q-345

Thermal Coat 1605-TP

304sst 1605-S 1093-S 316sst

CCRV-B
9/16”
Corner

Bolt Holes

HDG 1606-G
1093 Q-345

Thermal Coat 1606-TP   

304sst 1606-S 1093-S 316sst

Max. on site proof load 2,500lbs
▲No permanent deformation with a 5,000lb load applied 
in any direction to the loop top.

Vault Backer Plates with 4ea 9/16” 
Corner Holes

Part Name Part No. Material Dimension

CRV-BP

1607-R A-36 uncoated

14”x14”x3/8”1607-G Galvanized

1607-TP Thermal Coat

1607-S 304sst

1/2”d. Welded 
Bolt  Nuts

CMU Block 
Walls

Concrete
Embedment Wood Framing

CRV-B
Model No.1604-G

Framing w/Backer Plate

Vault Backer Plate
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No.1090 Cast Steel Loop Top 

Vaults with 1-3/8”i.d. Loop Tops



1/2”x2.0”
Hex Bolts w/
Flat Washers

5-7/16”x5-7/16”x3/8” 
Base Plate

Backer Plate

1/2”
Threaded Bolt Holes

Receiver Bolt 
Adjusts up
or Down

Threaded
Bolt Hole

Shown with 3/4” 
Plywood Substrate

Finished Surface

Removable 
No.1090-SSA 
316sst Loop Top 

PID Label

Factory Applied 
Red Oxide 
Coating

Receiver-
Bolt

Thickness

    3/16”

Commercial Sub-Surface Anchors

No.1305-SSA™ Sub-surface Anchor pat-pending 
Another SAS exclusive design, the No.1305-SSA anchor base and backer
plate are installed below the finished surface allowing only the receiver 
bolt to be visible. The adjustable bolt provides for a wide range of substrate 
thicknesses. SAS compatible PPE devices are threaded into the receiver 
bolt to provide fall protection for window washers, maintenance workers 
and elevator service personnel.  When not in use the receiver is 
concealed with our low profile chrome plated steel cover. 
The ideal fall protection solution for exterior 
and interior installations.

www.superanchor.com    1-855-301-4575

Specifications 
• 5,000lb min. tensile strength
• Primer coated steel 
• Concrete decks, balconies and tilt walls 
• Wood or steel framing
• Exterior and interior walls
• Floors with all types of coverings
• Elevator exterior and interior walls

Adjustment Bolt Slab Depths     

Part No. 
Adjustment
Bolt Length

Slab Depth/Inches

Min. Max.

1305-3 3.0” 1.0” 2.0”

1305-5 5.0” 2.0” 4.0”

1305-X Custom Specify Slab Depth

2-1/2”d. Hex Nut 
Access Hole

 No.1090-SSA 
Bolt Attached 

Cast Steel
  Loop Top

Cover Plate Installs
and Removes with a 

5/16” hex key

2-1/2”d.

Durable Low Profile Cover Plate

1/2” Thread 
Depth

Compliance
ANSI Z359.1 / OSHA 1926.502

Product

New

www.superanchor.com    1-855-301-4575

19

Ordering Information
No.1305-SSA Complete Kit    
Stock Part 

Optional PPE Anchor
No.1028 Swivel-D may be used as a 
temporary anchor. Order separately.
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Commercial Sub-Surface Anchors

a) 1ea 5/8”x1.0” Grade 5 Temporary Bolt*   
b) 1ea No.1305-3  3.0” Adjustable Receiver Bolt
c) 1ea No.1305-5  5.0” Adjustable Receiver Bolt 
d) 1ea 1.0”Grade 8  Hex Nut
e) 1ea No.1090-SSA 316sst PPE Cast Steel Loop Top
 f) 1ea No.1305-RC Chrome Steel Cover Plate
g) 4ea 1/2”x2.0” Grade 8 Hex Bolts w/Washers
h) 1ea No.1307 Base Plate 5-7/16”x5-7/16”x 3/8”
 i) 1ea No.1308 Backer Plate 5-7/16”x5-7/16”x 3/8” 
 j) 1ea No.1305-DT Adhesive Back Drill Template

*Temporary bolt is used to protect the
inner adjustable receiver  bolt threads 
during construction and concrete pour.
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a)

b)

d)

e)f )

j )

3.0”

5.0”

5/8”x3/4”

1-3/8” i.d.

Examples of Finished Surfaces

SAS Compatible PPE 
Components

No.1028 
Swivel-D

No.1215 
SRL Universal 
Holder

No.2990-A TossR™ Mini-SRL

Carpeting                Vinyl                  Concrete               Wood                       Wall Mounted
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No.1305-SSA™ Package Contents h)

i)

c)

g)



Cast Loop Top Fixtures 
The same cast steel loop tops used for our commercial CRA, CRO and D-plate anchors. 

Specifications 
• 3rd party certification and engineering.
• No.1093 GB/SB bolt-thru models are rated
   for window washing, HLL systems and lifting. 
• Hot Dip Galvanized (HDG), or 316sst
• No.1090 min. tensile strength 10,000lb
• No.1093 min. tensile strength 20,000lb

Note: Top fixtures are not sold 
as components for anchor 
fabrication by others. 

Compliance
ANSI Z359.18-17 Type A/T
ANSI/IWCA 1-14.1

Commercial Anchors • Loop Top Fixtures
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Custom Fabrication 
Custom length stud bolts and 
attachment bolts are available 
in grade 5, 8, 18-8sst and 
grade 5 all thread. 

No.1093-GB
Bolt-Thru

3/4” Off-set 
Bolt Hole

All thread 

No.1091-GBS
Pass-Thru Top

Use only 
for HLL

3/8” 
wire rope

3/8”

1-3/8”i.d.

 5/8”

5/8”-11 
Grade 
5 stud

2.0”
Length

No.1093-SBS
Stud Bolt

2.0”i.d.

 5/8”

5/8”-11 
Specify 

Stud 
Length

No.1093-GB
Bolt-Thru

2.0”i.d.

5/8”-11 
Specify 

Stud 
Length

Fasteners 
Stud Bolt models are supplied with lock nuts
and flat washers. Bolt-thru models require the
bolt length to be specified by the customer. 

2-5/8”o.d

Stamp Marks
• Date of mfg.
• SAS part no.
• Min. tensile strength
• Lot no. 
• ANSI standard 

No.1090-SBS
316sst Loop Top

Request Unit Prices
  Part No. Material Type i.d.

▲1090-GBS   HDG Q235     Stud Bolt     
5/8”x2.0”

1-3/8”         

▲1090-SBS    316 sst           

▲1090-SSG    HDG Q235     Stud Bolt                
5/8”x3/4”▲1090-SSA    316 sst           

1091-GBS   HDG Q235     
Stud Bolt               
5/8”x2.0”                                                                                                                          

1091-SBS        316 sst     

▲1093-GB   HDG Q345     
Bolt-Thru                       

5/8”x Specify 

2.0”                
▲1093-SB   316 sst     

1093-GBS  HDG Q345     Stud Bolt          
5/8”x Specify  

1093-SBS  316 sst     

Max. on site proof load 2,500lb
▲Stock Part
Note 1: Stud bolts are grade 5 only. 



Commercial Roof Anchor Backer Plates

Backer Plates
Backer plates are used for bolt attached installations where the primary substrate is sandwiched between the anchor base plate 
and backer plate. Ideal for concrete retro-fits, Type B metal decking, wood/steel beams and sheathing substrates that require 
backer plates. Backer plates are mfg. to the same size dimensions and fastener hole specifications as anchor base plates. 

www.superanchor.com    1-855-301-4575

Custom Models
Specify plate dimensions, material type 
Raw*, HDG, 304sst or 316sst, finish, number 
and diameter of bolt holes. 

Custom Finish
304sst, 316sst, shop primer 
and thermal-plastic coating.
*Note that raw uncoated BP’s will have 
some minor surface rust. 

Standard Corner 
Holes 4-8-16 Hole 
Base/Backer Plates

1.0”

1.0”
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Standard Model Base Plates (BP’s)   
Part No.      Type      Model        Size/wt.      Compatibility

1084-BPR      ▲Raw 52 Bolt Hole      
40-3/8”d. 

12-9/16”d.                                         

16”x16”x3/8”     
28lb

CRA-W’s and
anchors

w/52 Bolt Hole BP’s
1084-BPG    ▲HDG

1084-BPS    ▲304sst

1085-BPR      ▲Raw
16 Bolt Hole                  

5/8”d.
16”x16”x5/8”     

46lb

CRA-W24 and
anchors

w/16 Bolt Hole BP’s
1085-BPG    ▲HDG

1085-BPS                                             ▲304sst

1409-BPR  ▲Raw
8 Bolt Hole                  

5/8”d.
12”x12”x5/8”     

25lb
All Custom mfg.

anchors with
12”x12”

4 or 8 Bolt Hole
Base Plates

1409-BPG    HDG

1409-BPS  ▲304sst

1410-BPR  ▲Raw
8 Bolt Hole                 

5/8”d.
12”x12”x3/4”     

31lb
1410-BPG    HDG

1410-BPS  ▲304sst

1412-BPR  ▲Raw
8 Bolt Hole                 

5/8”d.
12”x12”x1-1/8”     

46lb
1412-BPG    HDG

1412-BPS  ▲304sst

▲Stock Part   7-10 day lead time for galvanizing
▲Lead time to be specified at time of ordering 
Note 1: Stock backer plates are supplied with drain holes

52 Bolt Hole 16”x16” 16 Bolt Hole 16”x16” 8 Bolt Hole 12”x12”

3/8”d.    9/16”d.

           1.0”d. 
       Drain Hole

 5/8”d.

 Backer Plate  Backer Plate Backer 
Plate 

Steel or Wood Beams

Type B Metal DeckingWood Framed Structures

OSB or Plywood 
less than 3/4” thick

With or without insulation panels 
Anchor Base Plate

 5/8”d.
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CRA 3.0”o.d. Model Types Slope Anchor 
w/Base Plate

3.0”o.d.

Anchor with 5/8”-11
Threaded Riser 

No.1090 Cast Steel Loop Top

RST-A RSP-AP RST-B RSP-BP RST-4

RST-4

RSP-BP

RST-B

RSP-AP

RST-A

Slope anchors are custom mfg. with the riser vertical to the slope by 
specifying the pitch or the degree of angle. The top fixture is oriented in 
“A” or “B” direction for single person PPE or attachment of HLL components.

Slope Anchor 
w/Base Plate

Model Top Orientation
CSL-A                     Loop

Parallel  
CSL-AP      Pass-Thru                         
CSL-B           Loop

90°
CSL-BP     Pass-Thru  

CSL-4          4-Way               N/A

Slope Field Weld Riser
Model Top Orientation
RST-A          Loop

Parallel  
RSP-AP      Pass-Thru                         

RST-B           Loop
90°

RSP-BP     Pass-Thru  

RST-4          4-Way               N/A

Top Fixture Orientation
A= Parallel with the ridge
B= Perpendicular/90° to the ridge
P= “P” Pass-Thru top No.1091
∆  Field Weld Risers mfg. 
    without base plate.

Ridge Mount Anchor 
w/Base Plate

Model Top Orientation
CRM-A          Loop

Parallel  
CRM-AP      Pass-Thru                         

CRM-B           Loop 90°

CRM-4          4-Way               N/A

Note: CRM-BP model are not 
compatible w/ridge

Slope Z-Purlin Anchor 
w/Base Plate

Model Top Orientation
CSZ-A                     Loop

Parallel  
CSZ-AP             Pass-Thru                         

CSZ-B                   Loop
90°

CSZ-BP            Pass-Thru  

CSZ-4                     4-Way               N/A

Anchor with 5/8”-11
Threaded Riser Cap



Sloped/ Ridge Mounted Anchors  
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CRO 4.5”o.d. Model Types 
CRO anchors are 3rd party tested and engineered to comply with CAL-OSHA 
Title 8 and are rated for window washing, single person PPE and HLL systems 
and have no permanent deformation with a 5,000lb load applied at any angle 
to the loop top. Custom USA mfg. 

Top Fixture Orientation
A= Parallel with the ridge
B= Perpendicular/90° to the ridge
P= “P” Pass-Thru top*
∆  Field Weld Risers mfg. without base plate.
Pass-Thru mfg. w/No.1091 loop tops only.

Slope Anchor with 
Base Plate

Model Top Orientation
CROS-A                     Loop

Parallel  
CROS-AP      Pass-Thru                         
CROS-B           Loop

90°
CROS-BP     Pass-Thru  

CROS-4          4-Way               N/A

Slope Field Weld Riser
Model Top Orientation
CRRS-A          Loop

Parallel  
CRRS-AP      Pass-Thru                         

CRRS-B           Loop
90°

CRRS-BP     Pass-Thru  

CRRS-4          4-Way               N/A

Ridge Mount Anchor 
with Base Plate

Model Top Orientation
CROM-A          Loop

Parallel  
CROM-AP      Pass-Thru                         

CROM-B           Loop 90°

CROM-4          4-Way               N/A

Note: CROM-BP model are not 
compatible w/ridge

2.0” 
i.d.

4.5” o.d.

CRO

  CROS-A           CROS-AP             CROS-B             CROS-BP           CROS-4
∆ CRRS-A         ∆ CRRS-AP           ∆ CRRS-B           ∆ CRRS-BP        ∆ CRRS-4

CROM-A           CROM-AP          CROM-B            CROM-4

Anchors with 5/8”-11
Threaded Riser Cap 

Model Type Orientation

CROS-TR              Base Plate                              
Universal  CRRS-TR        Field Weld                                 

CROM-TR                Ridge Mount

CROS-TR        ∆ CRRS-TR          CROM-TR

“B”“A”

Rid
g

e

Slope

No.1093 Cast Steel Loop Top



Commercial Roof Anchors • CRA-PT

Pass-Thru System
SAS Horizontal Lifeline Systems (HLL’s) specify a unique Pass-
Thru (PT) top intermediate anchor that supports a 3/8” wire 
rope (HLL Cable). PT tops provide a low cost non-mechanical 
rigging method that allows a worker to travel from one end 
of a HLL leg to the other without disconnecting their PPE 
attachment allowing several workers to be attached to a 
single HLL system at one time. SAS commercial HLL 
systems are 3rd party engineered. 
DH Glabe HLL report available upon request.

Center O-Ring
between 

loops

Pull O-Ring away from the
loops and apply downward 
pressure to the cable at the 
same time.

Rotate the O-Ring away from the 
loops completing the Pass-Thru. 
Reverse the procedure to pass
back thru. 

Position 
O-Ring 

PT Top
Half Loops

Pull 
cable 

Standard CRA or CRO
w/loop top fixture

CRA or CRO 
w/4-Way top fixture

CRZ  Z-purlin 
with loop top 
fixture

CRA-PT or CRO-PT anchor

3/8”x7x19 Galvanized 
or Stainless Steel 
Wire Rope

Super Anchor Safety  HLL’s
are supplied with 4 PPE No.5010-SM connector O-Rings

52 hole base plate 

1. 2.

3. 4.
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CRA-4 or CRO-4
Anchor 

Consult SAS HLL manuals for end and intermediate
anchor installations. 

HLL End 
Anchor 
Options
Note: Field weld 
risers of the same 
anchor models 
may be 
used. 
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2ea Master Seal™
waterproof 
sst washers

CRA-4 3.0”o.d. riser
            or 
CRO-4 4.5”o.d. riser

1/2” sst 
attachment
bolt w/lock nut

CRA-4/CRO-4 Horizontal Lifeline Anchors
A Super Anchor Safety exclusive design that allows up to 4 HLL components to be 
attached to a single anchor point reducing the number of end anchors required for 
a HLL system and provides a way to intersect additional lines at 45° and 90° angles. 
Anchors are supplied with a CRA or CRO blank foam filled riser w/base plate. 
The top fixture is attached with a single bolt, seal washers and lock nut for a watertight 
installation. Three sst socket screws are used to stabilize the 4-Way after installation.
The removable top fixture facilitates the installation of roof flashings for new 
or recover projects. Our 4-Way anchors are a very efficient way to link several 
HLL’s together, and provide for future expansion of the HLL system. 

CRA 4-Way Top No.1054-G or 
CRO 4-Way Top No.1400-4WG

4-Way Fixture w/Cast 
Steel Loop Top

3ea sst socket head 
stabilizer screws
easily adjust with 
a hex wrench. 

4-Way HLL
Intersections

Horizontal Lifeline 4-Way Fixtures
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Compatible Components
4-Way tops accept any combination of these components:

Intermediate 
Anchor 90° Corners 45° Junctions 3-Way HLL

Intersections  

Specifications   
• Complies with OSHA 1910.140 
• 4-Way Fixture w/Cast Steel Loop Top
• 5,000lb min. tensile strength
• Compatible with SAS HLL components
• Maximum HLL =120ft. 
• Hot Dip Galvanized (HDG), 304sst or 316sst
• 3rd Party engineering by DH Glabe & Assoc. 
   Report available on request.
• SAS HLL design service upon request
• Custom anchors available. Contact SAS Sales Team 

No.1058-HDG Turnbuckle     No.1058-S SST Turnbuckle     No.1081-S Coupler

Foam Filled Riser



Horizontal Lifeline Components • CRA-4

CRA-4 Standard Models
Riser

Height
Part

Name
Part 
No.

Material 
Type

Riser
Base Plate 

                                                                                                                        O.D/wt Sch

∆ 5 CRA-4-5
1031-4G ▲HDG 3.0”

35lb

40
0.203      

6”x6”x3/8  
1031-4S 304sst

∆ 8 CRA-4-8                          
1035-4G      ▲HDG 3.0”

35lb

16”x16”x 3/8”
52 Hole

1035-4S                                                                 304sst

∆ 12 CRA-4-12 
1032-4G  ▲HDG 3.0”

40lb1032-4S        304sst

∆ 18 CRA-4-18   
1033-4G    ▲HDG 3.0”

45lb1033-4S      304sst

∆ 24 CRA-4-24     
1042-4G ▲HDG 3.0”

63lb

80
0.276

16”x16”x5/8”                                                                                             
12 Hole1042-4S           304sst

∆ 30 CRA-4-30      
1025-4G      HDG 3.0”

78lb
                 
12”x12”x 3/4”

4-8 Hole
1025-4S            304sst

∆36 CRA-4-36     
1026-4G       HDG 3.0”

94lb1026-4S           304sst

Do not proof load 4-Way Tops
▲ Stock part 
∆ Bolt attached, concrete embedment or field weld.

 Supplied with 4ea 1/2”x1-3/4” sst bolts w/lock nuts and washers without foam filling.

CRA-4 Horizontal Lifeline Anchor
CRA-4 are specified for end and intermediate HLL anchors and require bolt, field weld, or concrete embedment 
attachment to the supporting structure. Not rated for window washing anchors. 

Specifications 
• Tensile Strength 5,000lb
• Foam filled riser
• Hot Dip Galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team
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CRA 4-Way Top Fixture wt. 7lb
Part Name        Part No.     Material Type        Cast Loop Top

CRA 4-Way    
▲1054-G Hot Dip Galvanized 1090 Q235 Steel

▲1054-S 304 Stainless Steel  1090-S 316sst

Ordering Information
• Order CRA-4 standard or custom model size.
• Order CRA 4-Way Top 
   Includes required fasteners

Compliance
ANSI Z359.18-17 Type A*
OSHA 1926.502 
*Request CRA Intertek 2020 Lab Report

CRA 4-Way Top Fixture
Plate Diameter 7-1/2” 

CRA-4 Anchor

Base Plate

CRA 4-Way
Attachment 
Bolt Hole

Foam Filled
Blank Riser

Bonded SST
Seal Washers

1/2”x4-1/2” 18-8sst
Attachment Bolt
w/Lock Nut

CRA-4 
Attachment
Bolt Hole

Component attachment
9/16” Bolt Holes

3 Place SST 
Socket Screws

Height 
Above
CRA-4 
Riser
3-1/2”

Overall 
Height
7-1/2”

No.1090 Cast Steel Loop Top



Horizontal Lifeline Components • RLT-4

RLT-4 Request Unit Pricing
Riser

Height
Part

Name
Part 
No.

Material 
Type

Riser Material

O.D./wt. Sch

8 RLT-4-8                          
1043-4G      HDG 3.0”

3.6lb

40
0.203

1043-4S                                                                 304sst

12 RLT-4-12 
1044-4G  HDG 3.0”

5.9lb1044-4S        304sst

18 RLT4-18   
1045-4G    HDG 3.0”

9.4lb1045-4S      304sst

24 RLT-4-24     
1046-4G HDG 3.0”

16lb

80
0.276

1046-4S           304sst

30 RLT-4-30      
1047-4G      HDG 3.0”

20lb1047-4S            304sst

36 RLT-4-36     
1048-4G       HDG 3.0”

25lb1048-4S           304sst

Do not proof load 4-Way Tops
Note 1: Field welded risers cannot be foam filled prior to welding. 
               PID label supplied for installation after field welding.

RLT-4 Field Weld Risers
RLT-4 3.0”o.d.field weld risers are mfg. to the same specifications as our RLT risers and have zero deformation with a 2,500lb load 
applied. Specified for CRA HLL system end or intermediate anchors. Choose from pre-engineered or custom riser heights. 
RLT-4 anchors are mfg. in the USA. 

Specifications
• Min. Tensile Strength 5,000lb
• HLL end or intermediate anchors
• Use with No.1054G/No.1054-S 4-way top
• Hot Dip Galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team
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Ordering Information
• Order RLT-4 standard or custom riser height
• Order CRA 4-Way Top 
   Includes required fasteners

Compliance
ANSI Z359.18-17 Type A*
OSHA 1926.502 
*Request CRA Intertek 2019 Lab Report

CRA 4-Way Top Fixture
Plate Diameter 7-1/2” 

RLT-4

Bonded SST
Seal Washers

1/2”x4-1/2” 18-8sst
Attachment Bolt
w/Lock Nut

RLT-4 
Attachment
Bolt Hole

No.1090 Cast Steel Loop Top

Component attachment
9/16” Bolt Holes

3 Place SST 
Socket Screws

Height 
Above
RLT-4 
Riser
3-1/2”

Overall 
Height
7-1/2”

3.0”o.d.

CRA 4-Way Top Fixture wt. 7lb
Part Name        Part No.     Material Type        Cast Loop Top

CRA 4-Way    
▲1054-G  Hot Dip Galvanized 1090 Q235 Steel

▲1054-S 304 Stainless Steel  1090-S 316sst

▲Stock parts

CRA 4-Way
Attachment 
Bolt Hole



Base Plate

CRO 4-Way
Attachment 
Bolt Hole

Foam Filled
Blank Riser

Horizontal Lifeline Components • CRO-4

CRO-4 Horizontal Lifeline Anchor
CRO-4 and CRO 4-Way tops are the CAL-OSHA version of our CRA-4 HLL anchors. Bolt, field weld, or concrete 
embedment attachment to the supporting structure. Not specified for window washing anchors. 

Specifications 
• Tensile Strength 5,000lb
• Foam filled riser
• Hot Dip Galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team
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Ordering Information
• Order CRO-4 standard or custom model size.
• Order CRO 4-Way Top 
   Includes required fasteners

Compliance
ANSI Z359.18-17 Type A*
OSHA 1926.502 
*Request CRA Intertek 2020 Lab Report

CRO 4-Way Top Fixture
 Plate Diameter 9-3/4” 

 

CRO-4 Anchor

Bonded SST
Seal Washers

1/2”x7.0” 18-8sst
Attachment Bolt
w/Lock Nut

CRO-4 
Attachment
Bolt Hole

Component attachment
9/16” Bolt Holes

3 Place SST 
Socket Screws

Height 
Above
CRO-4 
Riser
4-1/2”

Overall 
Height
8-1/2”

CRO 4-Way Top Fixture wt. 15.5lb
Part Name        Part No.         Material Type    Cast Loop Top

CRO 4-Way    ▲1400-4WG  Hot Dip Galvanized 1093 Q345 Steel

CRO-4 Standard Models
Riser

Height
Part

Name
Part 
No.

Material 
Type

 Riser                       
Base Plate  

O.D /wt  Sch

∆ 8 CRO-4-8                          
1400-4G      HDG 4.5”

35lb

80
0.337

12”x12”x5/8”              
4 or 8 Bolt Hole 1400-4S                                                                 304sst

∆ 12 CRO-4-12 
1401-4G  HDG 4.5”

49lb
12”x12”x3/4”             
4 or 8 Bolt Hole1401-4S        304sst

∆ 18 CRO-4-18   
1402-4G    HDG 4.5”

66lb
12”x12”x1.0”
4 or 8 Bolt Hole       1402-4S      304sst

∆ 24 CRO-4-24     
1403-4G HDG 4.5”

79lb
12”x12”x1-1/8”         

4 or 8 Bolt Hole   1403-4S           304sst

∆ 30 CRO-4-30      
1404-4G      HDG 4.5”

137lb XX
0.674

12”x12”x1-1/4”
4 or 8 Bolt Hole                   1404-4S            304sst

∆ 36 CRO-4-36     
1405-4G       HDG 4.5”

158lb
12”x12”x1-3/8”             

4 or 8 Bolt Hole 1405-4S           304sst

Do not proof load 4-Way Tops
▲ Stock part 
∆ Bolt attached, concrete embedment or field weld.

4.5”o.d.

No.1093 Cast Steel Loop Top
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Horizontal Lifeline Components • CRR-4  

CRR-4 Request Unit Pricing

Riser
Height

Part
Name

Part 
No.

Material 
Type

Riser Material

O.D./wt. Sch

8 CRR-4-8                          
1201-4G      HDG 4.5”

12lb

80
0.337

1201-4S                                                                 304sst

12 CRR-4-12 
1202-4G  HDG 4.5”

17lb1202-4S        304sst

18 CRR-4-18   
1203-4G    HDG 4.5”

28lb1203-4S      304sst

24 CRR-4-24     
1204-4G HDG 4.5”

36lb1204-4S           304sst

30 CRR-4-30      
1205-4G      HDG 4.5”

79lb XX
0.674

1205-4S            304sst

36 CRR-4-36     
1206-4G       HDG 4.5”

91lb1206-4S           304sst

Do not proof load 4-Way Tops
Note 1: Field welded risers cannot be foam filled prior to welding. 
               PID label supplied for installation after field welding.

CRR-4 Field Weld Risers
CRR-4  4.5” o.d. field weld risers are mfg. to the same specifications as our CRO anchor and have zero deformation with a 
2,500lb load applied. Specified for CRO HLL system ends or intermediate anchors. Choose from pre-engineered or custom 
riser heights. CRR-4 anchors are mfg. in the USA. 

Specifications
• Min. Tensile Strength 5,000lb
• HLL end or intermediate anchors.
• Use with No.1400-4WG 4-way top
• Hot Dip Galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request
• Custom anchors available. Contact SAS Sales Team
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Ordering Information
• Order CRR-4 standard or custom riser height
• Order CRO 4-Way Top 
   Includes required fasteners

Compliance
ANSI Z359.18-17 Type A*
Riser conforms to CAL-OSHA Title 8
OSHA 1926.502 
*Request CRA Intertek 2019 Lab Report

CRO 4-Way Top Fixture
Plate Diameter 9-3/4” 

CRR-4 Anchor

Bonded SST
Seal Washers

1/2”x7.0” 18-8sst
Attachment Bolt
w/Lock Nut

CRR-4 
Attachment
Bolt Hole

Component attachment
9/16” Bolt Holes

3 Place SST 
Socket Screws

Height 
Above
CRR-4 
Riser
4-1/2”

Overall 
Height
8-1/2”

4.5”o.d.

CRO 4-Way
Attachment 
Bolt Hole

No.1093 Cast Steel Loop Top

CRO 4-Way Top Fixture wt. 15.5lb
Part Name        Part No.         Material Type    Cast Loop Top

CRO 4-Way    ▲1400-4WG  Hot Dip Galvanized 1093 Q345 Steel
▲Stock part 
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Kits are supplied with all the components needed for rigging a HLL system using SAS mfg. commercial anchors with 3/8”x7x19 wire rope. 
Supplied with stainless steel bolts, lock nuts, labels and manuals.

Stainless Steel Rigging Components    
No.1051-S   

                       

Part No No.Pcs Finish Description

5010-SM 4ea Zinc HLL O-Rings

1058
1ea HDG 3/4”x14.0” Turnbuckle

2ea 18-8sst 5/8”x3.0” Bolts

1087-SA  

2ea 304sst Absorber Couplers

2ea
18-8sst

3/8”x1.0” Bolts

1ea 5/8”x2.0” Bolt

1065-AS 1ea 304sst Spring Absorber

1081-S

1ea 304sst Coupler

1ea
18-8sst

5/8”x2.0” Bolt

1ea 9/16”x2-1/4” Bolt

4-Way Bolt 1ea 18-8sst 9/16”x3.0” Bolt     

1057 2ea HDG 3/8” Eye Thimble

1056 6ea HDG 3/8” Cable Clamps

Galvanized Rigging Components  
No.1050-G   

No.1058 HDG Turnbuckle

5/8”x3.0” Bolt

5/8”x3.0” Bolt

PID and 
inspection

labels

PID and 
inspection

labels

No.1065-AS
Spring Energy 

Absorber

No.1065-AS
Spring Energy 

Absorber

4-Way Top 
9/16”x3.0” Bolt

4-Way Top 
9/16”x3.0” Bolt

No.1056 
3/8” HDG 

Cable 
Clamps

No.1056-S 
3/8” 316sst 

Cable 
Clamps

No.1057 
HDG Eye Thimbles

No.1087-SA 
or SC 304sst 
Absorber 
Couplers 

3/8”x1.0” Bolts

5/8”x2.0” Bolts

No.1081-S 304sst Eye 
Thimble Coupler

No.5010-SM
PPE Connector O-Rings

5/8”x2.0”
bolt

   9/16”x2-1/4” 
bolt  

No.5010-SM
PPE Connector O-Rings

5/8”x3.0” Bolt

No.1058-S 316sst Turnbuckle 5/8”x3.0” Bolt

No.1057-S 
304/316sst Eye Thimbles

No.1087-SA 
or SC
304sst 
Absorber 
Couplers

5/8”x2.0” 
Bolts

3/8”x1.0” 
Bolts
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No.1050-G

No.1051-S                        

Part No No.Pcs Finish Description

5010-SM 4ea Zinc HLL O-Rings

1058-S
2ea 316sst 3/4”x8-1/2”  Turnbuckle

4ea 18-8sst 5/8”x3.0” Bolts

1087-SA  

2ea 304sst Absorber Couplers

2ea
18-8sst

3/8”x1.0” Bolts

1ea 5/8”x2.0” Bolt

1065-AS 1ea 304sst Spring Absorber

1057-S 2ea 304/316 3/8” Eye Thimble

1056-S 6ea 316sst 3/8” Cable Clamps

4-Way Bolt 2ea 18-8sst 9/16”x3.0” Bolt     

Horizontal Lifeline Complete Kits
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Standard Rigging System
The rigging examples shown here are based on SAS standard Pass-Thru HLL systems as specified in our HLL Instruction/Specification 

manuals. “A” and “B”  HLL end designations are used for reference in rigging compatible components. All attachment bolts, lock nuts 
and PID labels are included. Note that No.1087-SA/SC couplers interchangeable. See Horizontal Lifeline Components catalog page.  

No.1058 HDG Turnbuckle
5/8”x3.0” Bolts

“A”end HLL  

End Anchors 
not included
 

9/16”x3.0” 
Use for 4-Way Tops

No.1087-SA or SC Couplers
3/8” x 1.0” Bolts      

No.1065-AS
Spring Energy Absorber

“A”- end Field Swage Components
3/8” galv.Eye Thimble w/3 galv. Cable Clamps 

5/8”x2.0” Bolt  

Galvanized Rigging Components 
No.1050-G Standard Rigging Example                   

No.1081-S Coupler
Compatible with 1090  Loop tops or 4-Way Top Fixtures. 

5/8”x
2-1/4” 
Bolt   “B” end Field Swage Components

3/8” galv. Eye Thimble w/3 galv. Cable Clamps

No.5010-SM
PPE Connector 

O-Rings

“B”end HLL  
5/8”x2.0” 

Bolt

                  Compatible HLL End Anchors                       Compatible Pass-Thru Anchors

Stainless Steel Rigging Components 
No.1051-S Standard Rigging Example             

“A”end HLL  

No.1058-S Turnbuckle
5/8”x3.0” Bolts 

CRA-Anchor
not included. 

9/16”x3.0” 
Use for 4-Way Tops

No.1087-SA or SC Couplers
3/8”x1.0” Bolts 

No.1065-AS
Spring Energy Absorber

“A”- end Field Swage Components
3/8” sst Eye Thimble w/3 sst Cable Clamps 

5/8”x2.0” Bolt  

No.1058-S Turnbuckle
5/8”x3.0” Bolts 

“B” end Field Swage Components
3/8” sst Eye Thimble w/3 sst Cable Clamps

No.5010-SM
PPE Connector 

O-Rings

“B”end HLL  
Note: Due to the reduced adjustment length, 2ea No.1058-S turnbuckles are required to rig sst HLL’s.  

Note: Other compatible models not shown here

           D-Plate               CRA                  CRZ           CRA-4                       CRA-PT                    CRZ-P                      D-Plate

Horizontal Lifeline Components
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SAS specifies 2 types of non-mechanical energy absorbers (E/A’s) for permanent and temporary HLL systems. 
Couplers are required for rigging. 

Performance Specifications:
Min. Tensile Strength: 5,000lb
Max. Tensile Strength: 7,500lb
Fall Arrest: 2 persons per ea. HLL leg
Fall Restraint: 4 persons ea. HLL leg
Max. User Wt.  340lb
Max. Free Fall Exposure: 6ft 
Deployment avg. Peak Force: 2,000lb
Min. Deployment: 310lb/6ft= 21.0”  
Max. Deployment Length: 52.0”
Static Length/Diameter: 7-1/4”x  3-1/4”
Material: 12mm 304sst rod.
Coupler Compatibility : 1087-SC/SA
Attachment Bolts: 3/8”x1.0” sst

Spring E/A No.1065-AS
Use for permanent HLL’s. The Spring E/A is 
mfg. with single length 12mm 304 sst rod that
expands when a load is applied. A fail-safe
non-mechanical* design that when fully deployed 
remains intact. Features a load indicator used for
gauging the HLL tension during installation. The 
spring will uncoil when subjected to a fall or other
force warning users and safety inspectors to 
remove the HLL from service until repairs can be
made. Replaceable PID and inspection lables.
*No structural welds, components or moving parts.

Field Swage Eye thimble 

Package Contents
1 pc No.1065-AS w/PID, inspection 
labels and specification manual.
Note: Order couplers and
bolts separately.

Compliance
OSHA 1926.502
3rd Party engineering  
by DH Glabe  & Assoc. 
Request HLL report 11-2020

Note:  Attachment bolts and couplers are required for use with the Spring 
E/A and are sold separately. Order No. 1087-SA or 1087-SC couplers.

3/8”d. Attachment
Bolt Holes Tension Indicator 

w/part No. 
and DOM

SAS Standard HLL Rigging Example

HLL End 
Anchor

Turnbuckle 

Coupler
Spring E/A

Coupler

3.0” Body Length

Static Length 7-1/4”

Spring E/A Fully Deployed Length 52.0” 

Coupler Compatibility

No.1087-SA or SC
3/8”x1.0” sst Bolt 

w/lock nut

No.1087-SA or SC
3/8”x1.0” sst Bolt 
w/lock nut

PID/
Inspection 

Labels

3-1/4” 
o.d.

HLL Tension
The load indicator makes HLL tension easy to adjust.

Tension Adjustment Length 8.0”

Load Indicator
Static Position

Load Indicator 
w/300lbs Tension

www.superanchor.com    1-855-301-4575
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Specifications
• 5,000lb min. tensile strength
• 304 Stainless Steel 
• Max. deployment length 52.0”
• Min. deployment force 2,500lb
   w/310lb/6ft free fall 
  Deployment length apprx.10.0” 
• Wt. 3.5lb 

Component Compatibility 
CRA w/No.1090 Loop Tops
D-Plate Anchor No.1037
Hinge-2 Anchor No.3013-D
Turnbuckles No.1058/No.1058-S
Fixed Length HLL No.1336
Couplers No.1087-SA /No.1087-SB
Note: Not all compatible anchors are
specified here. Consult Coil manual.

Rigging w/No.3013-D Hinge-2

Rigging w/No.1058-S Turnbuckles

Partially Deployed

Rigging w/No.1037 D-Plate

Tear 
Pattern

5/8”x1-1/2” Bolt 5/8”x3.0” 
Bolt 

w/No.1087-SA Coupler

Fixed Length HLL w/Snap Hook

Carabiner

5/8”x1-1/2” Bolt 

5/8”x2-1/4” Bolt
w/No.1087-SB 
Coupler

Part No./Date of Mfg.
Laser Marks

PID Label

3/4” Bolt Holes

6-1/2”

3.0”   

Coil Absorber No.1065-AC
A popular design, the Coil is a non-mechanical* energy absorber (E/A) that is specified 
for use with SAS temporary HLL systems. Large diameter connector holes are 
compatible with carabiners, snap hooks and SAS HLL couplers. 
Coil E/A’s are not recommended for permanent HLL use.

Compliance
OSHA 1926.502 

Package Contents
1 pc No.1065-AC w/specification manual.
Note: Order couplers and bolts separately.
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No.1081-S Coupler
Specified for attaching eye thimbles to 
No.1090 loop tops and 4-Way tops. 

Pkg. Contents 
Material: 304sst
Bolts: 5/8”x2.0” Eye Thimble
            5/8”x2-1/4” Loop Top                       	
            9/16”x2-1/4” 4-Way Top
Dimensions: 4-1/2”x1-3/8”
Compatibility: 
A-end: 1-1/4” i.d. fits 3/8”  
             Eye Thimbles
B-end: 13/16” i.d. fits No.1090 
             Loop Tops 4-Way Tops
Pkg/wt. 1.5 lbs

No.1058/No.1058-S Turnbuckles*E/A= Energy Absorber

Component Couplers
SAS component couplers are mfg. with heavy gauge stainless steel and have a 5,000lb
min. tensile strength. Designed primarily for SAS engineered HLL systems to link 
turnbuckles, energy absorbers and 3/8” wire rope eye thimble terminations. Supplied 
with stainless steel attachment bolts and lock nuts shown with each component. 

Anchors w/No.1090 Loop Tops

No.1087-SA Coupler
Specified for attaching Coil and 
Spring E/A’s to turnbuckles. 

Pkg. Contents 
Material: 304sst
Bolts: 5/8”x2.0” Eye Thimble
           5/8”x3.0” Turnbuckle            
           5/8”x1-1/2” Coil Absorber
           3/8”x 1.0” Spring Absorber
Dimensions: 5-3/8”x1-1-3/8”  
Compatibility: 
A-end: 1/4’’ i.d. fits Coil/Spring absorbers
B-end: 15/16” i.d. fits Eye Thimble
             Turnbuckles
Pkg/wt. 1.5 lbs

Note: The No.1087-SA is a dual 
purpose coupler. The A-end is
compatible with No.1065-AC and
No.1065-AS Energy Absorbers.

“A” end                         “B” end

9/16”x2-1/4” 
4-Way Bolt  

4-Way Top

3/8” Eye Thimble

   5/8”x2.0” Eye Thimble Bolt 5/8”x3.0” Loop Top Bolt 

3/8” Eye Thimble

 Coil E/A* No.1065-AC

 5/8”x1-1/2” 
Coil E/A* Bolt 5/8”x2.0” Eye Thimble Bolt 

Spring E/A* No.1065-AS

“A” end                                       “B” end

3/8”x1.0” Spring 
E/A* Bolt

5/8”x3.0” Turnbuckle Bolt 



5/8”x2.0” Eye Thimble Bolt 

4-Way Top

5/8”x2.0” 
Eye Thimble Bolt 

Horizontal Lifeline Components
Component Couplers 
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No. 1087-SC Coupler
A shorter version of No.1087-SA.
Specified for attachment to 
No.1065-AS spring E/A*

Pkg. Contents 
Material: 304sst
Bolts: 5/8”x2.0” Eye Thimble
            5/8”x3.0” Turnbuckle            
           3/8”x 1.0” Spring Absorber
Dimensions: 4.0”x1-3/8”
Compatibility: 
A-end: 1/4” i.d. fits Spring Absorbers
B-end: 15/16” i.d fits Eye Thimble
             Turnbuckles
Pkg/wt. 1.5 lbs

Anchors 
w/No.1090 
Loop Tops

Pkg. Contents    
Material: 316sst
Bolts: 5/8”x2.0” Eye Thimble
           5/8”x3.0” Turnbuckle
           5/8”x 3.0”  Loop Top
Dimensions: 5-1/2”x1-3/8”  
Compatibility: 
A-end: 1-13/16” i.d fits1093 1-13/16”  
             i.d. fits Eye Thimble 
             Turnbuckles
B-end: 3/4” i.d fits1093 Loop Tops
Pkg/wt. 1.5 lbs

3/8”x1.0” 
Spring  E/A* Bolt

No.1058/
No.1058-S 
Turnbuckles

5/8”x3.0” Turnbuckle Bolt 

3/8” Eye Thimble

3/8” Eye Thimble

3/8”x1.0” Spring  
E/A* Bolt

“A” end

Coil E/A* No.1065-AC

“B” end

9/16”x2-1/4” Loop/4-Way Bolt
Spring E/A* 
No.1065-AS

“A” end “B” end

Special Application Couplers

“A” end
“B” end

No.1058/
No.1058-S 
Turnbuckles

5/8”x3.0” Turnbuckle Bolt 5/8”x3.0” Loop Top Bolt 

CRO Anchor 
w/No.1093 Loop 

Top

No.1087-SB Coupler
Specified for attaching Coil or 
Spring E/A’s to 1-3/8” i.d. No.1090 
loop top or 4-Way top.

Pkg. Contents    
Material: 304sst
Bolts: 5/8”x1-1/2” Coil E/A 
           3/8”x1.0” Spring E/A
           9/16”x 3.0”  Loop Top
           and 4-Way top
Dimensions: 6.0”x1-3/8”  
Compatibility: 
A-end: 1/4” i.d. fits Coil/Spring E/A’s
B-end: 1-1/16” i.d. fits No.1090 
             Loop Tops 4-Way tops             
Pkg/wt. 1.5 lbs

No.1086-S Coupler
Specified for attaching eye thimbles and 
turnbuckles to CRO model 2.0”i.d. loop tops. 

5/8”x1-1/2” Coil E/A Bolt 

Spring E/A* No.1065-AS

*E/A= Energy Absorber

*E/A= Energy Absorber



No.1057
Galvanized

No.1057-S sst   
Stainless Steel  

No.1056
Galvanized

No.1056-S   
Stainless Steel  

Horizontal Lifeline Components
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No.1058 HDG Turnbuckle 
• Hot Dip Galvanized. 
• 2ea 5/8”x3.0” Loop Top Bolts
• 1ea 9/16”x3.0” 4 Way Bolt 
• Working load 5,200lb
• Min. breaking strength 26,000lb 
• Max. length adjustment 11-1/2”
• Frame: 3/4”x14.0 
• Pkg/wt.6lb

No.1058-S 316sst Turnbuckle
• 316 Stainless Steel
• 2ea 5/8”x3.0” Loop Top Bolts
• 1ea 9/16”x3.0” 4 Way Bolt 
• Working load 5,200lb
• Min. breaking strength 15,600lb 
• Max. length adjustment 5-1/2”
• Frame: 3/4”X8-1/2” 
• Pkg/wt. 5lb” 

3/8” Cable Clamps
3 clamps are required for

field swaging one HLL
eye thimble.

Fits 3/8”x7x19 cable 

3/8” Cable Thimble 
Required for HLL cable

terminations.

Connector O-Ring 
Use for connecting PPE

to HLL cable. 

3/8”x7x19 Wire Rope
Use for HLL cable. Order by the ft. 

Part No.             Type        Pkg/wt.

1pc No.1057             Galvanized  0.5lb

1pc No.1057-S      316sst/304sst    

Part No.             Material        Part Name

1052-G       Galvanized  
Factory Swage

1052-S   SST Thimble    

Part No.5010SM 
• 3,600lb proof load
• 5,000lb tensile strength
• Stamped steel zinc plated

Part No.             Type        Strength     Wt/ft

1055-X Galvanized  14,000lb          
2.43lb

1055-SX    316sst 12,500lb        

Note: SAS recommends to add 5% to the projects
           estimated cable length. 

1-1/2” i.d.    

2-1/4” o.d.

Factory Swage Eye Thimble

2-Aluminum Oval Swages
PVC clear cover

9/16”x3.0” 
4-Way Top Bolt

Closed Length 28.0” 

Max. Open Length 34-1/2” 

5/8”x3.0” Bolt   5/8”x3.0” Bolt   Labels

Closed Length 15.0”  

Max. Open Length 20-1/2”  

5/8”x3.0” Bolt   5/8”x3.0” Bolt   Labels

Jaw-Jaw Turnbuckles
Turnbuckles are specified for use with SAS HLL systems  and are compatible with SAS end anchors and couplers. A primary component 

for adjusting the HLL cable tension. Supplied with 18-8sst attachment bolts/lock nuts and replaceable PID and inspection labels. 
All components shown here are stock parts ready to ship.

HLL Cable Components

Part No.             Type        Pkg/wt.

1pc No.1056             Galvanized  0.5lb

1pc No.1056-S      316sst  



4.5” o.d. 

No.1090 Cast Steel 
Loop Top

Special Application Anchors
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No.1601 CRSA Soffit Anchor
PPE window washing tie-off, the CRSA is designed for 
installation through soffits. Fitted with a No.1090 cast 
loop top for easy lifeline attachment. Specify the soffit 
depth and base plate size. 
3rd party engineering by DH Glabe & Assoc. 
Report available upon request. CRSA 02-2021 report. 
 

No.1304 3 D-Plate Anchor
An extra large D-Plate anchor supporting 
three PPE tie offs. Concrete embedment, 
field weld or bolt attached. Fitted with 3ea 
No.1090 or No.1093 cast loop tops. 3rd party 
engineering by DH Glabe & Assoc 
Report available upon request. 

• No.1090 1-3/8”i.d. cast steel loop top
   min. tensile strength 15,000lb

• No.1093 2.0”i.d. cast steel loop top
  min. tensile strength 20,000lb

Custom Manufacturing
SAS design combined with 3rd party engineering and 
testing provides solutions for all types of fall protection 
and mechanical support anchors. Contact SAS sales 
team for unit prices and availability. Available in Hot 
Dip Gavlanized, 304sst or 316sst. All anchors have a 
minimum tensile strength rating of 5,000lbs. 

Soffit 
Framing

Roof 
Membrane

Base 
Plate

Parapet Wall Brace

Turnbuckle

5/8” d. 
Bolt Hole

3.0” o.d.

Loop Tops

18”x18” Base Plate 

Designed for 
bolt attached
SAS Jaw-Jaw 

turnbuckles

No.1066 CRA-U Utility Anchor
Utility anchors are designed to support mechanical 
equipment and parapet wall braces. Specify 
custom or standard design. Riser and base plate 
are mfg. to the same specifications as our CRA anchors. 

No.1478 CRWT
Designed for attachment to open
web steel trusses, the OWT is fitted 
with a No.1090 loop top. Bolt attaches
with backer plates. Use for PPE 
overhead tie-off. 3rd party engineering 
by DH Glabe & Assoc. 
Report available upon request. 

No.1037/No.1301 D-Plate
Our standard model 6”x 6 D-Plates are ideal for 
exterior wall installation to support canopies or 
other mechanical equipment. Intertek 
certified testing and 3rd party engineering by 
DH Glabe & Assoc Report available upon request. 
See D-Plate Anchor page for ordering. 
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User Specifications  
• Fall Arrest 2 person install with WS screws
• Fall Restraint 3 persons install with WS screws or nails 
   Consult No.1323 HLL Manual

20ft 30º 
Horizontal 
Lifeline System 
No.1323 with Cargo Bag
No.1324 without Cargo Bag 
Specified for use on wood framed structures. 
Complete pre-engineered for 20ft rafter spacing. 
Compatible with all No.1335 fixed length 30° cables. 
Does not require an integral HLL energy absorber. 

3ea No.5010 O-Rings

3/8”x7x19 
Galvanized 
Wire Cable

No.3013-D 
Hinge-2

Zinc Coated Duplex Nails

WS-Wood Screw

3/8” 
Hex 
Driver

PID 
and 
Inspection 
Label Kit Contents 

• 20ft No. 1335-20 30°HLL cable with 
   snap hook on each end 
• 3/8”x7x19  Galvanized Wire Rope w/dual 
   aluminum swage and clear pvc cover.
• 2ea No. 3013-D Hinge-2 anchors
• 3ea No. 5010 Zinc platted O-Rings
• No. 6420 Large Cargo Bag
• PID and Inspection Label
• Instruction Manuals

Includes 2 Fastener Packs 
• WS-2.5 25 pc wood screws
• 3/8” hex driver
• 2ea 36pc Duplex Nail packs

30° Angle HLL Rigging Example

No.6420 Large Cargo Bag
Kit No.1323 Includes our heavy duty large 
All-Pakka Cargo Bag ideal for transport 
and storage. 
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User Specifications  
• Fall Arrest 2 person install with WS screws
• Fall Restraint 3 persons install with WS screws or nails 
   Consult No.1321 HLL Manual

20ft 5º 
Horizontal 
Lifeline System 
No.1321 with Cargo Bag
No.1322 without Cargo Bag 
Use on wood framed structures. Complete Kit 
pre-engineered for 20ft rafter spacing. Compatible 
with all No.1336 fixed length 5° cables.

3ea No.5010 O-Rings

3/8”x7x19
Galvanized 
Wire Cable

No.3013-D
Hinge-2

No.1065-AC 
Coil Absorber

No.5001-Z 
Steel Carabiner

No.6420 
Large Cargo Bag
Kit No.1321 Includes our 
heavy duty large All-Pakka 
Cargo Bag ideal for 
transport and storage. 

Zinc Coated Duplex Nails

Includes 2 Fastener Packs 
• WS-2.5 25 pc wood screws
• 3/8” hex driver
• 2ea 36pc Duplex Nail packs

WS-Wood Screw

3/8” 
Hex 
Driver

PID 
and 
Inspection 
Label 

Coil Absorber 
Rigging 
Example

5° Angle HLL Rigging Example

Kit Contents 
• 20ft No. 1336-20 5°HLL cable with 
   snap hook on each end 
• 3/8”x7x19  Galvanized Wire Rope w/dual 
   aluminum swage and clear pvc cover.
• 2ea No.3013-D Hinge-2 anchors
• 3ea No.5010 Zinc platted O-Rings
• 1ea No.5001-Z Steel Auto-Lock 25kN Carabiner
• No.1065-AC Metal coil energy absorber
• No.6420 Large Cargo Bag
• PID and Inspection Label
• Instruction Manuals
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Pre-Engineered 
Fixed Length Cables  
SAS Pre-engineered fixed length HLL 
cables are supplied in 2ft increments 
for rafter spacing of 10ft up to 20ft 
eliminating the need to calculate the 
HLL angle on site. Simply choose the 
cable that’s specified for the desired 
top chord spacing and install the 
anchor points. Cables are mfg. at 
our Monroe, WA USA factory and 
are compatible with our No.1321 
and No.1323 HLL systems.  

No.5010 Connector O-Rings

3/8”x7x19  
Galvanized 
Wire Cable

PID 
and 
Inspection 
Label 

Specifications 
• Length specific 3/8”x7x19 galvanized 
   HLL cable 14,000lb(64kN) tensile strength 
• Dual aluminum swages w/clear PVC cover
• HDG steel eye thimble
• 3,600lb(16kN) gate strength snap hooks
• 3ea No.5010 Zinc platted O-Rings
• PID and Inspection labels
• Instruction manual

Compliance 
Connectors:  ANSI Z359.12-0
                         CSA Z259.12-11
HLL: ANSI Z359.1-07 
         OSHA 1926.502
Min. Tensile Strength 5,000lb 

HDG Steel Eye 
Thimble

Part No. Rafter 
Spacing 

Finished 
Length

Wt/lbs

1335-10         10ft 11’-6”                     5.4

1335-12         12ft 13’-6”                     5.8

1335-14         14ft 16’-0”                     6.5

1335-16     16ft 18’-4”                     7.0

1335-18         18ft 20’-6”                     7.5

1335-20        20ft 23’-0”                     8.3

Part No. Rafter 
Spacing 

Finished 
Length

Wt/lbs

1336-10         10ft 9’-4”                     5.4

1336-12         12ft 11’-4”                     5.8

1336-14         14ft 13’-4”                     6.5

1336-16     16ft 15’-4”                     7.0

1336-18         18ft 17’-4”                     7.5

1336-20        20ft 19’-4”                     8.3

Clear PVC Cover

Aluminum 
Swages

3,600lb Gate Strength 
Snap hooks

Cable/Part No.

Rafter Spacing

Date of Mfg. Product I.D. Label

Inspection Label
No.1335 30º Angle 
Use with HLL No.1323 only.
HLL’s installed without an integral energy 
absorber are required to be rigged at 
a 30° angle.

No.1336 5º Angle 
Use with HLL No.1321 only.
HLL’s installed with an integral energy 
absorber may be rigged at a 5° angle. 
Requires the use of No.1065-AC coil 
energy absorber and carabiner to fit 
rafter spacing. 



Specifications
• 3/8”x7x19 Galvanized wire rope w/tensile 
   strength rating of 14,400lb(64kN)
• Heavy gauge galvanized eye thimbles
• Dual swaged aluminum oval sleeves on each end
• Clear PVC swage covers
• Specification label with date of mfg.
• Annual inspection label   
• Instruction Manual   
• 3,600lb(16kN) gate strength snap hook complies w/ANSI Z359.12-09
• 5,000lb(22.5kN) min. strength rating complies w/ANSI Z359.1-07 
   and OSHA 1926.502 
• Max. User wt. 340lb(154kg)   

Lanyards and Connector Options

Wire Rope Lanyards™
These lanyards are fabricated with high 
strength 3/8”x7x19 galvanized wire rope. 
Double swaged with a clear PVC cover. Each 
lanyard is fitted with a product i.d./specification 
label and inspection label. Manufactured at 
our Monroe, WA. factory. 

No.1333 Wire Rope Lanyard  
Part No. Ft  A-end B-end wt/lb

1333-3 3

Snap Hook Connector  
Ring

2.6

1333-4 4 2.9

1333-5 5 2.12

1333-6 6 2.15

1333-7 7 3.2

1333-8 8 3.5

No.1334 Wire Rope Lanyard
Part No. Ft  A-end B-end wt/lb

1334-3 3

Snap 
Hook

Snap 
Hook

3.3

1334-4 4 3.6

1334-5 5 3.9

1334-6 6 3.12

1334-7 7 3.15

1334-8 8 4.1

No.1333 “A-end” No.5005-Z Snap Hook  

“B-end” 
No.5005-Z
Snap Hook  

“B-end” 
No.5005-Z
Connector RingDouble 

Swaged

Clear PVC
Swage 
Cover

Eye 
Thimble 

English/Spanish 
Labels 

Double 
Locking 
Snap hook
3,600lb gate 
strength

Length is 
measured 

from snap hook 
to snap hook

7x19

3/8”d.
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No.1334
“A-end” 

No.5005-Z
Snap Hook  

Length is 
measured 

from 
snap hook 

to eye 
thimble



Custom Wire Rope Lanyard Worksheet

Purchaser Contact Information:
Name:

E-mail:

Purchase Order No. Date:

Quote By: Super Anchor Safety Sales Person:

Name: Date:

Ph: e-mail: 

Ordering Instructions:
1) Complete a worksheet for each separate design. Specify number of units 

required. 
2) Complete Customer, Purchasers and Shipping information and forward to 

SAS sales person by e-mail.
3) Upon receiving your quote, sign the “Authorized By”, enter date, and 

resend to SAS sales person.

Purchaser to Specify Shipping 
Free UPS ground in the continental US. 

   Will Call   UPS
	  Monroe WA. 	Ground

Shipping Options  Next Day  2nd Day  3rd Day

               Ship to:   HI   AK  Canada  

   
Part No.   Finished Length Qty Cost/ea Total

1055-X HDG                        ft.

1055-SX 316sst                  ft.

1055-XA Assembly Fee

5010 PPE O-Rings max. 3

5005-Z Snaphook

5009-Z Swivel Snaphook

5008-Z Rebarhook

5002-Z Swivel Rebarhook

5010 O-Ring A or B end

Subtotal wo/sales tax

Shipping charges

Total amount

Customer: Sign and return to SAS after confirming unit price.

Authorized 
By: ________________________________Date:___________________

“A”end Connector
Mark Box

“B”end Connector
Mark Box





















Loop Only

O-Ring 
No.5010

Loop Only

O-Ring
No.5010

SUPER ANCHOR SAFETY®

Dual Aluminum 
Swages w/clear 
PVC Shrink 
Tube Cover

HDG or SST Eye 
Thimbles To match 
Wire Rope Type

Customer Information:
Sold to:

Street Address:

City: State: Zip: 

Phone: Cell:

Ship to: 

Street Address: 

City: State: Zip:

Connector Specifications: 
• ANSI Z359.12/CSA Z259.12
 3,600lb gate strengths
• Zinc plated finish

PID
and

Inspection
Labels

“A”end

“B”end

Finished
Length
“A”end

to
“B” end

Measured
From

Connector
I.D to I.D.

Form: Wire Rope Worksheet 1.0  02-2021©SCN [MIT]

Return Completed Form by e-mail to: 
Paul@superanchor.com  Todd@superanchor.com  Jay@superanchor.com 

3/8”x7x19

Wire Rope Specification

 1055-X Galvanized

 1055-SX 316sst

No. 5010  
PPE O-Ring
Specify  
max. 3 pcs.

Rebarhook
No.5008-Z

Swivel Rebarhook  
w/Fall Indicator 
No.5002-Z

Swivel SH  
w/Fall Indicator
No. 5009-Z

Snaphook
No.5005-Z

Specify
No. Units 
Required

 18” added to cut
length for terminations
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Commercial Anchor Accessories
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Mechanical Fasteners
Mechanical fasteners are specified for use with commercial anchors 
mfg. with 52 hole base plates with a maximum riser height of 18” that 
are installed over a min. 3/4” plywood or type B metal decking.

All-Pakka Cargo Bags
Part No.       Color Model Size

6421 Black+gray trim       
Jumbo 28”x10”x16”      

5,300 cu/in              6421U ▲ Ultra-Viz                                 

6420 Black+gray trim                        

Large
24”x10”x12”       
2,800 cu/in  

6420U Ultra-Viz             

6420D ▲Digital Camo             

6420L ▲Jigsaw Camo Large                 

6420P ▲Black+Pink trim                         

▲ Limited stock

Commercial Anchor Flashings

No.2050 EPDM Master Flash
35 year ICC rated flashing mfg. by Aztec Washer. 

10”x10” flashing base w/malleable fastener edge. 
Fits all SAS commercial anchor 

risers 3.0”and 4.5”o.d. 
Stock part. 

 

No.6003
Small Cargo Bag
Perfect for PPE equipment. 
Writeable name tag. 
10” diameter x18” length

No.2022 Hex Head Screws
Use for metal or wood substrates
Driver tip not included.

5/16” 
Hex 

Drive

2-1/2”

Part No.  Pkg Length/
inches

2084-1.5     25 1-1/2                                                                                         

2084-2.0     25 2.0                                                            

2084-2.5     25 2-1/2            

2084-3.0     25 3.0

2084-3.5     10 3.5      

WS Wood Screws
Our strongest wood screw. Retail Packaging w/hex driver. 

3/8”
Hex

Drive
1-1/2”
up to
3-1/2”

HeadLok™ Screws
Ideal for installation over insulated panels. 
Min. Order: 250pc bucket. Lengths up to 18” 
Drill Tips: GM= Wood.  SP = Wood/Light ga. Metal.
                  DP= Drill Point= Thick Metal. 

Note: some screws are available in 
smaller quantities upon request. 

1-5/8”
up to
18”

All-Pakka™ 

Cargo Bags
Custom logos available 
on request. 

Extra Heavy Duty Cargo Bags
Mfg. to SAS specifications our Cargo Bags are
ideal for storing PPE and HLL components.



Includes 
5/8”x2” 

Attachment 
Bolt w/

Lock nut
Cap Washer

D-ring

SST Shackle Plate

Reducer
Bushing

Swivel Bushing

Lock Nut

No.1028-SMD

Swivel-D Anchor

00
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Swivel-D™ 
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment to structural steel, plywood, 

threaded top risers and  accessory base plates. One of our most versatile anchors. Supplied in retail packaging.

• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” Attachment Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

No.1028-SMD 
Pkg.

No.1028-BP6  
Threaded Base Plate
Hot dip galvanized 3/8”x6”x6”
5/8”-11x1.0” Threaded bolt hole
Does not include bolts. 
Pkg/wt. 5.3lbNo.1028-DP6 

Swivel D-Plate Anchor
Hot dip galvanized 3/8”x6”x6” bolt 
attached base plate. 
• 5/8”x1-1/4” Grd 5 zinc cap screw
• 10,000lb min. tensile strength.
• Does not include base plate attachment bolts 
Pkg/wt. 6.3lb Compatible 

Attachment
Use for temporary anchor to support 
No.1215 SRL-UH Universal SLR holder 

Specification of Use
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Compatible Attachments
Structural Steel     Threaded Tops    

180° Flip

360° 
Rotation

PID/Inspection Labels 

Includes 
5/8”x2” 

Attachment 
Bolt w/

Lock nut
Cap Washer

D-ring

SST Shackle Plate

Reducer
Bushing

Swivel Bushing

Lock Nut

No.1028-SMD

Swivel-D Anchor

00

www.superanchor.com    1-855-301-4575

Swivel-D™ 
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment to structural steel, plywood, 

threaded top risers and  accessory base plates. One of our most versatile anchors. Supplied in retail packaging.

• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” Attachment Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

No.1028-SMD 
Pkg.

No.1028-BP6  
Threaded Base Plate
Hot dip galvanized 3/8”x6”x6”
5/8”-11x1.0” Threaded bolt hole
Does not include bolts. 
Pkg/wt. 5.3lbNo.1028-DP6 

Swivel D-Plate Anchor
Hot dip galvanized 3/8”x6”x6” bolt 
attached base plate. 
• 5/8”x1-1/4” Grd 5 zinc cap screw
• 10,000lb min. tensile strength.
• Does not include base plate attachment bolts 
Pkg/wt. 6.3lb Compatible 

Attachment
Use for temporary anchor to support 
No.1215 SRL-UH Universal SLR holder 

Specification of Use
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Compatible Attachments
Structural Steel     Threaded Tops    

180° Flip

360° 
Rotation

PID/Inspection Labels 
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Includes 
5/8”x2” 

Attachment 
Bolt w/

Lock nut
Cap Washer

D-ring

SST Shackle Plate

Reducer
Bushing

Swivel Bushing

Lock Nut

No.1028-SMD

Swivel-D Anchor

00
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Swivel-D™ 
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment to structural steel, plywood, 

threaded top risers and  accessory base plates. One of our most versatile anchors. Supplied in retail packaging.

• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” Attachment Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

No.1028-SMD 
Pkg.

No.1028-BP6  
Threaded Base Plate
Hot dip galvanized 3/8”x6”x6”
5/8”-11x1.0” Threaded bolt hole
Does not include bolts. 
Pkg/wt. 5.3lbNo.1028-DP6 

Swivel D-Plate Anchor
Hot dip galvanized 3/8”x6”x6” bolt 
attached base plate. 
• 5/8”x1-1/4” Grd 5 zinc cap screw
• 10,000lb min. tensile strength.
• Does not include base plate attachment bolts 
Pkg/wt. 6.3lb Compatible 

Attachment
Use for temporary anchor to support 
No.1215 SRL-UH Universal SLR holder 

Specification of Use
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Compatible Attachments
Structural Steel     Threaded Tops    

180° Flip

360° 
Rotation

PID/Inspection Labels 

Includes 
5/8”x2” 

Attachment 
Bolt w/

Lock nut
Cap Washer

D-ring

SST Shackle Plate

Reducer
Bushing

Swivel Bushing

Lock Nut

No.1028-SMD

Swivel-D Anchor

00
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Swivel-D™ 
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment to structural steel, plywood, 

threaded top risers and  accessory base plates. One of our most versatile anchors. Supplied in retail packaging.

• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” Attachment Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

No.1028-SMD 
Pkg.

No.1028-BP6  
Threaded Base Plate
Hot dip galvanized 3/8”x6”x6”
5/8”-11x1.0” Threaded bolt hole
Does not include bolts. 
Pkg/wt. 5.3lbNo.1028-DP6 

Swivel D-Plate Anchor
Hot dip galvanized 3/8”x6”x6” bolt 
attached base plate. 
• 5/8”x1-1/4” Grd 5 zinc cap screw
• 10,000lb min. tensile strength.
• Does not include base plate attachment bolts 
Pkg/wt. 6.3lb Compatible 

Attachment
Use for temporary anchor to support 
No.1215 SRL-UH Universal SLR holder 

Specification of Use
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Compatible Attachments
Structural Steel     Threaded Tops    

180° Flip

360° 
Rotation

PID/Inspection Labels 

No.1028-DP6    
Swivel-D Plate Anchor 
Hot Dip Galvanized 6”x6”x3/8”
bolt attached base plate. 
• 5/8”x1-1/4” sst attachment bolt
• 10,000lb min. tensile strength
• Base plate attachment bolts not included
Pkg/wt. 6.3lb

No.1028-DB6 
Threaded Base Plate
• Hot Dip Galvanized 6”x6”x3/8”
• 5/8”-11x1.0” Threaded bolt hole
• Base plate attachment bolts not included 
Pkg/wt. 5.3lb

No.1303-G Base Plate
• Hot Dip Galvanized 6”x6”x3/8”
• 5/8”-11x1-1/2” Stud Bolt  
    w/sst Lock Nut
• Base plate attachment bolts 
   not included 
Pkg/wt. 5.5lb

No.1303-GB 
Swivel-D Plate 
• No.1303-G Hot Dip Galvanized 
   6”x6”x3/8” Base Plate
• No.1028 Swivel-D Anchor
• 5/8” sst Lock Nut
• Base plate attachment bolts 
   not included 
Pkg/wt. 4.5lb

Includes 
5/8”x2” 

Attachment 
Bolt w/

Lock nut
Cap Washer

D-ring

SST Shackle Plate

Reducer
Bushing

Swivel Bushing

Lock Nut

No.1028-SMD

Swivel-D Anchor

00
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Swivel-D™ 
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment to structural steel, plywood, 

threaded top risers and  accessory base plates. One of our most versatile anchors. Supplied in retail packaging.

• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” Attachment Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

No.1028-SMD 
Pkg.

No.1028-BP6  
Threaded Base Plate
Hot dip galvanized 3/8”x6”x6”
5/8”-11x1.0” Threaded bolt hole
Does not include bolts. 
Pkg/wt. 5.3lbNo.1028-DP6 

Swivel D-Plate Anchor
Hot dip galvanized 3/8”x6”x6” bolt 
attached base plate. 
• 5/8”x1-1/4” Grd 5 zinc cap screw
• 10,000lb min. tensile strength.
• Does not include base plate attachment bolts 
Pkg/wt. 6.3lb Compatible 

Attachment
Use for temporary anchor to support 
No.1215 SRL-UH Universal SLR holder 

Specification of Use
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Compatible Attachments
Structural Steel     Threaded Tops    

180° Flip

360° 
Rotation

PID/Inspection Labels 

Swivel-D
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment 
to structural steel, plywood, threaded top risers and  accessory base plates. 
One of our most versatile anchors. Sold in retail packaging.

Specifications
• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” sst Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

User Specification
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Swivel-D Anchor
Includes 
5/8”x2” 

Attachment 
Bolt w/

Lock nut
Cap Washer

D-ring

SST Shackle Plate

Reducer
Bushing

Swivel Bushing

Lock Nut

No.1028-SMD

Swivel-D Anchor

00
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Swivel-D™ 
360° rotation+180° flip. Single person PPE anchor designed for bolt attachment to structural steel, plywood, 

threaded top risers and  accessory base plates. One of our most versatile anchors. Supplied in retail packaging.

• Forged D-ring 
• 10,000lb Tensile Strength
• Stainless Steel Shackle
• 5/8”x2.0” Attachment Bolt 
• PID/Inspection Labels
• Instruction Manual
Pkg/wt. 1.0lb

No.1028-SMD 
Pkg.

No.1028-BP6  
Threaded Base Plate
Hot dip galvanized 3/8”x6”x6”
5/8”-11x1.0” Threaded bolt hole
Does not include bolts. 
Pkg/wt. 5.3lbNo.1028-DP6 

Swivel D-Plate Anchor
Hot dip galvanized 3/8”x6”x6” bolt 
attached base plate. 
• 5/8”x1-1/4” Grd 5 zinc cap screw
• 10,000lb min. tensile strength.
• Does not include base plate attachment bolts 
Pkg/wt. 6.3lb Compatible 

Attachment
Use for temporary anchor to support 
No.1215 SRL-UH Universal SLR holder 

Specification of Use
• Single person PPE
• HLL end anchors

Compliance
ANSI Z359.1-07/OSHA 1926.502

Compatible Attachments
Structural Steel     Threaded Tops    

180° Flip

360° 
Rotation

PID/Inspection Labels 
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No.1028 
Swivel-D™    

No.1028
Swivel-D
Retail Pkg.

Forged D-ring

Includes
5/8”x2.0” sst
Attachment 

Bolt w/sst 
Lock Nut



Swivel-D Z-Purlin / Wood Purlin Anchor
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Swivel-D Components for Metal Roof Panels
The No.1028-BP1 base plate and No.1028-BP2 backer plate are designed for installation 
over single 2x4 wood purlins most commonly used in pole building framing with metal panel 
roofing and commercial steel building metal Z-Purlins. The BP1 base plate is compatible 
with all flat and ribbed metal panels. We include backer plate attachment bolts for bare 2x4 
or 7/16” sheathed 2x4. Caulking is applied to the BP1 base plate underside and beveled 
edge for waterproofing. All kits contain PID labels and instruction manuals. 

Specifications
• 5,000lb min. tensile strength
• Hot Dip Galvanizded (HDG) steel components
• Single person PPE or HLL fixed length cables
• Use with No.1028 Swivel-D

No.1028-BPWK Kit
Wood Purlin Contents 6lb
• 1ea No.1028 Swivel-D  
    w/5/8”x1-1/4” sst bolt
• 1ea No.1028-BP1 HDG base plate
• 1ea No.1028-BP2 HDG backer plate
• 2ea 3/8”x2-1/2” grade 5 bolts
• 2ea 3/8”x3.0” grade 5 bolts

 No.1028 
Swivel-D

No.1028-BP1 
Base Plate 

5/8”x1-1/4” 
sst Bolt

3/8”x2-1/2” 
Bolts

Hi-Profile 
Panel 

Flat Panel 
w/ Sheathing 

3/8”x 3.0” 
Bolts

No.1028-BP2  
Backer Plate Contents 1.5lb
Use with No.1028-BP1 base plate
• 1ea No.1028-BP2 backer plate
• 2ea 3/8”x2-1/2” grade 5 bolts
• 2ea 3/8”x3.0” grade 5 bolts

 Assembly with
Bare 2x4 Purlin 

No.1028-BPZK Kit
Z-Purlin Contents 6lb
• 1ea No.1028 Swivel-D w/5/8”x1-1/4” sst bolt
• 1ea No.1028-BP1 HDG base plate
• 1ea 5/8”x1.0” BP1 bolt
• 1ea sst washer

46

No.1028-BP1K Kit
Base/Backer Plate Contents 4.8lb
• No.1028-BP1 HDG base plate
• No.1028-BP2 HDG backer plate
• 1ea 5/8”x1-1/4” sst bolt
• 2ea 3/8”x2-1/2” grade 5 bolts
• 2ea 3/8”x3.0” grade 5 bolts

No.1028-BP2 
Base Plate 

No.1028-BP1     

No.1028-BP1
Base Plate Contents 4lb
Use with No.1028-Swivel-D
• 1ea No.1028-BP1 HDG base plate
• 1ea 5/8”x1-1/4” sst bolt
• 1ea 5/8”x1.0” sst bolt
• 1ea sst washer

Z-Purlin 

No.1028-BP2     

Compliance
ANSI Z359.1/ OSHA 1926.502



No.1028-BP1 
Base Plate 

5/8”x1-1/4” 
sst Bolt

5/8”x1.0” 
sst Bolt

Wood Purlin Anchor

www.superanchor.com    1-855-301-4575

Wood Purlin Anchor
No.1302-2XM heavy gauge Hot Dip Galvanized steel purlin anchor is designed for installation onto double 2x4 wood framing 
commonly used in pole buildings and structures with metal roofing panels. Use for permanent or temporary fall protection. 

All packages include instruction/specification manual, 25pc WS-1.5 wood screw pack and driver tip.

No.1302-PS Kit™

Package Contents 
• 1pc No.1302-2XM Purlin Anchor
• 1pc No.1028 Swivel-D anchor
• 25pc WS-1.5 screw pack
• 5/8”x2.0” sst bolt w/lock nut 
   and sst washer

No.1302-PSK Kit
Designed for permanent installations
over flat and ribbed metal panel roofing.

Package Contents 
• 1pc No.1302-2XM Purlin Anchor
• 1pc No.1028 Swivel-D anchor
• 25pc WS-1.5 screw pack
• 5/8”x1-1/4” sst bolt w/lock nut
• 1pc No.1028-BP1 base plate 
• 1pc 5/8”x 1.0” sst bolt w/lock nut
• 1pc 5/8” sst washer

No.1220 SRL-UH Holder 
Ideal solution for fall protection
using SRL’s. Bolt attach to purlin
anchor for 360° SRL rotation.

Unique Design 
Feature
When installed at the ridge 
purlins the Swivel-D anchor 
is not covered by the roofing 
panels and may be removed 
if desired.  

Metal Roof Installation

3/16” 
Thickness

Depth  
3-1/4”

Length  
7-1/2”

Width    
 3.0”

User Specifications
• Single Person PPE anchor 
• 5,000lb min. tensile strength 
• Hot Dip Galvanized steel 
• Installs w/8 WS-1.5 wood screws

Package Contents 
• 1pc No.1302-2XM Hot Dip
   Galvanized Purlin anchor 
• 25pc WS-1.5 screw pack

No.1302-2XM™ 
Patent Pending

WS-Wood Screw Pack
All Kits supplied with 25pc WS-1.5 screws + driver tip.

1-1/2” 3/8” 
Hex

Driver 
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5/8”sst 
Washer

Compatibility
Swivel-D No.1028
No.1215 SRL-UH SRL Holder

Compliance
ANSI Z359.1/ OSHA 1926.502



19-1/4” Max. Wall Thickness

Cross-bar Length 24.0” 

Clamp
Bar 

Length
8-1/2”13.0”

  i.d.

Wall-bar 
Length 
17.0”

 Parapet Wall Anchor
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Parapet Wall Anchor
A SAS exclusive design, our No.1097 Parapet Wall Anchor offers features not found in other wall clamps. Easily adjusts to varying wall thickness 

with 12 different positions and fitted with SAS No.1090 cast loop top.  Compatible with many guardrail systems, our clamp features two 
5/8” bolts with welded nuts that provide a strong compression lock to hold guardrail stanchions in place with the twist of a wrench.  

    

No.1097 Specifications
• 1/8”x2”x2” steel tube.
• Safety green powder coating
• 12 adjustment points
• Max. width 19-1/4”
• No.2015-2.9-4 detent pin 
   w/shock cord tether. 
• 1-3/4”x1-3/4”i.d. stanchion sockets
• 2ea 5/8”-11x 1-3/4” grade 5 
   stanchion bolts
• Clamp weight 23lbs.

Detent Pin 
w/shock cord tether.

Safety Rail 
Stanchion
1-3/4”x1-3/4”
max. o.d

5/8” Stanchion Bolts 
w/weld nuts

No.1090
Cast Steel 

Loop 
Top

No.2015-2.9-4 
3/8”sst  Detent Pin

Shock Cord Tether
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Standing Seam Anchor
Another SAS exclusive design, our No.1207 Standing Seam Anchor is 
available in 3 lightweight aluminum base plate sizes to fit panel seam widths 
of 8-1/2” up to 26-1/2” wide. 3rd party tested to withstand a 5,000lb force in 
the specified load direction and installs with only 4 bolts and is compatible 
with a wide range of panel widths and profiles using our No.1208  and 
No.8511 RCT seam clamps. 

Specifications
Permanent or Temporary Anchor
Min. Tensile Strength: 5,000lb
Base Plate: 3/8” Aluminum plate
No.1208 Seam Clamps: 
1/4” Hot Dip Galvanized Steel
Clamp Bolts: 3/4”-10 grade 5
Frame i.d.: Stamped date of mfg.

User Specifications
Single person 340lb
Single/Multiple person HLL 

Compliance
ANSI Z359.1/OSHA 1926.502

Use No.1208 
seam clamps
min. height 3/4” 
snap-lock panel 
seams

3/4” 

Seam Compatibility

Do not use
with low
profile
snap-lock
seams

Swivel-D Anchor

Seam Clamps

No.1208-SSC Seam Clamp

3/4” Clamp
Bolts. 

Welded 
Bolt Nuts

1/4” HDG 
Steel Plate

Clamp bolts 
are easy to 

tighten.

Panel Width Adjustment

4.5”
Adjustment Length

Easily adjusts 
to seam widths 
with the turn of 
a wrench. 

No.1207 Complete Kits
Part No.   wt/lb SSC Clamps PPE Anchor

1207C-12x18 22.5
2pc No.1208

HDG
1pc No.1028*

Swivel-D1207C-14x22 24.5

1207C-18x24 26.5

*Includes 5/8”x2-1/4 or 2-3/4” attachment bolt                                

Components Only 
No.1207 Base Plate    Seam Clamp Otions 

Part No. wt/lb 2pc  SSC 4pc RCT

1207-12x18 5.5 No.1208
HDG

wt/15.9lb

No.8511-4  
Aluminum

wt/2lbs
1207-14x22 7.5

1207-18x24 9.5
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Panel Seam Width Adjustment
No.1208-SSC and No.8511 RCT clamps provide a wide range of metal panel seam widths. Measure the panel seam width to confirm 

if the clamp type and clamp position are compatible. SSC clamps standard position will fit most seam widths. 

Panel Seam Width Compatibility / Inches
Base Plate Model 12x18            14x22 18x24

Clamp Position Min. Max. Min. Max. Min. Max. 

SSC  Standard 10-1/2”
18-1/2”

14-1/2”
 23.0”

18.0”
26-1/2”

SSC Inverted
8-1/2” 12-1/2” 16.0”

RCT Clamp  17.0”  20-3/4” 24-1/4”

No.8511 RCT Clamps
Designed to attach to most
seam profiles. Requires 4 
clamps. Each clamp is 
attached to the seam w/3ea
3/8” sst hex socket screws. 
Visit snoblox-snojax.com 
for seam compatibility 

Standard 
Position   

Flip 
Position

Base Plate Bolt Holes 

9/16” 5/8” 

No.1207-12x18   No.1207-14x22  No.1207-18x24

5,000lb

5,000lb

Compatible 
SAS 
Anchors
• SAS 6”x6” D-Plate 
   Anchors
• CRA 1031-W  
• CRA-1031-P
• No.1029 D-ShakL

Minimum 
Tensile 
Strength
Request Intertek 
*SSCA/RCT seam 
clamp report 
10/2020
*Standing Seam 
Commercial Anchor

Clamp Positions
The No.1208 seam clamp standard 
position allows clamp bolts to be 
tightened with the base plate 
attached. Seam widths less than 
11-1/2” are attached by flipping 
one of the clamps and installing 
it first. Consult Manual. 

No.1029 D-ShakL    

Max.
Min.

Max.
Min.

Max.
Min.

No.1037    

Single 
PPE  360°

HLL 

No.1220 SRL-UH
SRL Universal Holder
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No.1081-S Coupler

No.1087-SA or SC Couplers

w/Carabiner

Standing Seam Anchor HLL Components
No.1207 standing seam anchors provide a practical solution for permanent or temporary 
HLL’s using low profile CRA-W and CRA-PT anchors and HLL rigging kits.

No.1065-AS Spring Type Energy Absorber

Combine No.1325 HLL Rope Kit with No.1207 standing seam 
anchor for a temporary HLL system up to 100ft in length. 

No.1028 Swivel-D anchor

No.1028 Swivel-D anchor 

Webbing Type Energy 
Absorber w/Carabiner

  No.1207 Base Plate
w/No.1208 Seam Clamps

Standing Seam Anchor HLL Systems

No.1207 w/No.1208 Seam Clamps
No.1031-W Anchor

No.1031-P Pass-Thru
Intermediate anchor

O-Rings

No.1081-S Coupler

No.1031-W Anchor

No.1028 Swivel-D 

4ea No.5014
Large O-Rings

  No.1207 Base Plate
w/No.1208 Seam Clamps

No.1028 Swivel-D 

5.0” 
Riser 

Height

Note: The combined height of CRA 
No.1031, seam clamps and No.1207 
base plate places the HLL rope approx. 
8-3/4”above the metal panel surface. 

▲Includes 4ea 1/2”x1-3/4” sst bolts 
w/lock nuts and washers.

Horizontal Lifeline Kits
Stainless Steel Rigging Components    

No.1051-S   
Galvanized Rigging Components  

No.1050-G   

No.1065-AS
Spring Energy 

Absorber

No.1057 
HDG Eye Thimbles

No.1087-SA 
or SC 304sst 
Absorber 
Couplers 

3/8”x1.0” Bolts

5/8”x2.0” Bolts

No.1081-S 304sst Eye 
Thimble Coupler

No.5010-SM
PPE Connector O-Rings

5/8”x2.0”
bolt

   9/16”x2-1/4” 
bolt  

No.5010-SM
PPE Connector O-Rings

No.1057-S 
304/316sst Eye Thimbles

No.1087-SA 
or SC
304sst 
Absorber 
Couplers

5/8”x2.0” 
Bolts

3/8”x1.0” 
Bolts

Permanent HLL
Install No.1207 anchor with No.1208 SSC or No.8511 RCT seam clamps using CRA-W5 
end and CRA-PT5 pass-thru anchors with SAS HLL kits No.1050-G or No.1051-S.  

▲CRA-W5 
No.1031-W

Loop Top

▲CRA-PT5 
No.1031-P

Pass-Thru Top

▲CRA-4-5 
No.1031-4G

4-Way Top
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End Anchor Specifications*
Part
No. 

Model
Type

Substrate
Type

No. Persons

Restraint Arrest

1062 Evac Bolt Attached

2 12100 Flex Wood 
Screws3013-D Hinge-2

1028-DP6
D-Plate      

Bolt Attached 
Wood        3 21037

1207 Standing 
Seam

Metal Seam  
Clamps

*Consult HLL Instruction Manual

Compatible End-Anchors
Any bolt, concrete embedment or field welded commercial 
anchor models and PPE anchors shown here.  

No.1325 Kit Contents
• No.6420-U All-Pakka Cargo Bag
• 3/4” Double-Braid rope15,000lb tensile strength
• “A” end energy absorber w/captive 45 kN 
   auto-loc steel carabiner
• Factory attached rope tensioner 5,000lb min. tensile 
   strength w/adjustment tool
• Eye thimble termination w/No.5001-Z steel 
   auto-lock carabiner 
• 2ea No.6032-DC 6ft length extra heavy duty 
   double D-ring tie-off straps
• 3ea No.5014 large diameter PPE O-Rings. 

HLL Rope Kit 
No.1325 HLL Rope Kit is manufactured with Double-Braid kernmantle type 
rope and includes a rope tension adjuster with a factory attached energy 
absorber. The HLL kit includes 3ea connector rings, tension tool and 2 heavy 
duty 3” wide double D-ring Tie-off straps for loop or cinch attachment to 
a supporting structure. Rated for 2 to 3 workers depending on fall arrest 
or fall restraint and the type of HLL end anchors used. Order optional 
No.4015-VLL all-directional rope grab to lock position anywhere on 
the HLL rope. Compatible end anchors are sold separately.   

  

Accessories Sold Separately
Part No. Specification wt/lb

1325-T 5/8”(16mm)-3/4”(19mm) 
rope tensioner w/tool    

5

4015-VLL Value Grab for HLL 2

5014 3.0” o.d. PPE connector O-ring 1

6420U Large All-Pakka Cargo Bag 4

6032-DC 6ft Double D tie-off strap                                                            2

No.1325 HLL Kits
Part No. Specification End Anchor wt/lb

1325-60 60ft   2-3 person 2ea No.6032-DC 
Tie-off Straps

20

1325-100 100ft  2-3 person 17

No.2100 Flex

No.3013-D 
Hinge-2

No.1062 
Evac

No.1037 D-Plate Swivel D-Plate 
No.1028-DP6 

No.4015-VLL Value Grab wo/Snap Hook
Locks onto line in any direction
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HLL Rope Systems 30° Fixed Length 

HLL Rope System
Another SAS exclusive. Fixed length 30° HLL ropes are mfg. with 5/8” d. Double-Braid 
kernmantle type rope and mechanically swaged at our factory in Monroe, WA. USA. Light 
weight HLL ropes are ideal for reducing surface damage to metal panel roofing but can 
be used on all types of surfaces. Combined with our low abrasion HLL rope accessories 
or bi-directional rope grab. Each system is custom built. 

Specifications
• Min. Tensile Strength 5,000lb 
• 5/8”d. Double-Braid rope 
   12,000lb(54kN) tensile strength 
• Auminum swage w/clear PVC cover
• Plastic eye thimble
• 3,600lb(16kN) gate strength snap hooks
• PID, Inspection and accessory labels
• Instruction manual

No. 1326 30° 
Fixed Length Ropes           

Part
No. 

Rafter
Length 

Finished
∆ Length

Approx
Wt/lb

1326-10 10ft 11’-6” 3.5

1326-12 12ft 13’-6” 4.5

1326-14 14ft 16’-0” 5.5

1326-16 16ft 18’-4” 7.5

1326-18 18ft 20’-6” 8.5

1326-20 20ft 23’-0” 9.5

∆ Snap hook to snap hook ends.

www.superanchor.com    1-855-301-4575

Snap Hook Compliance 
ANSI Z359.12-0
HLL: ANSI Z359.1-07 
         OSHA 1926.502

Ordering Information. 
Specify by part number a max of 
2 accessories of the same or mixed 
types for each HLL length. 
Captive connectors are 
not removable. 

Snap Hook

Plastic
Thimble

Aluminum 
Swage

PID 
Labels 

Clear PVC 
Cover

No.5014 3”o.d. Removable O-Ring

No.1326-RC Captive Rope Coupler

No.4015-VLL  Value Rope Grab  

Connector Sleeve No.1326-CS
The tube webbing design provides a cover for
snap hooks and carabiners to prevent damage 
to metal panels. Hook/Loop closure secures the 
cover to the lifeline. 
 

Length
measured

from
snaphook

end to
snap hook

end

User Specifications
Rigging No. Persons

Fall Arrest         1

Fall Restraint    2
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Custom HLL Worksheet
Double-Braid Rope 

Purchaser Contact Information:
Name:

E-mail:

Purchase Order No. Date:

Quote By: Super Anchor Safety Sales Person:

Name: Date:

Ph: e-mail: 

Ordering Instructions:
1) Complete a worksheet for each separate design. Specify number of units 

required. 
2) Complete Customer, Purchasers and Shipping information and forward to 

SAS sales person by e-mail.
3) Upon receiving your quote, sign the “Authorized By”, enter date, and 

resend to SAS sales person.

Purchaser to Specify Shipping 
Free UPS ground in the continental US. 

   Will Call   UPS
	  Monroe WA. 	Ground

Shipping Options  Next Day  2nd Day  3rd Day

               Ship to:   HI   AK  Canada  

Part No.   Finished Length Qty Cost/ea Total

1325-X Rope                       ft.

1326-X Rope                       ft.

1326-XA  Assembly Fee

1325-T Tensioner w/EA

1325-TT Tensioner Tool

5005-Z Snaphook 

5009-Z Swivel Snaphook

5000-Z Captive Carabiner

 1326-RC Coupler

 4015-VLL Rope Grab

 5014 O-Ring

6032-DC 6ft Tie-Off

6420-U-Lrg. AP Cargo Bag

 18” added to cut
length for terminations

Subtotal wo/sales tax

Shipping charges

Total amount

Customer: Sign and return to SAS after confirming unit price.

Authorized 
By: ________________________________Date:___________________

Customer Information:
Sold to:

Street Address:

City: State: Zip: 

Phone: Cell:

Ship to: 

Street Address: 

City: State: Zip:

Connector Specifications: ANSI Z359.12/CSA Z259.12  • 3,600lb gate strengths  • Zinc plated finish

Form: HLL Rope Worksheet 2.0  02-2021©SCN [MIT]

Return Completed Form by e-mail to: 
Paul@superanchor.com  Todd@superanchor.com  Jay@superanchor.com 

Specify
No. Units 
Required

 Snaphook  No.5005-Z 
 Swivel SH  w/Fall Indicator 
 No.5009-Z  

 Captive Aluminum  Carabiner  
 No.5000-Z

SUPER ANCHOR SAFETY®

 No “A” end Options.

Mark Boxes
“A”end “B”end

1325-X
Adjustable


1326-X

Fixed Length


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en
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 I.
D.

 to
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T 
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 w
/E
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y 
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er
 +

 C
ar

ab
in

er

“B”
end

Aluminum Swage 
w/Clear PVC 
Shrink Tube

Cover

 Mix or Match
 Max. 3/per HLL

 Coupler   No.1326-RC

 O-Ring  No.5014

 Rope Grab  No.4015-VLL

  Tensioner Tool No.1325-TT

 All-Pakka Lrg. Cargo BagNo.6420-U

 6ft Tie-Off Strap  No.6032-DC

PID 
Labels



No.1220 
SRL-RMH™ 
Base Plate for SRL-UH
Attaches to top chord with 5ea WS-2.5
hex head wood screws. Wt. 9lb

Contents
• 1/4”x8”x16” HDG base plate
• 5ea 5/16”d fastener holes
• 5/8” stud bolt w/lock nut and washer
• Base Plate Wt. 9lb

Fastener 
Holes  8.0”

16.0”

6.0” 

8.0” 7-1/2”

          SRL Accessories
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SRL Universal Holder Pat-Pending
Another SAS exclusive design, the No.1215 SRL-UH holder has 8 different connector positions and width adjustment that 

allow a wide range of SRL/SRD retractable lifelines to be attached. The SRL-UH can be bolt attached to several SAS anchor 
models or directly onto a top chord with our No.1220 SRL-RMH roof mount base plate. Texture surface skid plates provide 

360° friction free rotation. Durable Hot Dip Galvanized steel construction. 

No.1215 SRL-UH™

Kit Contents
• 1ea No.1215 SRL-UH  wt. 14lb.
• 5/8”x2-3/4” attachment bolt
• eNo.2015-6.0-8 sst detent 
   pin w/shock cord
• e 2 skid plates
• e Warning Labels 
• Instruction manual
e Replaceable components

No.1215C SRL-UH™ 
Deluxe Kit Contents 23.5lb
• 1ea No.1215 SRL-UH  
• 1 No.1220 SRL-RMH roof mount plate
• 25pc WS-3.0 screw pack
• 5/8”x2-3/4” attachment bolt
• eNo.2015-6.0-8 detent pin  
   w/shock cord
• e2 skid plates
• eWarning Labels 
• Instruction manual
e Replaceable components 

360° Rotation 

5/8”x2-3/4” 
Attachment Bolt 
w/lock nut+washers

Skid 
Plates

No.1207 Standing Seam Anchor

No.1302-2XM
Purlin Anchor

No. 2015-
6.0-8
3/8”sst
Detent Pin
w/Shock
Cord 
Tether

8 Position Connector
Adjustment

Width Adjustment 
Min.3-1/2” 
Max. 5-1/4”

Adjustment
Slots

5/8” 
Bolt 
Hole 

WS-Wood Screw Pack
3.0” 3/8” 

Hex
Driver 

No.2015-6.0-8
3/8”sst Detent Pin w/Shock Cord Tether



Super Anchor Safety Professional Customer Service
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Expert Fabrication
Custom orders with minimal lead times

Professional Shipping Dept. 
We offer a wide range of shipping methods 
to meet your needs

CSA Certified 
Manufacturing/Testing Facility Since 2014

SAS Factory Swaged 
Components
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(425)-488-8868
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