
Ultra-VizTM Fall ArresterTM Harness

www.superanchor.com    1-855-301-4575

Lanyard
Park/
Tool 

Holder

Slotted D-ring

Compliance
ANSI Z359.11-14 / OSHA 1926.502 
CSA Z259.10-18 Class A certified

Pass-thru Chest and
Leg Strap Buckles 

No.6001-UV
Ultra-Viz™ 
• Same frame design as No.6001
• Closed loop shoulder straps
• Zinc plated pass-thru buckles and connectors
• Slotted D-ring
• Mfg. in SAS factory Monroe, WA, USA

Pro-Series 
No.P6001-UV
Ultra-Viz™  
• EDC coated Quick Connect 
   buckles, connectors and D-ring

No.6001-UV/No.P6001-UV High Visibility Harnesses
Another SAS exclusive, the Ultra-Viz™ 5-point harness has a heat applied 3M reflective 
strip on both sides of the webbing. Ideal for work areas where high visibility will provide 
a greater degree of safety, especially in poorly lit areas. 

Quick Connect Chest Strap
and Leg Strap Buckles 

16

 EDC Coated 
D-ring

See Fall Arrester No.6001 
or No.P6001 catalog pages 
for ordering. 

ANSI/CSA Class 1 
High Visibility
The No.6001 and No.P6001 do not 
have sufficient background material 
to meet class 1 requirements unless 
worn with a class 1 vest, T-shirt or 
other class 1 garment. 
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