
12” Min. 
Riser

Height 

CRZ-4-12

CRZ Loop Top Anchors 

3.0”od. CRZ Z-Purlin/Wood 
Beam Anchors

51

 Standard Design Custom mfg.   Nominal Dimension.
▲ Stock Part.  Order 4-Way top separately. 
Note 1: Max proof load 2,500lb.
Note 2: Z-Purlin standard models max. top flange width 3-3/4” 
             w/min. purlin web depth 6”. 
Note 3: CRZ-4 min.12”riser ht. required for base flashing.

No.1090 Cast Steel 
Loop Top 1-3/8”id.

Foam Filled Riser 

PID Label
SST Threaded 
Vent Hole Plug

Request Unit PricingCRZ Matrix 
Riser      

Height
Part

Name Part No.     
 Material                

Type
Loop Top                                                    Anchor  

wt/lb
Riser 
SchNo.       Type

6
CRZ-6A

     1126-6A     HDG 1090 Q235

15
 
 

40
0.203    

3.0”od.

1126-6AS  304sst 1090-S 316sst

CRZ-6B
 1126-6B     HDG 1090 Q235

1126-6BS  304sst 1090-S 316sst

12
CRZ-12A

 1126-12A     HDG 1090 Q235

18

1126-12AS  304sst 1090-S 316sst

CRZ-12B
 1126-12B    HDG 1090 Q235

1126-12BS  304sst 1090-S 316sst

 CRZ-4-12   
1126-4-12G   HDG ▲  4-Way

Top1126-4-12S    304sst

 

CRZ anchors fit the most common size Z-Purlins used in steel 
and commercial building structures. Custom mfg. is available for any 
size wood beam. The bolt-thru attachment provides a very strong 
connection point. Specified for single person PPE, horizontal lifeline 
systems (HLL) and window washing. Pre-drilled wood blocking is sized 
to fit all standard Z-Purlins.

Specifications 
• Min. tensile strength 5,000lb
• No.1090 Q235 steel or 1090-S 316sst loop tops
   tensile strength rating of 10,000lb
• Hot dip galvanized (HDG), 304sst or 316sst
• 18-8sst attachment bolts
• Loop top A/B orientation for HLL systems
• 3rd party engineering by DH Glabe & Assoc. 
  Report available on request

Accessories
• No.2049 Pre-drilled wood purlin blocking 
• No.2050 Master Flash

Compliance 
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1 
OSHA 1926.502 
*Request Intertek CRA Lab Report

CRZ-A  
Loop Top 

Orientation 
Parallel 

w/Ridge 

3/8” Thick
Base Plate

Bolt-Thru
Attachment

CRZ-B  
Loop Top 

Orientation
Perpendicular 

to Ridge

4” 
Leg id.

Wood Beam
Standard Design Fits

4” or Narrower
Wood Beams

No.1127-X CRZ
Custom Wood Beam Sizes

Custom mfg. contact SAS sales team 
• Custom riser heights part No.1126-X
• Custom wood beam part No.1127-X
• Custom CRZ 4-Way part No.1126-4X
   Note: Min. riser height 12”.

 CRZ 
4-Way Top
No.1054-G or

No.1054-S
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