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Part No. Pcs.  Type Length Coating Anchor Type Pkg.   wt/lb

2012-A     36 Duplex Nail      16d Yellow Zinc Hinge/Flex          
Retail 1

2013 Spiral
Shank

12d 304
Stainless

D-Minus             
and all RS2013-D    480 Box 8

▲ Min. order 250pc bucket. Lengths up to 18” with the following tip types:
GM Gimlet= Wood.  SP Spade= Wood/Light ga. Metal. DP= Drill Point= Thick Metal. 
Note: some screws are available in smaller quantities upon request. 

Nails

SAS Certified Fasteners
SAS offers a complete line of replacement fasteners for the installation of our fall protection 
anchors. Each fastener has been tested to meet the service loads specified in our manuals. 
The fastener packs listed below are supplied in retail packs that specify the fastener application 
and include instructions for installation. SAS recommends to use our fastener packs only. 

Part No. Pcs.  Type Length Coating Anchor Type Pkg.   wt/lb

2022 40
Hex Head      

2-1/2 Poly Coat CRA-Flex Hinge

Retail

2lb

2009

36

2-7/8 Epoxy Coat       RS-Series       

2033-1.5
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and Hinge2033-2.0 2.0

2033-3.0 3.0
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3.0
410-SST D-Minus  

Apex/ RS        2045-3.5 3-1/2

2059-3.5 250 HeadLok-SP   3-1/2
Epoxy Coat       CRA/RS

Bucket

▲ 2032-X Specify GM-SP-DP    Specify Bulk
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2078B-2.0   1,300 2.0          37lb

2078B-2.5   1,100 2-1/2        38lb

2078B-3.0      950 3.0         36lb

2078B-3.5           900 3-1/2 39lb

2084-1.5     

25

1-1/2

Retail 1lb

2084-2.0     2.0

2084-2.5     2-1/2

2084-3.0     3.0

2084-3.5     10 3-1/2

2080S-3.0 20 Lag Bolt 3.0 18-8sst             D-ShakL


