Standing Seam Anchor

Panel Seam Width Specifications
Prior to ordering, confirm the metal panel seam width and profile.
No0.8511 RCT clamps will be required for seam profiles not compatible with No.1208 clamps.
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Panel Seam Width Compatibility Anchor Attachment Holes
Base Plate Model | No.1207-12x18 | No.1207-14x22 | No.1207-18x24
Clamp Position Min. Max. Min. Max. | Min. | Max. C) ® D-ShakL™
1208 Standard | 10-1/2” 14-1/2" 18” Anchors .
andard | 101727 | 1g.1/7 [ 14 23 18 | 6122 W/Ef"xé" T o 0 o
ase
1208 Reverse | o 1/ 12-1/2" 16” Plates ~
RCT Clamp 17" 20-3/4” 24-1/4” ? °
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No.8511 RCT Clamps

Extruded aluminum clamp
designed to attach to many
of the most common metal
panel seam profiles w/3ea
3/8"sst hex socket screws.
Requires 4 clamps.

Visit snoblox-snojax.com

for seam compatibility chart.

No.1208
Seam Clamp

3/4"
Clamp

Request Unit Pricing Bolts

Base Plate Only
Part No. Part Name | wt/lb

Seam clamp positions can be reversed

A 1207-12x18 ) 5 to fit narrower panel seam widths
Aluminum
A 1207-14x22 Base 7
Plate
A 1207-18x24 9

Seam Clamps
Part No. Part Name wt/lb
A 1208 2ea Seam Clamps | 17

A 8511-4 | 4eaRCT Clamps 1

Standard Reverse

Position Position
A Stock Part. Clamp Bolts & Clamp [
Note: Clamps include all required Outside " Bolts Inside &
attachment bolts.
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