
Utility Anchors

96

CRA-BR anchors w/blank riser caps are mfg. with the same 
materials as our standard model CRA’s and specified for end 
user welded attachments. Contact SAS sales team for custom 
mfg. and lead times. USA mfg. only.

Specifications
• Min. tensile strength 5,000lb (22.5kN)
• Standard model 3.0”od. sch. 40 riser
• CRA-BR specified for end user welded attachments
• Custom mfg. specify riser heights, base plate type,
   dimensions and bolt hole sizes

Request Unit Pricing
Part

Name
Material Top  

FixturePart No. Type

CRA-BR  1031-X HDG  RCB-R

304sst  RCB-3S

 Standard Design Custom mfg.   Stock Part.
 Project Specific Custom Design Specifications.

CRA-BR No.1031-X
Blank surface riser designed for
end user welded attachments.

Specify Model Type When Ordering

52 Hole
Base Plate
Accepts
Screw

Fasteners

Sloped w/Base Plate
Specify ht/deg. of Slope

Field Weld Risers
Specify ht/deg. of Slope 

Riser Sloped Riser

Bolt
Attached

Specify Base
Plate Size

RCB  Blank Riser Cap

Blank Riser Cap 

2-3/4”diam.

3/8” 

2-3/4”

Min. Base Plate Size
6”x 6”x 3/8”
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CRA-BR anchors w/blank riser caps are mfg. with the same 
materials as our standard model CRA’s and specified for end 
user welded attachments. Contact SAS sales team for custom 
mfg. and lead times. USA mfg. only.

Specifications
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• 3.0”od. sch. 40 riser
• CRA-BR specified for end user welded attachments
• Custom mfg. specify riser heights, base plate type,
   dimensions and bolt hole sizes

Request Unit Pricing
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Name
Material Top  

FixturePart No. Type
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 Project Specific Custom Design Specifications.
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