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9/16”
Bolt Holes 

8 Hole 12”x12” 
Base Plate

CRA-W Loop Top Anchors

3.0”od. CRA-W Anchors
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  Standard Design Custom mfg.      Nominal Dimension.          
▲ Stock Part.  May be attached with SAS specified screws. 
  ∆ Bolt, concrete embedment, expansion bolts or field welded.
 * * Imported models only. All other models specify SN on the PID label.
Note 1: Max. proof load 2,500lb.
Note 2: Backer plates may be required for installation.

No.1090 Cast Steel 
Loop Top 1-3/8” id.

      52 Hole Base Plate 
    Max. Riser Height 18”

Foam Filled Riser 

PID Label
SST Threaded 
Vent Hole Plug

ANSI Z359.18 and CSA Z259.15 CertificationNew

Serial No. Plate**

Fastener Holes
3/8” Screws
    9/16” Bolts

Request Unit PricingRequest Unit PricingStandard Design Request Unit Pricing 
Riser      

Height
Part

Name
 Material                 Loop Top                                                    Base Plate

Inches
Anchor  

wt.
Riser 
SchPart No.     Type No.       Type

5  CRA-5W
     1031-W     HDG 1090 Q235

6x6x3/8 4 Hole 8lb

40
0.203    

3.0”od.

1031-WS          304sst 1090-S 316sst

8   CRA-8W
 1035-W            HDG 1090 Q235

16x16x3/8 
52 Hole                                    

35lb
1035-WS      304sst 1090-S 316sst

12   CRA-12W
 1032-W       HDG 1090 Q235

37lb
1032-WS       304sst 1090-S 316sst

18   CRA-18W
 1033-W       HDG 1090 Q235

40lb
1033-WS       304sst 1090-S 316sst

24  CRA-24W
 1042-W        HDG 1090 Q235 16x16x5/8 16 Hole    45lb

80
0.276    

3.0”od.

1042-WS          304sst 1090-S 316sst 12x12x5/8  8 Hole 38lb

30  CRA-30W
 1025-W           HDG 1090 Q235

12x12x3/4        
8 Hole

                                      55lb
1025-WS         304sst 1090-S 316sst

36  CRA-36W
 1026-W           HDG 1090 Q235

60lb
1026-WS          304sst 1090-S 316sst

66lb
42lb

Specified for single person PPE anchor point, window 
washing tie-off and horizontal lifeline lengths up to 240ft. 3rd party 
certified to comply with current ANSI, CSA and OSHA fall protection 
standards. Install with screws, bolts, concrete embedment, expansion 
bolts or field welded.  

Specifications 
• Min. tensile strength 5,000lb
• No.1090 Q235 and 1090-S 316sst loop tops 
   tensile strength rating of 10,000lb* 
• Foam filled riser
• Hot dip galvanized (HDG), 304sst or 316sst
• No. 2022 40pc fastener pack for 
   52 hole base plate models w/max. riser ht.18”
• 3rd party engineering by DH Glabe & Assoc.
   Report available on request
• Contact SAS sales team for custom mfg. and lead times

Compliance 
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1 
OSHA 1926.502 
*Request Intertek CRA Lab Report

RLT Loop Top Field Weld Risers
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No.1090 Cast Steel 
Loop Top 1-3/8” i.d.

 PID Label w/Serial No.

ANSI Z359.18 and 
CSA Z259.15 Certification

New

Request Unit Pricing

Specified for single person PPE anchor point, window washing 
tie-off and horizontal lifeline lengths up to 240ft. 3rd party certified 
to comply with current ANSI, CSA and OSHA fall protection standards. 

Specifications 
• Min.tensile strength 5,000lb
• No.1090 Q235 and 1090-S 316sst loop tops 
   tensile strength rating of 10,000lb* 
• Hot dip galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc.
   Report available on request
• Contact SAS sales team for custom mfg. 
   and lead times

Compliance 
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1 
OSHA 1926.502 
*Request Intertek CRA Lab Report

3.0”od. RLT Field Weld Risers   

SST Threaded Vent Hole Plug

Field Weld to 
Structural Steel

Sloped HDG/304sst Risers
RST-A      RST-B

Contact SAS sales team for
custom mfg. and lead times
Part No. reference 1043-X

  Standard Design Custom mfg.       Nominal Dimension.       Stock Part. 
Note 1: Max. proof load 2,500lb.                
Note 2: If required, foam filling to be provided by contractor after welding.
Note 3: PID label supplied loose for application after welding.

   Standard Design Custom mfg.        Nominal dimension.
▲ Stock Part.  May be attached with SAS specified screws. 
 ∆ Bolt, concrete embedment, expansion bolts or field welded.
* Imported models only. All other models specify SN on the PID label.
Note 1: Do not proof load pass-thru tops.
Note 2: Backer plates may be required for installation.

9/16”
Bolt Holes 

8 Hole 12”x12” 
Base Plate

CRA-PT Pass-Thru Anchors 

3.0”od. CRA-PT Anchors
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No.1091 Cast Steel 
Pass-Thru Top

      52 Hole Base Plate 
    Max. Riser height 18”

Foam Filled Riser 

PID Label
SST Threaded 
Vent Hole Plug

Serial No. Plate*

Fastener Holes
3/8” Screws
    9/16” Bolts

Request Unit PricingRequest Unit Pricing
Riser      

Height
Part

Name
 Material                 Pass-Thru Top  Base Plate

Inches
Anchor  

wt.
Riser        
SchPart No.     Type No.       Type

5  CRA-PT5
     1031-PG     HDG 1091 Q235

6x6x3/8 4 Hole 8lb

40
0.203    

3.0”od.

1031-PS          304sst 1091-S 316sst

8   CRA-PT8
1035-PG          HDG 1091 Q235

16x16x3/8 
52 Hole                                    

35lb
1035-PS      304sst 1091-S 316sst

12   CRA-PT12
1032-PG      HDG 1091 Q235

37lb
1032-PS       304sst 1091-S 316sst

18   CRA-PT18 
1033-PG      HDG 1091 Q235

40lb
1033-PS       304sst 1091-S 316sst

24  CRA-PT24
1042-PG          HDG 1091 Q235 16x16x5/8 16 Hole    66lb

1042-PS          304sst 1091-S 316sst 12x12x5/8  8 Hole 42lb

30  CRA-PT30
1025-PG          HDG 1091 Q235

12x12x5/8        
8 Hole

                                      55lb 80
0.276    

3.0”od.

1025-PS         304sst 1091-S 316sst

36  CRA-PT36
1026-PG          HDG 1091 Q235

60lb
1026-PS          304sst 1091-S 316sst

Intermediate anchors for CRA HLL systems up to 240ft
w/max. 30ft spacing between anchors. Pass-thru tops 
are designed for use with connector ring No.5010-SM 
providing travel between intermediate anchors along the 
entire length of the HLL cable without disconnecting. 

Specifications 
• Horizontal lifeline intermediate anchor
• Min. tensile strength 5,000lb
• No.1091 Q235 and 1091-S 316sst pass-thru tops
• Hot dip galvanized (HDG), 304sst or 316sst
• Foam filled riser 
• No. 2022 40pc screw fastener pack for 
   52 hole base plate models w/max. riser ht.18”
• HLL 3rd party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg. and lead times 

Compliance 
ANSI Z359.1-07
OSHA 1926.502

HLL Cable

40

On-Site HLL Terminations
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Some projects require on-site hydraulic swaging in lieu of saddle type cable clamps. Hand operated hydraulic pumps 
require dozens of passes for a single swage and compression testing for each pass. SAS battery powered on-site hydraulic 
swaging system provides reliable high strength swaging in a fraction of the time. See catalog page for details. 

Cable Clamps
Torque Wrench Required

M-18 Hydraulic Press
14,000lb Min. Tensile Strength Each Swage

SAS On-Site Swage
Die Marks Provide Traceability

Heavy Duty Cable Cutter No.8001-CFS On-Site 
Swaging System
Shipped to Your 
Job Site 

RPT Pass-Thru Field Weld Risers
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  Standard Design Custom mfg.       Nominal Dimension.
Note 1: Do not proof load pass-thru tops.
Note 2: If required, foam filling to be provided by contractor after welding.
Note 3: PID label supplied loose for application after welding.

No.1091 Cast Steel  
Pass-Thru Top

 PID Label w/Serial No.

Request Unit PricingRequest Unit Pricing 
Riser      

Height
Part

Name
 Material                 Loop Top                                                    Anchor 

wt.
Riser
SchPart No.     Type No.       Type

8 RPT-8    
 1043-PG              HDG 1091 Q235

6lb

40
0.203    

3.0”od.

1043-PS           304sst 1091-S 316sst

12 RPT-12    
 1044-PG       HDG 1091 Q235

8lb      
1044-PS            304sst 1091-S 316sst

18 RPT-18    
1045-PG       HDG 1091 Q235

12lb                                                                    
1045-PS            304sst 1091-S 316sst

24  RPT-24    
1046-PG           HDG 1091 Q235

16lb
1046-PS               304sst 1091-S 316sst

30 RPT-30      
1047-PG          HDG 1091 Q235

20lb 80
0.276    

3.0”od.

1047-PS              304sst 1091-S 316sst

36 RPT-36      
 1048-PG               HDG 1091 Q235

26lb
1048-PS               304sst 1091-S 316sst

Intermediate anchors for CRA HLL systems up to 240ft.
w/max. 30ft spacing between anchors. Pass-thru tops 
are designed for use with connector ring No.5010-SM 
providing travel between intermediate anchors along the 
entire length of the HLL cable without disconnecting.

Specifications 
• Horizontal lifeline intermediate anchor
• Min. tensile strength 5,000lb
• No.1091 Q235 and 1091-S 316sst pass-thru tops
• Hot dip galvanized (HDG), 304sst or 316sst
• HLL 3rd party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg.
   and lead times

Compliance 
ANSI Z359.1-07
OSHA 1926.502 

3.0”od. RPT Field Weld Risers  

SST Threaded Vent Hole Plug

Field Weld to 
Structural Steel

Sloped HDG/304sst Risers
RSP-AP       RSP-BP

Contact SAS sales team for
custom mfg. and lead times
Part No. reference 1043-PX

A Super Anchor Safety exclusive design that allows up to 4 HLL’s to be attached 
to a single anchor point reducing the number of end anchors required for a HLL 
system and provides a way to intersect additional lines at 45° and 90° 
angles. Use with any compatible base plate anchors or field weld risers. 
Attaches with a single bolt. Seal washers prevent water from entering 
the riser. The 4-Way top is stabilized using 3 sst socket screws. 
Easily removed for flashing installation. 

Specifications
• Compliance: ANSI Z359.18-17 Type A/T
   CSA Z259.15:22 Type A/T / OSHA 1926.502
• 4-Way tops to fit 3.0” and 4.5” od. risers 
• Min. tensile strength 5,000lb. 
• Compatible with SAS base plate anchors,
   field weld risers and all SAS HLL accessories 
• HLL Lengths up to 240ft. 
• Anchors and 4-Way tops available 
   in HDG and stainless steel 

HLL 4-Way Top Anchors

HLL 4-Way Tops 4-Way Top

Rigging Examples 
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4-Way HLL
Intersections

3-Way HLL
Intersections

45° 
Junctions

90° CornersIntermediate 
or End 
Anchor

9/16”d. Accessory
Attachment Bolt Holes

PID Label 
w/Serial No.

12”
Min.
Riser

Height
Required

For Flashing
Base

CRA-4 
3.0” od. Riser

3ea SST Socket
Head Stabilizer

Screws
2ea Master Seal 

SST Washers

1/2” SST 
Attachment
Bolt w/Lock 

Nut

Cast 
Loop Top

Base Plate Anchors
Supplied w/Foam 

Filled Risers

No. 1058 Jaw-Jaw 
Turnbuckle

Single 
Bolt Riser 

Attachment

8 Hole 
12”x12”

Base Plate 
w/ 9/16” 

Bolt Holes

Foam Filled
Blank Riser

Specified for HLL end and intermediate anchors, that require bolt, field weld, or 
concrete embedment attachment to the supporting structure.

Specifications
• Min. tensile strength 5,000lb
• Compatible w/SAS HLL components
• Foam filled riser
• Hot dip galvanized (HDG), 304sst or 316sst
• 3rd Party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg. and lead times

No.1090 Cast Steel Loop Top 1-3/8” id.

7-1/2”  Diam.

CRA-4 HLL 4-Way Anchors

21

Compliance:
ANSI Z359.18-17 Type A/T
CSA Z259.15:22 Type A/T
OSHA 1926.502

3.0”od. CRA-4 HLL Anchors 

4-Way Top

CRA-4 
Attachment
  Bolt Hole 

PID Label
w/Serial No.

3 Place SST 
Socket Screws

Overall 
Height
7-1/2”

16 Hole 16”x16”
Base Plate 

w/ 9/16” Bolt Holes

3-1/2”

9/16” Component 
Attachment 
Bolt Holes

CRA 4-Way Top 
Part Name Part No. Type Loop Top wt.

 CRA 4-Way
1054-G  HDG No.1090 Q235 Steel

7lb
1054-S  304sst No.1090-S 316sst

 Stock Part includes attachment bolt pkg. and socket screws.

Request Unit Pricing 
Riser      

Height
Part

Name Part No.     
Material  

Type
4-Way                                             

 Top       
Base Plate

Inches
Anchor  

wt.
Riser 

 Sch

5   CRA-4-5
   1031-4G      HDG 1054-G 6x6x3/8”                   

4 Hole                     7lb 40
0.203                           

3.0”od.

1031-4S          304sst 1054-S

12  CRA-4-12
1032-4G       HDG 1054-G 16x16x3/8 52 Hole  37lb

1032-4S       304sst 1054-S 12x12x5/8 8 Hole    31lb

18  CRA-4-18
 1033-4G       HDG 1054-G 16x16x3/8 52 Hole  34lb

80
0.276    
3.0”od

1033-4S       304sst 1054-S 12x12x5/8 8 Hole    36lb

24  CRA-4-24
 1042-4G         HDG 1054-G 16x16x5/8 12 Hole    61lb

1042-4S          304sst 1054-S 12x12x5/8 8 Hole     38lb

30  CRA-4-30
 1025-4G            HDG 1054-G

12x12x3/4                
8 Hole                                        

53lb
1025-4S         304sst 1054-S

36  CRA-4-36
1026-4G           HDG 1054-G

57lb
1026-4S          304sst 1054-S

Request Unit Pricing

Ordering 
Information:
• Order CRA-4 Model Size
• Order CRA 4-Way Top 

CRA-4 
Anchor

Note 1: Max. proof load 2,500lb.
Note 2: Backer plates may be required for installation.

Bolt Pkg.
1/2”x4-1/2” 18-8sst

Attachment Bolt w/Lock Nut

Bonded SST Seal Washers

 Standard Design Custom mfg.  
 Stock Part.     Nominal Dimension.

∆ Bolt, concrete embedment, 
    expansion bolts or field welded. 

 Riser height does not permit 
    waterproof base flashing. 

 Order 4-Way top separately.

HLL Intermediate Anchors
• CRA-PT • RPT

CRA-4 
Attachment 
Bolt Hole 

RLT-4 
Attachment
Bolt Hole 

RLT-4 Anchor
Field Weld Riser

12”
Min.
Riser

Height
Required

For
Flashing

Specified for HLL end and intermediate anchors field
welded to a supporting structure.
 
Specifications
• Min. tensile strength 5,000lb
• Compatible w/SAS HLL accessories
• Hot dip galvanized (HDG), 304sst or 316sst
• 3rd Party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for 
   custom mfg. and lead times

No.1090 Cast Steel Loop Top 1-3/8” id.

7-1/2”  Diam.

RLT-4 HLL 4-Way Field Weld Risers
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Compliance:
ANSI Z359.18-17 Type A/T
CSA Z259.15:22 Type A/T
OSHA 1926.502

3.0”od. RLT-4 HLL Field Weld Risers 

4-Way Top

CRA-4 
Attachment
  Bolt Hole 

PID Label
w/Serial No.

3 Place SST 
Socket Screws

Overall 
Height
7-1/2”

3-1/2”

9/16” Component 
Attachment 
Bolt Holes

CRA 4-Way Top 
Part Name Part No. Type Loop Top Wt.

 CRA 4-Way
1054-G HDG No.1090 Q235 Steel

7lb
1054-S 304sst No.1090-S 316sst

 Stock Part includes attachment bolt pkg. and socket screws.

Ordering Information:
• Order RLT-4 Model Size
• Order CRA 4-Way Top 

Bolt Pkg.
1/2”x 4-1/2” 18-8sst

Attachment Bolt w/Lock Nut

Bonded SST Seal Washers

HLL Intermediate Anchors
• CRA-PT• RPT

Request Unit Pricing

 Standard Design Custom mfg.    Nominal Dimension.
 Order 4-Way top separately.

Note 1: Max. proof load 2,500lb.
Note 2: If required, foam filling to be provided by contractor after welding.

Standard Rigging HLL System

Horizontal Lifeline (HLL) Systems

Super Anchor Safety offers a wide range of cost efficient easy to install HLL systems using standard and custom designed anchors and accessories 
that are field proven for reliability. Several examples based on our custom designs, are shown in this catalog. Our anchors and accessories are 3rd 
party certified and comply with current ANSI, CSA, and OSHA fall protection standards. In addition to anchor layout and component specifications, 
we offer 3rd party structural engineering. Many of our systems can be assembled from stock parts reducing lead times. 
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Typical HLL Roof Plan Example
SAS plan service uses MasterSpec and Revit for the 3-D BIM  (Building Information Modeling) and BlueBeam drag 
and drop for roof plan layouts. Our proprietary anchor and accessory icons are linked to the anchor model types to form 
a visual id. of all components as they appear on the architects roof plan. 

Max. 240ft Length Run

Max. 30ft Leg Spacing

Rigging Accessories

CRA
 “A” End Anchor 

CRA-PT 
Pass-Thru 

Intermediate Anchor

CRA-4
Intermediate

Anchor
SAS HLL System Specifications
• HLL runs up to 240ft
• Hot dip galvanized and sst loop top anchors,
   pass-thru anchors and accessories 
• High strength 1-3/8” id. and 2.0” id. single pc. cast steel  
   loop tops and pass-thru tops in HDG and 316sst

• 4-Way anchors for intersecting HLL runs at 90°/45° 
   angles and end anchors for runs over 240ft
• Z-Purlin, metal panel standing seam,
   vertical wall and low profile systems 
• Slopped and ridge mounted
• Overhead web truss 
• On-site hydraulic swaging system
• Custom anchor design and 3rd party engineering

Model Types and Rigging Accessories are Specified on the Plan Page

3ea 1033-4G
CRA-4-18 
w/4-Way Top

1050-G HLL Rigging
Accessories 

5ea 1033-W
CRA-18W 
w/Loop Top

13ea 1033-PG
CRA-PT18 
w/Pass-Thru Top

Rigging Accessories

Max. 240ft Length Run

30ft 30ft 30ft

CRA-PT 
Pass-Thru 

Intermediate Anchor

CRA
 “B” End Anchor 




