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Swivel-D Metal Panel Anchor
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Designed for installation with No.1028 Swivel-D
onto 2x4 wood purlins and metal Z-purlins
used for pole buildings and steel framed
commercial buildings. Use with flat and
hi-profile metal panel roofing. 

Specifications:
• Min. tensile strength 5,000lb 
• Hot dip galvanized
• Fall arrest/fall restraint
• Single person PPE
• Single person HLL 

Compliance
ANSI Z359.1-07
OSHA 1926.502

No.1028-BP1 
Dimensions 
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• 1ea No.1028 Swivel-D w/5/8”x1-1/4” sst bolt 
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Wood Purlin Anchor 

64

Designed for installation onto double 2x4 wood purlins
commonly used in pole buildings. Use for temporary or 
permanent fall protection.

Specification
• Min. tensile strength 5,000lb 
• 3/16” hot dip galvanized
• Installs w/8 WS screws
• Single person PPE anchoror HLL system 
• Permanent/temporary use for fall arrest/fall restraint

Compliance
ANSI Z359.1-07
OSHA 1926.502

No.1302-2XM™

No.2084-1.5
WS Wood Screws

Anchor Leg

Installation Options
Temporary Permanent 

No.1215-UH
SRL Holder Complete Kit

No.1302-PSK 
Kit

No.1028 
Swivel-D

No.1028-BP1 
Base PlateNo.1028 

Swivel-D

No.1302-PS
Kit

Pole Building w/2x4 Wood Purlins

Anchor attaches where 
two 2x4 purlins 

overlap. Installation
Attaches to double 2x4 purlins with 8

1-1/2” WS wood screws

Fits Most SRL’s 
Rotates 360°

360° 
Rotation

180° Flip

PID/Inspection Labels

Attachment 
Bolt Cap Washer

SST Shackle Forged 
D-ring

Reducer 
Bushing

Swivel Bushing

Lock Nut

Swivel-D Anchor
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Request Unit Pricing
Part No.  Part Name Description wt. 

 1028 Swivel-D Anchor only  1.0lb

 1028-DP6 Swivel-D Anchor w/base plate    6.5lb

 1028-DB6  Base Plate 5/8” threaded top 5.5lb

 1303-G Base Plate 5/8”x1-1/2” threaded stud 4.0lb

 1303-GB Swivel-D Anchor w/threaded stud 5.0lb

 Stock Part. Note 1: Max. proof load 2,500lb.

One of our most versatile anchors 
features a 360° rotation and 180° flip. 
Bolt attach, field weld or concrete
embedment for permanent or
temporary installation. 

Swivel-D Specifications 
• Min. tensile strength 5,000lb 
• Forged D-ring 
• Stainless steel shackle
• 5/8” attachment bolt 
• SAS factory tensile test report
   available on request

User Specifications
• Single person PPE
• HLL end anchors
• Window washing

No.1028 Swivel-D™

Package Contents
• 1ea No.1028 Swivel-D anchor
• 5/8”x2.0” sst bolt w/lock nut

No.1303-GB
Package Contents
• 6”x6”x3/8” HDG base plate
• 5/8”x1-1/2” threaded 
   stud w/lock nut

Compliance
ANSI Z359.18-17 Type A/T
CSA Z259.15:22 Type A/T
Window Washing ANSI/IWCA I-14.1

No.1028 
Swivel-D™

No.1028-DB6
Package Contents
• 6”x 6”x3/8” HDG base plate
• 5/8” threaded top
• 1.0” thread depthNo.1028

Retail Pkg.

Threaded
Top Anchors

Structural 
Steel    

Compatible Attachments

Note 2: Backer plates may be required for installation.

3/8”

6.0”

6.0”
4.0”

9/16” diam.
Bolt Holes

No.1028-DP6
Package Contents
• 1ea No.1028 Swivel-D anchor
• 6”x6”x3/8” HDG base plate
• 5/8”x1-1/4” sst bolt 

No.1303-G
Package Contents
• 1ea No.1028 Swivel-D anchor
• 6”x6”x3/8” HDG base plate
• 5/8”x1-1/2” threaded 
   stud w/lock nut

Wood Purlin Anchor Kits
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Package Contents
No.1302-2XM Kit
• 1ea No.1302-2XM purlin anchor
• 1ea No.2084-1.5 WS screw pack
Order PPE Anchor Separately 

Request Unit Pricing
Part No. Contents wt.

 1302-2XM                                                       
See pkg. Contents                     

3.1lb

 1302-PS        4.3lb

 1302-PSK                                                        8.0lb

  2084-1.5      Screw Pack                            1.0lb

  1028    Swivel-D PPE Anchor             1.0lb

 Stock Part.   Replacement parts order separately.

Package Contents
No.1302-PS Kit
• 1ea No.1302-2XM purlin anchor
• 1ea No.1028 Swivel-D anchor
• 1ea 5/8”x2.0”sst hex bolt 
• 1ea 5/8” sst lock nut w/flat washer
• 1ea No.2084-1.5 WS screw pack

Package Contents 
No.1302-PSK Kit
• 1ea No.1302-2XM purlin anchor
• 1ea No.1028-BP1 HDG base plate
• 1ea No.1028 Swivel-D anchor
• 1ea 5/8”x1-1/4”sst hex bolt 
• 1ea 5/8”x1.0”sst hex bolt
• 1ea 5/8”sst flat washer
• 1ea No.2084-1.5 WS screw pack

No.2084-1.5 Screw Pack
25pc WS screws + hex driver

supplied with all purlin anchor kits

1-1/2”

1-1/2”

No.2084-1.5 Screw Pack
25pc WS screws + hex driver

supplied with all purlin anchor kits

1-1/2”

No.2084-1.5 Screw Pack
25pc WS screws + hex driver

supplied with all purlin anchor kits

Standing Seam Anchor
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Request Unit Pricing
Part No. Panel Width Seam Clamp PPE Anchor wt.

 1207C-12x18 12”-18”

2pc No.1208 No.1028*
Swivel-D

22.6lb

 1207C-14x22 14”-22” 24.8lb

 1207C-18x24 18”-24” 26.8lb

 Stock Part. *Includes 5/8”x2-1/4 or 2-3/4” attachment bolt              

No.1207 Standing Seam Anchor is available in 3 lightweight aluminum 
base plate sizes to fit panel seam widths of 8.5” up to 26-1/2” wide. 3rd 
party tested to withstand a 5,000lb force in the specified load direction. 
Use with SAS No.1208 seam clamp or No.8511 RCT seam clamps for 
a wide range of standing seam profiles.

No.1208 Standing Seam Clamp

Clamp bolts 
are easy to 

tighten. 

1/4” HDG 
Steel Plate

3/4” 
Clamp
Bolts

Welded 
Bolt Nuts

Compliance
ANSI Z359.1-07/ OSHA 1926.502

No.1028 Specifications
• Min. tensile strength 5,000lb*
• 3/8” grade 5052 aluminum 
  w/stamped date of mfg. 
• Fits a wide range of metal 
   panel profiles
• *Intertek test report available
   on request 

User Specifications
Single person 310lb
HLL 2 person fall arrest
HLL 3 person fall restraint

Do not use
with low
profile
snap-lock
seams

No.1208 
Seam Clamps
• Snap-Lock seams
• On-site formed seams
• Min. seam height 3/4” 

3/4”

Adjustment Width 

Panel Width Adjustment

Easily adjusts to 
seam widths
with the turn
of a wrench. 

4.5”

Permanent or Temporary Anchor

Swivel-D Anchor

Seam Clamps

Torque Bolts @50ft/lb

Standing Seam Anchor
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Request Unit Pricing
Base Plate Only 

Part No.  Part Name wt.

 1207-12x18
 Aluminum

Base
Plate  

5.5lb

 1207-14x22 7.5lb

 1207-18x24 9.5lb

Seam Clamps 
Part No.  Part Name wt.

 1208  2ea Seam Clamps 17lb

 8511-4 4ea RCT Clamps 27oz

 Stock Part. 
Note: Clamps include all required 
           attachment bolts.     

Panel Seam Width Specifications
Prior to ordering, confirm the metal panel seam width and profile. 

No.8511 RCT clamps will be required for seam profiles not compatible with No.1208 clamps. 

Panel Seam Width Compatibility 
Base Plate Model No.1207-12x18 No.1207-14x22 No.1207-18x24

Clamp Position Min. Max. Min. Max. Min. Max.

1208  Standard 10-1/2”
18-1/2” 

14-1/2”
23.0”

18.0”
26-1/2”

1208 Reverse
8-1/2” 12-1/2” 16.0”

RCT Clamp 17.0” 20-3/4” 24-1/4”

No.1207-12x18   No.1207-14x22  No.1207-18x24

No.8511 RCT Clamps 
Extruded aluminum clamp
designed to attach to many
of the most common metal
panel seam profiles w/3ea 
3/8”sst hex socket screws. 
Requires 4 clamps. 
Visit snoblox-snojax.com 
for seam compatibility chart.

Anchor Attachment Holes 

Anchors
w/6”x6”

Bolt 
Holes 

D-ShakL™

Date of Mfg. 
Stamp Mark

4.0” 3.0”

Standard 
Position

Reverse
Position
Clamp 

Bolts Inside
Clamp Bolts 

Outside

Max.
Min.

Max.
Min.

Max.
Min.

3/4” 
Clamp
Bolts

No.1208 
Seam Clamp

14.0”

3.0”

Seam clamp positions can be reversed 
to fit narrower panel seam widths

Standing seam HLL (horizontal) 
and VLL (vertical) lifeline systems are
specified for use with SAS end, pass-thru 
and 4-Way anchors mounted onto No.1207 
SSCA base plates with a maximum
riser height of 5”. Any combination 
of SAS rigging accessories can be
used to build a custom HLL based
on a projects requirements. Contact
SAS sales team for HLL plan service.  

Standing Seam Anchor HLL Rigging Examples
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HLL Rigging Example w/5.0” Risers

CRA “A” End 
No.1031-W

HLL Accessories

CRA-PT
Intermediate 
No.1031-P 
Pass-Thru 

CRA “B” End 
No.1031-W 

O-Rings

4-Way tops are specified for VLL
intersections where fall protection 
is required for gable ends, HVAC 
access,or access to other 
HLL systems on 
the same roof.  

HLL Loop Top /Pass-Thru Rigging Orientation 

VLL

VLL

HLL HLL

End Anchors
Pass-Thru 

Intermediate Anchors

Slope

Standing Seam HLL System 

No.1207 
Standing Seam Base Plate

No.1208 
Seam Clamps

Direction of Slope

5.0”
Riser Ht.

10.0”
HLL 

Position
Above 
Roof
Panel

HLL Rigging Example  w/5.0” Risers and 4-Way  Intermediate Anchor
Specified for HLL systems longer than 240ft or where intersecting VLL’s are required.

CRA “A” End 
No.1031-W

CRA-PT
Intermediate 
No.1031-P 
Pass-Thru 

 

CRA-4
Intermediate 
No.1031-4G 
CRA 4-Way

CRA-PT
Intermediate 
No.1031-P 
Pass-Thru 

 

CRA “B” End 
No.1031-W

Standing Seam Anchor VLL Rigging Examples
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Intermediate 
Anchor
CRA-PT 

Pass-Thru 
 

O-Rings

VLL Loop Top /Pass-Thru Rigging Orientation 

CRA End Anchors

Slope

No.1207 
Standing Seam 

Base Plate

No.1208 
Seam Clamps

Direction 
of Slope

Intersecting HLL System

HLL Accessories

CRA-4
HLL Intersection 

Intermediate 
Anchor
CRA-PT
Pass-Thru 
 

HLL Accessories

Standard 
VLL Rigging 

Example

CRA
“A” End

Direction of Slope

O-Rings

CRA-5W
No.1031-W
5.0” Riser

Intermediate Anchors
Pass-Thru 

Standing seam anchors used for VLL’s and HLL’s are position oriented by rotating 
bolt attached base plates 90°. CRA 4-Way anchors are used to intersect a HLL at the 
ridge, eave, or any point along the VLL as shown in the example here. 
Riser Height: Standing seam bolt attached anchors have a 5.0” max. riser height 
to minimize stress applied to the panel seams.

Intermediate 
Anchor
CRA-PT 
Pass-Thru 
 

CRA
“A” End

CRA
“B” End

No.1028
Swivel-D

5/8”x1-1/4” 
Attachment 

Bolt No.1028-BP1
Base Plate

Z-Purlin
Top Flange 

5/8”x1.0” 
Attachment 

Bolt

Flat Washer

Swivel-D Z-Purlin Anchor
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Designed for installation of No.1028 Swivel-D
over metal roofing panels onto metal Z-purlins. 

Specified Use
• Single person anchor point 
• Not rated for HLL system

No.1028-BPZK  Z-Purlin Kit
• 1ea No.1028-Swivel-D
• 1ea No.1028-BP1 base plate
• 1ea 5/8”x1.0” sst bolt
• 1ea 5/8”x1-1/4” sst bolt 
• 1ea sst flat washer

No.1028-BP1K Kit 
• 1ea No.1028-BP1 base plate
• 1ea No.1028-BP2 backer plate Universal Bolt Kit for 1028-BP1K Kit

No.1028-BK 
• 1ea 5/8”x1.0” sst bolt 
• 1ea 5/8”x1-1/4”sst bolt
• 1ea 5/8” sst flat washer 
• 2ea 3/8”x2-1/2” bolts
• 2ea 3/8”x3.0” bolts

Request Unit Pricing
Part No. Description wt.

1028  Swivel-D anchor  1lb

1028-BPWK 2x4 wood purlin kit 6lb

1028-BPZK  Z-Purlin kit  4lb

1028-BP1K Base/backer kit 4lb

1028-BK  Universal bolt kit 0.8lb




