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Vault Anchors
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An SAS exclusive, CRV-Vault anchors are designed for concrete substrates and CMU block 
wall installations. A threaded drain hole option is available for anchors installed onto 
flat surfaces or tilt walls. Contact SAS sales team for custom mfg. and lead time.  

Compliance
ANSI Z359.18-17 Type A/T
CSA Z259.15:22 Type A/T
Window Washing: ANSI/IWCA I-14.1 
No.1604 CAL-OSHA Title 8 
OSHA 1926.502
DH Glabe 3rd party engineering

Specifications
• Min. tensile strength 5,000lb
• HSS 7x7x1/4” vault
• No.1603 w/1090 1-3/8” id. loop top 
   No.1604 w/1093 2.0” id. loop top
• CMU block walls 
• Poured in place concrete
• Thermo-plastic color choices

Request Unit Pricing
Part

Name
Material Top  Fixture Anchor  

wt.      Part No. Type No. Type

CRV
Vault

 1603-TP Thermo-coat
1090 Q-235

30lb 1603-G HDG

 1603-S 304sst 1090-S 316sst

 1603-X Project Specific Custom Design

CCRV
CAL-OSHA

Vault

 1604-TP Thermo-coat
1093 Q-345

35lb 1604-G HDG

 1604-S 304sst 1093-S 316sst

 1604-X Project Specific Custom Design

CRV-BP
Backer
Plate

 1605-TP Thermo-coat

13.5”x13.5”x3/8” 18lb     1605-G HDG

 1605-S 304sst

Drain Hole Ø 1603-DH Option: Specify Hole Size

 Standard Design Custom mfg. Ø Specify at time of ordering
 Design Options: Vault Depth, Top and Backer Plate Dimensions             

Note 1: Max. on site proof load 2,500lbs
Note 2: Backer plates required for bolt-thru installation 

CRV No.1603-TP 
Thermo-plastic Coating

No.1604-G CCRV-G
CAL-OSHA Compliant

Hot Dip Galvanized

CMU Block Wall Scaled Image 
Shown w/8.0”x8.0”x16.0” CMU Block

Poured in Place Concrete

1/2” SST Bolts
or J-Bolts

CMU Block Wall
Bolt-thru w/Backer Plate

No.1605
13.5”x13.5”x3/8” 

Backer Plate

CRV-CCRV Loop Top/Vault Dimensions

5/16” 3/8” 

5/8”

3/4” 

9/16”d.
Bolt Holes

Optional Threaded 
Drain Hole

CRV No.1090 Loop Top CCRV No.1093 Loop Top
13.5”x13.5” Top Plate

 7.0”x7.0”x1/4”  HSS Vault

Parapet Wall Anchor
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Request Unit Pricing 
Part No. Description wt.

 1097       Parapet Wall Anchor 23lb

 2015-2.9-4 Replacement Detent            
Pin w/Tether     

1lb

  1028-P Swivel-D w/3/8”  
attachment bolt+bushing           

1lb

 Stock Part.  Optional part not included. 

A SAS design with 12 adjustment positions for varying wall thickness. 
The guardrail stanchion socket provides a strong compression locking 
system with two 5/8” bolt nuts welded in place for easy attachment. 

Specifications
• Min. tensile strength 5,000lb
• 1/8”x 2”x2”steel tube
• Safety green powder coated
• 12 adjustment points 3/4”up to 19-1/4”
• No.2015-2.9-4 3/8” sst detent pin 
   w/shock cord tether
• 1-3/4”x1-3/4”id guardrail stanchion socket
• 2ea 5/8”x1-3/4”grade 5 stanchion bolts

Compliance 
ANSI Z359.1-07/OSHA 1926.502

Optional tie-back fail safe in the
event the parapet anchor is 
dislodged. May be used for fall 
restraint on the interior side of 
the parapet wall. 

No.1097 Parapet Wall Anchor

5/8” 
Stanchion 

Bolts 
w/weld 

nuts

3/8” Bolt Attached to the Cross-bar

No.1028-P Swivel-D
Safety Rail 
Stanchion

1-3/4”x1-3/4” 
max. o.d

No.1090 
Cast Steel
Loop Top

Safety Rail
Stanchion 

Socket

Compression 
Adjustment 

Handle 

Non Skid
Compression Pad

Detent Pin

Non 
Skid
Pads

User Specification
Single person PPE fall arrest/fall restraint
Not rated for HLL

Cross-bar Length 24.0” 

19-1/4” Max. Wall Thickness

Wall-bar 
Length 
17.0”

13.0”
Id. 

Clamp
Bar 

Length
8-1/2”

1-3/8”id.

Shock Cord Tether

No.2015-2.9-4
3/8”sst Detent Pin

Sub-Surface Anchor for Concrete Decks
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Compliance
ANSI Z359.18-17 Type A/T   
CSA Z259.15:22 Type A/T
OSHA 1926.502

Specifications
• Min. tensile strength 5,000lb
• Fall arrest or fall restraint
• Adjustable receiver bolt for varying
   substrate and slab thicknesses
• Primer coated steel 

Ordering Information
Part No.  Description  wt.

▲ SSA 1305-A See pkg. Contents 9lb

  1309-X              Receiver Bolt

▲Stock Part    Custom mfg. specify slab depth. 
Note: 2.0” attachment bolts for a max. substrate 
          thickness of 1.0”. Order longer attachment 
          bolts if required. 

SSA 1305-A pkg. Contents
a) 1ea 5/8”x1.0” temporary bolt  
b) 1ea No.1309-5 1.0”x5.0” receiver bolt 
c) 1ea 1.0” receiver bolt hex nut
d) 1ea No.1090-SSA loop top
e) 1ea No.1305-RC chrome 
    plated steel cover plate
f) 1ea No.1305-FP1 bolt kit
    4ea 1/2”x2.0 grd. 8 bolts + washers
g) 1ea No.1307-A base plate 
h) 1ea No.1308 backer plate 
i)  1ea No.1305-DP wood deck 
    adhesive back bolt hole template. 

2-1/2” Hex Nut
Access Hole 

5-7/16”x 5-7/16”x 3/8” 
Backer Plate w/Threaded

Attachment Bolt Holes

Receiver
Bolt Hex 

Nut

5-7/16”x 5-7/16”x 3/8” 
Base Plate w/Threaded

Receiver Bolt Hole 

PID Label

No.1305-FP1
1/2”x2.0” 
Hex Bolt Kit 
w/Washers

SSA No.1305-A
US Pat. No.11,724,135

No.1090-SSA  
Removable 
316sst Loop Top 

e)

f)

g)

h)

i)

d)

5/8”-11 
Stud Bolt

3/4” 

1-3/8” 
id.

Red Oxide Coating

Installation over Wood Deck Installation over Type B Metal Deck 

5.0” 

a)

b)

c)

The SSA 1305-A fall protection anchor is specified for poured in place concrete 
decks and other suitable applications. The threaded loop top is removable allowing 
for permanent or temporary use and features a chrome steel cover plate to conceal 
the adjuster bolt when not in use. Specified for exterior or interior installations.  

No.1309-5 1.0’’ diam. 
Receiver Bolt 
Adjusts up or 

Down for
Varying Slab
Thicknesses

Max. 1.0”

Order No.1305-FP2 
bolt kit not included. 

Order separately. 

4.0”
Max. Depth

for 5.0”
Receiver

Bolt

Concrete Insert Anchor
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Ordering Information
Part Name/No.  Contents             wt. 

SSA 1309-3       Receiver Bolt     0.4lb

SSA 1309-3K    Complete Kit       1.6lb

No.1309-3 SSA receiver bolt is specified for concrete substrate installation.
Use with SAS compatible anchors as a permanent or removable anchor for 
single person PPE or HLL system. Not specified for window washing anchors. 

Compliance
ANSI Z359.18-17 Type A/T
CSA Z259.15:22 Type A/T
OSHA 1926.502

Specifications
• Min. tensile strength 5,000lb 
• 1.0’’ grade 5 threaded rod 
   w/5/8-11 inside threads
• Zinc plated
• Concrete drill hole installation 
   w/epoxy adhesive
• 3rd party engineering by DH Glabe 
   & Assoc. Report available on request

Anchor Models 
Order Separately  

Part No.               Type    Material

1090-SSA         Loop Top            
16sst.

1091-SSA        Pass-Thru

1028 Swivel-D  Forged D-Ring  Zinc Plated

No.1309-3K Contents
a) 1ea 1309-3 Receiver bolt
b) 1ea  5/8”x1.0’’ Temporary bolt
c) 1ea No.1090-SSA loop top anchor
d) 1ea No.1305-RC cover plate

a) 

b)c) 
No.1028 Swivel-D 

D-Ring
No.1091-SSA

Pass-Thru

5/8” 

No.1090-SSA
Loop Top

5/16” 
Hex Key

5/8”

No.1305-RC 
Removable Chrome 

Steel Cover Plate

No.1090-SSA 
Loop Top Installed

d) 

Inside 
Threads

5/8”-11”
No.1309-3

1.0’’

1-1/2”

3.0”

3.0”depth

1.0’’ Drill
Hole

Epoxy Adhesive

4.0” Min. Concrete

5/16”Hex Key

 3/4” 

2.0”

Compatible Anchors Sold Separately 

No.1028
Swivel-D

Specified for bolt attached PPE components and 
HVAC equipment supports. Fitted with a 1.0” thick riser cap with a water 
stopper plate that prevents moisture from entering through the attachment 
bolt hole. The threaded cap is ideal for attaching equipment intended for 
temporary use. Same design and materials as CRA-W model anchors.
  

Specifications 
• Min. tensile strength 5,000lb
• 5/8”-11x1.0” threaded riser cap* *
• Water stopper plate
• Hot dip galvanized (HDG), 304sst or 316sst
• No. 2022 40pc fastener pack for 
   52 hole base plate models w/max. riser ht.18”
• 3rd party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg.
   and lead times

CTT Threaded Top Anchors

3.0”od. CTT Anchors   
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  Standard Design Custom mfg.      Nominal Dimension.
 May be attached with SAS specified screws.  

∆ Bolt, concrete embedment, expansion bolts or field welded.
**Non-accessory attachment bolt to be supplied by contractor. 
Note 1: Max. proof load 2,500lb.
Note 2: Backer plates may be required for installation.

52 Hole Base Plate 
Max. Riser height 18”

Foam Filled Riser 

PID Label w/Serial No.
SST Threaded Vent Hole Plug

ANSI Z359.18 and CSA Z259.15 CertificationNew

Fastener Holes
3/8” Screws
    9/16” Bolts

Compliance 
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1 
OSHA 1926.502 
*Request Intertek CRA Lab Report

Request Unit PricingRequest Unit Pricing 
Riser      

Height
Part

Name Part No.      Material                
Type

Base Plate
Inches

Anchor
wt.

Riser
Sch

8   CTT-8  
1480-G        HDG

16x16x3/8 
52 Hole

35lb

40
0.203    

3.0”od.

1480-S                  304sst

12   CTT-12    
 1481-G       HDG

37lb      
1481-S                  304sst

18   CTT-18 
1482-G       HDG

40lb                                                                    
1482-S                  304sst

24  CTT-24      
1483-G       HDG 16x16x5/8 16 Hole 66lb

80
0.276    

3.0”od.

1483-S                  304sst 12x12x5/8  8 Hole                      42lb

30  CTT-30    
1484-G       HDG

12x12x3/4  
8 Hole             

55lb
1484-S                  304sst

36  CTT-36    
 1485-G       HDG

60lb
1485-S                  304sst

Attachment Bolt
Required to use 5/8”-11

grade 5 or 18-8 sst
attachment bolt.

5/8”-11 Attachment Bolt

Threaded 
Riser Cap

Water Stopper Plate

1.0”

Compatible Accessories
Supplied w/attachment bolt

No.1215-UH
SRL Holder

No.1090-SSA
Loop Top

RTT Threaded Top Field Weld Risers
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  Standard Design Custom mfg.       Nominal Dimension.
**Non-accessory attachment bolts to be supplied by contractor. 
Note 1: Max. proof load 2,500lb.
Note 2: If required, foam filling to be provided by contractor after welding.
Note 3: PID label supplied loose for application after welding.

 PID Label w/Serial No.

ANSI Z359.18 and 
CSA Z259.15 Certification

New

Request Unit PricingRequest Unit Pricing 
Riser      

Height
Part

Name Part No.     
Material  

Type
Anchor

wt.
Riser
Sch

8 RTT-8     
 1450-G              HDG

6lb

40
0.203    

3.0”od.

1450-S           304sst

12 RTT-12    
 1451-G       HDG

8lb      
1451-S            304sst

18  RTT-18
1452-G       HDG

12lb                                                                    
1452-S            304sst

24  RTT-24    
1453-G           HDG

16lb
80

0.276    
3.0”od.

1453-S               304sst

30 RTT-30    
1454-G          HDG

20lb
1454-S              304sst

36 RTT-36      
 1455-G               HDG

26lb
1455-S               304sst

Field weld anchors are compatible with the same bolt attached 
devices as our CTT models.

Specifications 
• Min. tensile strength 5,000lb
• 5/8”-11x1.0” threaded riser cap** 
• Water stopper plate
• Hot dip galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg.
   and lead times

Compliance 
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1 
OSHA 1926.502 
*Request Intertek CRA Lab Report

3.0”od. RTT Field Weld Risers

SST Threaded Vent Hole Plug

Field Weld to 
Structural Steel

Sloped HDG/304sst Risers

Threaded 
Riser Cap

Water Stopper Plate

1.0”

5/8”-11 Attachment Bolt

Attachment Bolt
Required to use 5/8”-11

grade 5 or 18-8 sst
attachment bolt.

Contact 
Sales Team 
for Custom
mfg. and 

lead times. 

CTT-SL 
No.1480-X

RTT-SL 
No.1450-X        

Specified for bolt attached PPE components and HVAC equipment supports. 
Fitted with a 1.0” thick riser cap with a water stopper plate that prevents moisture
from entering through the attachment bolt hole. The threaded cap is ideal for attaching 
equipment intended for temporary use. Mfg. in the USA.
 

Specifications
• Min. tensile strength  5,000lb
• 5/8”-11x1.0” threaded riser cap** 
• Water stopper plate
• Hot dip galvanized (HDG), 304sst or 316sst
• 3rd Party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg.
   and lead times

 Standard Design Custom mfg.     Nominal Dimension.
∆ Bolt, concrete embedment, expansion bolts or field welded. 
**Non-accessory attachment bolt to be supplied by contractor.
Note 1: Max. proof load 2,500lb.
Note 2: Backer plates may be required for installation.

CRO-TR Threaded Top Anchors
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Compliance
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1
OSHA 1926.502 
*Request Intertek CRO Lab Reports

4.5”od. CRO-TR Anchors

Request Unit PricingRequest Unit Pricing 
Riser      

Height
Part

Name Part No.     
Material

Type
Riser Cap Base Plate

Inches
Anchor  

wt.
Riser 
SchNo.       Type

8  CRO-TR8
 1486-G            HDG TRC-4.5   Q345 12x12x5/8

8 Bolt Hole
43lb

80
0.337    

4.5”od.

1486-S      304sst TRC-4.5 S 316sst

12  CRO-TR12
 1487-G           HDG TRC-4.5   Q345

12x12x3/4
8 Bolt Hole

49lb
1487-S      304sst TRC-4.5 S 316sst

18  CRO-TR18
 1488-G           HDG TRC-4.5   Q345

64lb
1488-S      304sst TRC-4.5 S 316sst

24  CRO-TR24
 1489-G           HDG TRC-4.5   Q345

73lb
1489-S      304sst TRC-4.5 S 316sst

30  CRO-TR30
 1490-G           HDG TRC-4.5   Q345

81lb
1490-S      304sst TRC-4.5 S 316sst

36  CRO-TR36
 1491-G           HDG TRC-4.5   Q345

90lb
1491-S      304sst TRC-4.5 S 316sst

5/8”-11 
Attachment Bolt 

Foam 
Filled 
Riser

8 Hole 12”x 12” 
Base Plate

w/9/16” Bolt Holes

SST 
Threaded 
Vent Hole 

Plug

PID Label
w/Serial No.

Compatible Accessories
Supplied w/attachment bolt
• No.1028 Swivel-D
• No.1090-SSA Loop Top
• No.1215 SRL-UH SRL Holder

No.1028 Swivel-D

Water Stopper Plate

1.0”

Attachment Bolt
Required to use 5/8”-11

grade 5 or 18-8 sst
attachment bolt.

Threaded 
Riser Cap

Compatible Accessory

Specified for field welding and attaching PPE components and HVAC 
equipment supports. Fitted with a 1.0” thick riser cap with a water 
stopper plate that prevents moisturefrom entering through the 
attachment bolt hole. The threaded cap is ideal for attaching 
equipment intended for temporary use. Mfg. in the USA.

Specifications
• Min. tensile strength 5,000lb
• 5/8”-11x1.0” threaded riser cap** 
• Water stopper plate
• Hot dip galvanized (HDG), 304sst or 316sst
• 3rd party engineering by DH Glabe & Assoc. 
   Report available on request
• Contact SAS sales team for custom mfg.
   and lead times

5/8”-11 
Attachment Bolt 

SST 
Threaded 
Vent Hole 

Plug

PID Label
w/Serial No.

CRR-TR Threaded Top Field Weld Risers
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Compliance
ANSI Z359.18-17 Type A/T*
CSA Z259.15:22 Type A/T*
Window Washing: ANSI/IWCA I-14.1
OSHA 1926.502 
*Request Intertek CRO Lab Report

Request Unit PricingRequest Unit Pricing 
Riser      

Height
Part

Name Part No.     
Material

Type
Riser Cap Anchor  

wt.
Riser 
SchNo.       Type

8 CRR-TR8
 1492-G            HDG TRC-4.5   Q345

19lb

80
0.337    

4.5”od.

1492-S      304sst TRC-4.5 S 316sst

12 CRR-TR12
 1493-G           HDG TRC-4.5   Q345

21lb
1493-S      304sst TRC-4.5 S 316sst

18 CRR-TR18
 1494-G           HDG TRC-4.5   Q345

30lb
1494-S      304sst TRC-4.5 S 316sst

24 CRR-TR24
 1495-G           HDG TRC-4.5   Q345

37lb
1495-S      304sst TRC-4.5 S 316sst

30 CRR-TR30
 1496-G           HDG TRC-4.5   Q345

46lb
1496-S      304sst TRC-4.5 S 316sst

36 CRR-TR36
 1497-G           HDG TRC-4.5   Q345

55lb
1497-S      304sst TRC-4.5 S 316sst

Attachment Bolt
Required to use 5/8”-11

grade 5 or 18-8 sst
attachment bolt.

Water Stopper Plate

1.0”

Compatible Accessories
Supplied w/attachment bolt

No.1090-SSA 
Loop Top

No.1215 SRL-UH 
SRL Holder

4.5”od. CRR-TR Field Weld Risers

Threaded 
Riser Cap

 Standard Design Custom mfg.      Nominal Dimension.
**Non-accessory attachment bolts to be supplied by contractor.
Note 1: Max. proof load 2,500lb.
Note 2: If required, foam filling to be provided by contractor after welding.
Note 3: PID label supplied for installation after field welding. 

Open Web Steel Truss/Joist Anchor 
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CRWT anchor is designed for attachment to several standard size open 
web steel trusses. Easily attaches with 2 bolts. Use for single person 
anchor point or HLL system. Ideal for overhead SRL tie-off. 

Compliance
ANSI Z359.18-17 Type A/T
CSA Z259.15:22 Type A/T
OSHA 1926.502

Specifications
• Min.5,000lb tensile strength 
• No.1090 w/1-3/8” id. loop top
• HDG and 304sst 
• 3rd party engineering by DH Glabe & Assoc. 
   Report available upon request. 
• Contact SAS sales team for custom mfg.
   and lead times.

Request Unit Pricing
Part

Name
Part 
No. 

Material    
Type

Loop Top        Anchor  
wt.      No. Type

CRWT

 1478 HDG 1090 Q-235                                                  
17lb

 1478-S 304sst 1090-S 316sst

 1478-X  Project Specific Custom Design

 Standard Design Custom mfg. 
 Truss dimensions, loop top and pass-thru top

   orientation for HLL system

Open Web Steel Joist/Truss

CRWT 
Attachment

Web Thicknesses

Parallel HLL System HLL Lifeline System 
HLL cables sold separately.
Fixed Length:
• No.1336 5° angle
• No.1335 30° angle
Custom Length See:
• Custom Wire Rope
   Lanyard worksheet 

Note 1: Max. on site proof 
              load 2,500lbs
Note 2: Includes 1/2”x3-1/2”
              grd. 8 bolts w/washers 
              to fit 1-1/2”x1-1/2”x1.0’’ 
              bottom chord

Snaphook Ends  HLL cable    PPE Attachment Ring

CRWT No.1478/1478-S
Dimensions 

1/2”x3-1/2” Grade 8
Attachment Bolts 
w/Flat Washers No.1090 Cast Steel

Loop Top

Backer Plate

Welded 
Nuts

3/8”

5/8”

16.0” 

4.0”

Shown Here
1-1/2”x1-1/2”x1.0’’ 
Bottom Chord 

0.5”  Min.

Max. 3.0”  

Perpendicular 
HLL System




