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Compliance
ANSI Z359.11-21* / OSHA 1926.502 
CSA Z259.10-18 Class A/P certified
*3rd party Intertek lab report 
available upon request.

Ordering Information
Part No. Size Pkg Wt.

TB3-6070-HS Small

Approx.
7lb

TB3-6070-HM Medium

TB3-6070-HL Large

TB3-6070-HXL X-Large

TB3-6070-H2X 2X-Large

Lanyard Park/Tool Holder

EDC Coated Quick 
Connect Chest Strap Buckle

Features
• 100% Polyester materials and 
   Hi-Viz™ webbing
• Breathable mesh padded frame
• Quick Connect chest strap buckle
• Tongue buckle leg straps
• Elastic webbing keepers
• Dorsal and side D-rings
• Lanyard Park/Tool Holders
• Dual visual indicator labels
• English/Spanish labels
   and instruction manuals
• Imported

Sizing Chart

TB3-6070 Harness Sizing Chart
Tableau des tailles pour le harnais TB3-6070  
Note: Sizing is not perfect due to variation in body shapes.
Note : En raison des différentes silhouettes, les dimensions ne peuvent être parfaites.

6’-8” 2m

6’-6” 1.98m

6’-4” 1.9m

6’-2” 1.8m

5’-10” 1.7m


Height/Hauteur 

+/- 2”
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310-400lb
140-180kg

220-310lb
100-140kg

160-220lb
72-100kg

130-160lb
59-72kg

90-130lb
40-59kg

Small
Petit

Medium
Moyen

Large
Grand

X-Large
X-Grand

2X-Large
2X-Grand

Size
Grandeur

Orange = C-0  M-100  Y-60  K-0
Green = C-40  M-0  Y-100  K-0

Red = C-4  M-100  Y-75  K-0
Black = C-40 M-30  Y-30  K-100

Retail Box

No.TB3-6070
Similar to the TB3-6072, without the waist belt. This model features a breathable 
mesh padded frame and side D-rings for work positioning. Tongue buckle leg 
straps are easy to adjust when the harness is used by different size workers or 
when heavier workwear is worn. 

Visual 
Indicators

Tongue Buckle Leg Straps

Side 
D-rings 

Padded 
Frame with 
Breathable 

Mesh   
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