
No.DE-6001
Another SAS exclusive design. Our dielectric model is the perfect harness for workers 
exposed to electrical shock hazards. Mfg. with dielectric pass-thru buckles, connectors 
and D-ring. Sold in retail packaging. 

Features
• 5-point adjustment
• 100% 9kV dielectric resistance connectors 
• Dual visual indicator labels
• Elastic webbing keepers
• Lanyard Park/Tool Holders
• English/Spanish labels and 
   instruction manuals
• Mfg. Monroe, WA, USA
• See DE-6001-X worksheet for custom design

Dielectric 
Pass-thru Chest 
and Leg Strap 
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Dielectric Fall ArresterTM Harness
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Part No.       Size  User wt/lb  Webbing

DE-6001-HS               Small 90-130     

DE-6001-HM            Medium 130-160    

DE-6001-HL        Large 160-220    

DE-6001-HXL           X-Large         220-310    

DE-6001-H2X    2X-Large  310-400    

DE-6001-UVS        Small 90-130    

DE-6001-UVM       Medium 130-160    

DE-6001-UVL             Large 160-220

DE-6001-UVXL      X-Large         220-310

DE-6001-UV2X     2X-Large 310-400   

Hi-Viz™ (H)

Ultra-Viz™   
3M Reflective   
Webbing (U)                             

Compliance
ANSI Z359.11-21 / OSHA 1926.502 
CSA Z259.10-18 Class A certified

Elastic 
Webbing
Keepers

Dielectric Energy Absorbers
Complete your shock hazard resistance PPE 
with our dielectric energy absorbers (E/A’s). 

No.6188 
Dielectric E/A

No.6194 
Ultra-Lite™

Dielectric E/A
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Park/
Tool 

Holders
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Buckles

Dielectric 
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No.DE-6001-H
Hi-Viz™ 
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